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C3.1: DESCRIPTION OF THE WORKS

C3.1.1 EMPLOYER’S OBJECTIVE

This project entails the refurbishment of bridge nr.981 which is a road over river steel bridge
structure, providing access across the Riet River on provincial road R48 (P7/2) outside the
town of Koffiefontein in the Xhariep District Municipality.

C3.1.2 OVERVIEW OF THE WORKS

The description of Bridge No. 981 and its elements are summarised as follow;

Structure & Deck:

Abutments:

Piers:

Bearings:
Expansion Joints:
Roadway

6-spans steel Pratt Truss with reinforced concrete slab. Total
span length approx. 180m.
Reinforced Concrete wall-type
Mass Concrete — Bearings on top
Steel Roller bearings

Gaps Sealed over (No expansion joint visible / Non-functional)
3.1m wide one-lane single carriageway road.

Refer to the below sectional view of the structure.
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Figure 1: Existing Bridge Section

The existing road R48 (P7/2) approaching the bridge structure is a two-lane single carriageway
road with gravel shoulders. The lane widths on the road are generally 3,5m wide while the
gravel shoulders vary around 2,0m in width.
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The scope of work will entail but not be limited to the following:
Structural Steel (Including Bearings)

The structural steel is not showing signs of fatigue failure or failure of rivets, splice plates or
connections and all bearings are still in working condition. The existing steel structure complete
including bearings, soffits, parapet railings are extensively corroded.

All above steel to be mechanically cleaned by means of sand blasting or wet grid blasting for
preparation of steel for corrosion protection. 2 layers of Sikagard-63N corrosion protection or
similar epoxy paint to be applied.

The works will also entail the erection of access scaffolding, after blast cleaning to remove all
dust dirt and blasting material as well as providing protection for oncoming traffic and
pedestrians by means of safety nets.
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Image 1:View of Bridge Structure

Structural Concrete (Deck Slabs, Abutments and Piers)

No structural damage was observed on the concrete deck soffits, except for minor spalling of
the concrete that needs to be maintained to prevent future deterioration. The concrete on both
the piers and abutments all are structurally sound, however on a majority of the exposed
surface area the concrete cover deteriorated and started showing signs of spalling.
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The recommended remedial works are to remove all delaminated, weak, damaged and
deteriorated concrete and where necessary sound concrete by suitable means, clean and
prime surfaces and patch using a structural repair mortar. After repairs are done apply a

concrete primer and paint to extend the lifetime of the original structure.

Quickstage scaffolding to be erected for access to deck soffit under bridge, piers and
abutments. Diverting of river water will be required to install access scaffolding at piers and will
have to be implemented based on the river conditions on site at the time of construction. The
proposed method of diverting the river is by means of a barrage pond with a diversion channel.
Diverting of river must be done well in advance to prevent access scaffolding from sagging due
to saturated soil. Alterations of the watercourse should be in compliance with the approved

Environmental Management Plan.

Image 2: Abutment and Deck Soffit

Expansion Joints

All seven expansion joints have been sealed over with the subsequent pavement layer and
road surfacing allowing little- to no movement at each of the joints. This resulted in the
bituminous surfacing cracking and disintegrating at sealed-over expansion joints causing
volcano-type cracks. This allowed the ingress of surface water into the pavement layers and

bridge joints, promoting failure of these pavements and corrosion of the structural steel.

After construction of the new pavement layer and asphalt surfacing, 7 x Thormajoints (300mm
x 50mm) will have to be supplied and installed. Each joint to be 3.2m in length. Movement of

<10mm is estimated at each of the joints.
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Pedestrian Parapets

Existing handrailing is severely damaged or missing on both parapets and poses a severe
safety hazard.

All exiting railings will be removed and replace with new 50mm dia. x 4.0mm Circular Hollow
Section Steel railings. This includes the fabricating and replacement of all damaged fastening
brackets including jointing of the circular hollow sections, allowing for a movement at each
bridge joint.

Image 3: Existing Railings with Fastening Brackets

Road Pavement and Surfacing (Over bridge and at both the North and South
Approaches)

Settlement of road pavements on both North and South abutment has occurred with
intermittent to extensive pavement failures resulting in potholing. Forming of ruts in the wheel
tracks and displacement of the road surface is visible.

Rehabilitation of the road pavement and surface on the bridge deck includes excavating and
spoiling material from the existing base and surfacing and replace with 100mm thick, 35/50
pen. bitumen Continuously graded BTB base. Seal pavement with 50mm Medium-grade
Asphalt surfacing wearing course.

PR&T/ BID 10/2021/22
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For both the North and South approaches, 300m in situ reconstruction of existing base layer
will be required either side of the bridge, 7,0m wide and 250mm deep compacted to 98% of
modified AASHTO density and chemically stabilizing the material to a C4 quality base using
Portland cement. Mechanical modification to be done by means importing of 100mm, G5
quality material from commercial source prior to the reconstruction of the 150mm existing base.

Pavement also to be sealed with 50mm Medium-grade Asphalt surfacing wearing course to
prevent flushing, slippage and deformation of surfacing due to the high horizontal stresses
imposed by braking and acceleration of, particularly heavy vehicles.

Ancillary Roadworks

Remove and replace all Guardrails on either side of the bride approaches. All road signs to be
replaced and road marking reinstated after construction.

C3.1.3 EXTENT OF THE WORKS

The extent of the works contains the following:

. Refurbishment of all structural steel and structural concrete on bridge no.981.

. Remove and replace all exiting railings on bridge no.981.

. Replace 180m of road pavement and surfacing on bridge no.981.

. In situ reconstruction of existing base layer for both the North and South approaches
followed by asphalt surfacing. Total length approx. 750m

. Ancillary roadworks

C3.1.4 LOCATION OF WORKS

The project is situated outside the town of Koffiefontein within the Letsemeng Local Municipality
and the larger Xhariep District Municipality.

The geographic co-ordinates of bridge structure:

. Latitude: 29°24'45.52"S
. Longitude: 25°1'2.25"E
Contractor Witness 1 Witness 2 Employer Witness 1 Witness 2
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C3.1.5 GEOTECHNICAL INVESTIGATION

No Geotechnical data available.

C3.1.6 TEMPORARY WORKS

C3.1.6.1 Other Services (Telecommunications, Electricity, etc.)

The Contractor shall ensure that the position of all existing services affected by the Works
have been verified before construction works commences. Should it be necessary to lower or
relocate any service, the Contractor will be required to make the necessary arrangements with

the relevant service provider and to advise the Employer's Agent accordingly.

C3.1.6.2 Survey Beacons and Benchmarks

The Contractor shall be responsible for the preservation of all land survey, erf or other pegs,
benchmarks and beacons. If damage or disturbance of any such pegs or beacons is caused
by the operations of the Contractor or his subcontractors, the pegs are to be replaced by a
Registered Land Surveyor at the cost of the Contractor. Information regarding the position of

all such pegs will be made available to the Contractor by the Employer's Agent.

The Contractor is to ensure that no spoil is placed over erf pegs or benchmarks, and that these

are adequately protected for the full duration of the Contract.

Where disturbances of boundary pegs are unavoidable due to excavation or other operations
adjacent to the pegs, the Contractor shall advise the Employer's Agent or his Representative
immediately, and agreement is to be reached that the disturbance of the peg is unavoidable
and a strict record of such disturbed pegs is to be kept. Such pegs are to be replaced by a
Registered Land Surveyor as described above and the Contractor is to submit proof of the cost
of replacement of pegs. The Contractor will be reimbursed on a basis pro-rata to the total cost

of peg replacement as determined on completion of the Works.
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C3.1.6.3 Protection of Existing Works

The Contractor shall take all necessary steps to ascertain the location of existing services
before commencing any section of the works and shall exercise the greatest care when working
in the vicinity of such services. No more than three weeks and not less than one week before
commencing his operations in any particular area, the Contractor shall request in writing from
the Employer's Agent the latest available drawings showing the location of services already
installed. The Contractor will also be responsible for contacting the various service providers,

arranging meetings and verifying all known, as well as possibly unknown, services on site.

The Contractor shall take all necessary steps to protect any existing works whatsoever against
damage which may arise as a result of his operations on Site. The Contractor shall bear the
cost of the repair of damage to any service, the existence of which could reasonably have been
ascertained by him in good time. Where the Contractor is responsible for damage for which
repairs have to be carried out by the Employer or an outside Authority, the costs of these
repairs will be recovered by means of a deduction from the Contractor's monthly Payment
Certificate. The Employer will attend to the payment of monies due to outside authorities,

should the Contractor not make direct payment timeously.

C3.1.6.4 Tidying up of the Works

The Contractor shall take note that progressive and systematic finishing and tidying will form
an essential part of this contract. On no account shall spoil, rubble, materials, equipment or
unfinished operations be allowed to accumulate in such a manner as to unnecessarily be a
hindrance to or impede the activities of other contractors or service providers. In the event of
this occurring, the Employer shall have the right to withhold payment for as long as may be

necessary in respect of the relevant works in the area(s) concerned.

Upon completion of the Works or any portion thereof, the ground, fences, gates and any
structures that have been interfered with are to be carefully restored to their original condition
and all rubbish, tools, tackle, plant and material must be removed so as to leave the Site in a
clean and orderly condition. No additional payment shall be made for work described in this

sub-section.

C3.1.6.5 Wayleaves

Applications for any wayleaves will be done as part of the contract’s site hand-over and

inspection stage of the project.

C3.1.7 LABOUR ENHANCED CONSTRUCTION METHODS

C3.1.7.1 General

Itis the primary intention of this Contract that where possible, work can be carried out by Labour
Enhanced Construction Methods. The adoption of this method of construction will in no way
lessen the responsibilities of the Contractor nor will it permit any deviation from the technical

specifications of the Works.

Construction shall be planned so that those operations that can reasonably be done by hand
shall be done so. The Contractor shall utilize a core of artisans, supervisors and specialist
labour to supervise work on site, with the bulk of the labour force being recruited from the local
community. The actual persons to be employed shall be done in consultation with the
Community Liaison Officer. For labour intensive construction to be successful and feasible, a

high degree of community participation must be exercised throughout the process.

C3.1.7.2 Control of Construction

Contractor Witness 1 Witness 2 Employer Witness 1
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The Contractor shall provide from his own staff, a full-time agent on site to the District
Municipality Areas, sufficient skilled foremen in the District Municipality Areas to supervise all
aspects of the work and sufficient skilled working charge hands and artisans to carry out the
work. The “labour force” shall comprise of residents from the different communities where the

work is undertaken.

C3.1.7.3 Labour Enhanced Activities

The following types of activities have been identified as suitable for labour intensive

construction methods on this project:

. Accommaodation of Traffic.

. Clearing and grubbing.

. Construction of concrete edge beams
. Stabilization of Pavement layers.

. Removing and erecting guardrails.

. Erecting of road signs.

. Finishing of road and road reserves.

C3.1.7.4 Payment

The following be included in the pricing instructions for construction works contracts, if

appropriate:

Those parts of the contract to be constructed using labour-intensive methods have been
marked in the bill of quantities with the letters L in a separate column filled in against every
item so designated. The works, or parts of the works so designated are to be constructed
using labour-intensive methods only. The use of plant to provide such works, other than plant
specifically provided for in the scope of work, is a variation to the contract. The sections marked
with the letters L are not necessarily an exhaustive list of all the activities which must be done
by hand, and this clause does not over- over-ride any of the requirements in the generic labour

intensive specification in the scope of works.

No payment will be made for work that is scheduled to be carried out by labour enhanced
methods and which is carried out by machine unless specific prior instructions to use

mechanical methods have been given by the Engineer.

No claims will be entertained arising from the productivity of the labour force or result from

inadequate performance of whatever nature.
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C3.2: ENGINEERING

C3.2.1 DESIGN SERVICES AND ACTIVITY MATRIX

Works designed by, per design stage
Concept, feasibility and overall process Employer’s Agent for Employer

Basic engineering and detail layout to tender stage  Employer’s Agent for Employer

Final design to approved for construction stage Employer’s Agent for Employer
Temporary works: Contractor
Preparation of as-built drawings Employer’s Agent for Employer

(Contractor to provide as-built information to Employer’s Agent)
C3.2.2 EMPLOYER’S DESIGN

All designs will be done by the Employer’s Agent responsible for the contract management of
the assignment, unless otherwise stated.

C3.2.3 DESIGN BRIEF

The Employers design brief is that all infrastructure is to be designed to comply with the
following design standards:

. Technical Recommendations for Highways (TRH)

. Technical Methods for Highways (TMH)

. Free State Provincial Government Department of Police, Roads and Transport
technical standards and bylaws

. Committee of Transport Officials (COTO) October 2020 Edition— Standard

Specifications for Road and Bridge Works for South African Road Authorities

Designs will be the sole responsibility of the Employer's Agent and must all acquire the
approval of the Employer.

C3.24 DRAWINGS
Additional construction drawings will, in terms of Clause 5.9 of the General Conditions of

Contract (2015), be issued to the Contractor by the Employer's Agent / Employer on the
commencement date and from time to time as required.
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C3.3: PROCUREMENT

C3.3.1 PAYMENT CERTIFICATES DISPUTES

Should there be a dispute between the value of the certificate submitted by the applicable
nominated Sub-Contractor, EME or QSE and the value calculated by the Main Contractor, the
nominated Sub-Contractor, EME or QSE will be paid the amount determined by the Main
Contractor, all still within 14 days.

A meeting with the Mentor, Clients representative, Main Contractor and appointed Enterprise
may then be called to discuss and resolve the differences, the meeting CANNOT be held
longer that required, the client’s representative must control the duration of the meeting.

Contractor Witness 1 Witness 2 Employer Witness 1 Witness 2

Contract Page 11 C3.3 Procurement
Part C3: Scope of Works



DEPARTMENT OF POLICE, ROADS AND TRANSPORT PR&T/ BID 10/2021/22
REQUEST FOR THE APPOINTMENT OF A CONSTRUCTION COMPANY OF CIDB GRADE 6CEPE/7CE OR HIGHER FOR THE
REFURBISHMENT AND ASPHALT SURFACING OF BRIDGE NR 981, STEEL BRIDGE OVER THE RIET RIVER (KOFFIEFONTEIN) ON THE

(R48)

C3.4: CONSTRUCTION

C34.1

C3.4.2

C3.4.3

APPLICABLE COTO STANDARDS

The following specifications shall apply to this contract:
. The COTO Standard Specifications for Road and Bridge Works for South African Road

Authorities (October 2020). This document and its various Chapters are only available
in electronic format. The Draft Standard (DS) Chapters is made available for download
on the South African National Roads Agency SOC Ltd (SANRAL) and Department of
Transport websites. August 2020 version replaced with October 2020 version due to
amendments to Chapters.

. SABS or BS Specifications and Codes of Practice

. Wherever any reference is made to the South African Bureau of Standards (SABS) and
the British Standards Specification (BSS) in either these Bill of Quantities or the
Specification of Materials and Methods to be Used (OOG-001E), this reference shall be
deemed to read “SABS or equivalent standard” and BS or equivalent standard”
respectively.

. Various other specifications specified in the COTO Standard Specifications or the
Project Specifications.

AMENDMENTS TO THE STANDARD SPECIFICATIONS

There are no amendments to the Standard Specifications as issued by the Committee of
Transport Officials (COTO).

PROJECT SPECIFICATIONS RELATING TO STANDARD SPECIFICATIONS

This part of the project specifications deals with matters relating to the standard specifications.
Where reference is made in the standard specifications to the project specifications this part
shall also contain the relevant information e.g. the requirements where a choice of materials or
construction methods are provided for the standard specifications.

In certain clauses the standard specifications allow a choice to be specified in the project
specifications between alternative materials or methods of construction and for additional
requirements to be specified to suit a particular contract. Details of such alternatives or
additional requirements applicable to this contract are contained in this part of the project
specifications. It also contains some additional specifications and amendments of the standard
specifications required for this particular contract.
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CHAPTER 1: GENERAL

1.2 GENERAL REQUIREMENTS AND PROVISIONS

PART C: MEASUREMENT AND PAYMENT

ADD THE FOLLOWING:
Item Unit

BC1.2.1.3: Services for Clients environmental officer ...........ccccceeeeennns Provisional (Prov) Sum

BC1.2.1.4: Contractor's handling costs, profit and all other charges in respect of subitems
BCL.2.1.4 ..o Percentage (%)

“The Prov Sum is payable by the contractor to the client’s environmental officer / specialist for
its duties conducted with regards to the EA and WULA as well as monthly inspections and audits
as required and any other costs incurred and agreed by the client. The amounts certified by the
Employer shall be made to the specialists, within 30 days of it being certified by the Employer.”

Item Unit

BC1.2.5.3 Compliance with COVID-19 OHS Specifications and Regulations
€) Fixed obligations (For the Duration of the Contract) ...........ccccccvvvvvivininininnnnns Lump Sum
(b) Time-related obligations (For the Duration of the Contract).......................... Lump Sum

The tendered lump sum and Payment under item B12.04 shall include full compensation to the
contractor for compliance with all the requirements of the COVID-19 OHS Specifications and
Regulations at all times as required for the full duration of the Contract, as described in Section
C3.8 COVID-19 OHS Specifications and Regulations and Section C5.5 COVID-19 OHS
Specifications and Regulations of the project specifications. The successful tenderer shall
provide the engineer with a complete breakdown of this tendered sum.

This sum will be paid to the contractor in equal monthly amounts subject to proper/ substantial
compliance.

Item Unit

BC1.2.10..... Engineer's Fees - Design Development, Documentation and Contract

Admin
€) Provisional cost for Design Development, Documentation and Contract Admin ............
............................................................................................. Prime Cost (PC) Sum
(b) Contractor's handling costs, profit and all other charges in respect of subitems
2T 0 0T ) Percentage (%)

“The PC Sum is payable by the contractor to the specialist engineer for its duties conducted with
regards to the Design Development, Documentation, Contract Admin and any other costs
incurred and agreed by the client. The amounts certified by the Employer shall be made to the
Engineer, within 30 days of it being certified by the Employer.”
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1.3: CONTRACTOR'S SITE ESTABLISHMENT AND GENERAL OBLIGATIONS

PART C: MEASUREMENT AND PAYMENT

ADD THE FOLLOWING:

Item Unit

BC1.3.3. The Sub-Contractor's general obligations

(a) Fixed obligations (For the Duration of the Contract) .............. Provisional (Prov) Sum
(b) Time-related obligations (For the Duration of the Contract).... Provisional (Prov) Sum
(c) Contractor's handling costs, profit and all other charges in respect

of subitems BC1.3.3 (&) and (D): .....ccooiciiieeiee e Percentage (%)

Payment under subitem B1.3.3.(a) shall be the amounts actually paid to the Nominated Sub-
Contractor and shall be made in accordance with the provisions of the Conditions of Contract.

The Contractor should obtain a market related quotation (for the Fixed Obligation) from the
nominated sub-Contractor that will be evaluated by all relevant parties. The nominated Sub-
Contractors quotation would have to cover the following:

() Sub-contractors’ establishment on site and general obligations. As sated under
subitem C1.3.1.

(i) Compliance with OHS Act and Regulations (Including the Construction Regulations
2014).

(i) Compliance with COVID-19 OHS Specifications and Regulations. As sated under item
BC1.2.5.3

Payment under subitem B13.02(b) shall be the amounts actually paid to the Nominated Sub-
Contractor and shall be made in accordance with the provisions of the Conditions of Contract.

The Contractor should obtain a market related quotation (for the Time Related Obligation) from
the nominated sub-Contractor that will be evaluated by all relevant parties. The nominated Sub-
Contractors quotation would have to cover the following:

0) Sub-contractors general obligations. As sated under subitem C1.3.1

(i) Compliance with OHS Act and Regulations (Including the Construction Regulations
2014).

(i) Compliance with COVID-19 OHS Specifications and Regulations. As sated under item
BC1.2.5.3

The percentages tendered for subitem BC1.3.3(c) shall be the percentages of the amounts
actually reimbursed to the nominated Sub-Contractor under subitems BC1.3.3. (a) & (b) and
shall be the full and final compensation in respect of the Contractor's monitoring, supervision,
quality control, record-keeping and reporting of the nominated Sub-Contractor as well as
handling costs, profit, mentoring and all other charges in connection with providing the services.
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1.5

ACCOMMODATION OF TRAFFIC

Al5.1

SCOPE

Al1.5.3

ADD THE FOLLOWING:

“It is a requirement of this specification that traffic is accommodated taking into account the
provisions of the latest edition of the South African Road Traffic Signs Manual (SARTSM). The
latest version for use in the accommodation of traffic is volume 2, chapter 13 of the latest edition.
Copies of this publication are available from Government Printers —Tel: (012) 334 4507/8/9 or
(012) 334 4510 Fax: (012) 323 9574.

This section also covers the provision of additional information signs for motorists and the
release of any notices to the media and public.”

GENERAL

ADD THE FOLLOWING SUBCLAUSES:
A1.5.3.15 Providing temporary deviations

"The contractor shall submit proposed Traffic Accommodation Plan in connection with directional
signs to the Employer's Agent for approval by all relevant parties prior to construction. The
contractor shall keep the provincial traffic police, the municipal traffic department and the
engineer fully informed of changes in the normal traffic flow and obtain their approval for these
changes.

The contractor's operations shall cause no unnecessary inconvenience to the public. The public
rights-of-way shall be maintained at all times unless interruption is authorized by proper local
authority. Contractor's authorized closing or detour plans shall be in accordance with chapter 13
of the South African Road Traffic Sighs Manual (SARTSM) and shall be provided to the engineer
for approval.”

A15.3.16 Public traffic

The contractor shall plan and conduct his activities in such a way as to bring about the least
possible disruption to the residents and public on the road on which he works.

General layouts and details for the accommodation of traffic is provided in the South African
Road Traffic Signs Manual (SARTSM), Chapter 13, 1994, Roadworks Signing, which shall be
used on this contract.

A15.3.17 Liaison with Local traffic department

The contractor shall obtain permission and approval of his traffic management plan from the
Department in writing prior to any work is started on any section of the work.

A1.5.3.18 Road closures, detours, and barricades

The contractor shall comply with the requirements of all applicable responsible units of
government for closure of any street, road, or highway. The contractor shall provide the required
barriers, guards, lights, signs, temporary bridges, and flagmen together with informing the public
of any detours and construction hazards by the most suitable means available, such as local
newspapers or radio stations. The contractor is also responsible for compliance with additional
public safety requirements that may arise during construction. The contractor shall furnish,
install, and, upon completion of the work, promptly remove all signs, warning devices, and other
materials used in the performance of this work.
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AlS5.4

Unless otherwise specified, the contractor shall notify, in writing, the traffic department, police,
schools that operate school buses, or any other government official as may be appropriate no
less than 7 days before closing, partly closing, or reopening any street, road, or highway.

Unless otherwise specified, the contractor shall furnish to the engineer a written plan showing
the proposed method of signing, barricading for traffic control, and safety for road detours and
closures.

All temporary detours will be maintained to ensure use of public rights-of-way is provided in a
safe manner. This may include dust control, grading, and graveling as required in section 1.5 of
this specification.”

A1.5.3.19 Liaison with traffic authorities

The Contractor shall liaise with the relevant provincial and/or municipal traffic authority, and with
the Employer’s traffic management centre if applicable, at the start of the contract period and as
often as required thereatfter.

For exceptional traffic accommodation impacts, such as closing off the bridge to all traffic, the
relevant traffic authorities, and the Employer’s traffic management centre if applicable, shall be
informed seven days prior to the event.

The Contractor shall inform the relevant traffic authorities, and the Employer’s traffic
management centre if applicable, about all traffic related incidents.

If the road under construction forms part of an abnormal load route the Contractor shall liaise
with the relevant provincial abnormal load office that issues permits to ensure that permits are
not issued when horizontal and/or vertical restrictions do not allow passage of the abnormal
load.”

No additional payment shall be made for costs as a result of sub clauses A1.5.3.15 - A1.5.3.19.

All costs related thereto are to be covered under the items scheduled under section 1.5 in the
Schedule of quantities.

DESIGN BY CONTRACTOR / PERFORMANCE BASED SYSTEMS

ADD THE FOLLOWING:

"The contractor shall submit proposed Traffic Accommodation Plan in connection with directional
signs to the Employer's Agent for approval by all relevant parties prior to construction. The
contractor shall supply, erect and maintain all necessary temporary road signs in accordance
with the drawings and the S A Road Traffic Signs Manual Volume 2, Chapter 13: Roadworks
Signing (available from Government Printer, Pretoria).

All temporary road signs, devices, sequences, layouts and spacings shall comply with the
requirements set out in the National Road Traffic Act, 1996 (Act No 93 of 1996), the National
Road Traffic Regulations, 2000 of the relevant authorities and on the drawings or as instructed
by the engineer.

The contractor shall indemnify the employer against all proceedings, claims, actions, damages
and costs which may arise from or be related to the absence or improper functioning or
placement of road traffic signs, barricades, traffic-control facilities, channelization devices and
warning devices.”
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CHAPTER 14: REPAIR AND REHABILITATION OF STRUCTURES

14.1 ACCESS FOR BRIDGE REHABILITATION

PART C: MEASUREMENT AND PAYMENT

REPLACE PAY ITEMS WITH THE FOLLOWING:
Iltem Unit
Cl4.1.1 Temporary access structures and work platforms

BC14.1.1.1 Access and platforms to locations as described as well as
dismantling and removal at completion (heights assessed by

Contractor):
a) Access to UNderside Of Bridge. .......cooiuiiiiiiiiiie et Lump Sum
b) Access scaffolding for piers and abutments. ............cccccvviiiiieiiiiii, Lump Sum
c¢) Diverting of river to gain access t0 PIersS........ccccce i, Lump Sum

The unit of measurement for each item shall be the lump sum.

The height of the required access platforms can be estimated from the drawings but must be
confirmed on site. The heights must be assessed by the Contractor at the time of tender.

The tendered amount shall include full compensation for design, supply, fabrication, erection,
dismantling, movement and for all labour, materials, and equipment required for the above works
including the inspections, supervision by the safety officer and the maintenance of the temporary
access structure and work platform.

Payment shall be made on the following basis: - 70 % of the lump sum on erection of access
structures and 30 % of the lump sum on removal of access structures.

Payment shall not be made for re-erection of access structures.

For item (a) and (b), access to deck soffit under bridge, piers and abutments to be quickstage
scaffolding erected and approved by a qualified scaffold inspector. Scaffolding should comply
with Construction Regulations, Section 16, General Safety Regulations, Section 6 and SANS
10085 — The Design, erection, use and inspection of access scaffolding. The tendered rate shall
include full compensation for all equipment, tools, scaffolding, platforms, incidentals and labour
necessary for completing the work required under pay items BC14.1.1.

For item (c), Diverting of river water to install access scaffolding to piers are to be determined by
conditions on site at the time of construction. The proposed method of diverting the river is by
means of a barrage pond with a diversion channel. Diverting of river must be done well in advance
to prevent access scaffolding from sagging due to saturated soil. Alterations of the watercourse
should be in compliance with the approved Environmental Management Plan.

The sums as listed under subitem (a), (b) and (c) will be paid to the Contractor in equal monthly
amounts subject to proper/substantial compliance. Compliance will be monitored by a Scaffolding
Inspector through regular audits.

Alternative access methods or systems are permissible subject to engineer’s approval.
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CHAPTER 14: REPAIR AND REHABILITATION OF STRUCTURES

14.4 SURFACE AND STRUCTURAL REPAIR OF CONCRETE MEMBERS

PART C: MEASUREMENT AND PAYMENT

REPLACE PAY ITEMS WITH THE FOLLOWING:

Iltem Unit
BC14.4.2 Epoxy mortar:

(a) Sikatop Armatec - 110 EpoCem or similar approved applied as per manufacturers
SPECITICALIONS. ...eeiiiiitiiie et square meter (m2)

(b) Apply Sika Monotop-412 NFG or similar approved on chased concrete surfaces as per
manufacturers Specifications. .........cccocveeiiiii e square meter (m2)

The unit of measurement is the square meter of epoxy mortar measured in place, of specified
type used for the repair of specified concrete defects.

The tendered rate shall include full compensation for all labour, materials, equipment and plant
as well as for all work and incidentals required to break out, prepare, prime all surfaces, repair
and cure the designated areas all in accordance with the Contract Documentation and the repair
material manufacture’s procedures, methods and specifications.

In addition, the tendered rates shall make full provision for all efforts to remove existing concrete

behind the reinforcement with inadequate cover, and to force the reinforcement deeper into the

exiting member. The tendered rates shall cover all the cleaning and preparation of all surfaces in

accordance with the supplier specifications, inclusive of the cleaning and treatment of existing

reinforcement steel.

“Application for each of the repair mortar and primers shall be as follow and will be applied on all
exposed concrete surfaces as identified by the Employers Agent, in the order as listed
below from (a) to (d);

(a) Sikatop Armatec - 110 EpoCem or similar approved applied as per manufacturers
specifications: The concrete shall be free from dust, loose material, surface contamination and
materials which reduce bond or prevent suction or wetting by repair materials. Delaminated,
weak, damaged and deteriorated concrete and where necessary sound concrete shall be re-
moved by suitable means. The surface shall be thoroughly pre-wetted and not be allowed to
dry before application of the concrete repair mortar. The surface shall achieve a dark matt
appearance without glistening and surface pores and pits shall not contain water.

Application rate: 0.15 kg per square meter per layer. (1 layer).

(b) Apply Sika Monotop-412 NFEG or similar approved on chased concrete surfaces as per
manufacturers specifications: Sika MonoTop®-412 NFG can be applied either manually using
traditional techniques or mechanically using wet spray equipment. Thoroughly pre-wet the
prepared substrate a recommended 2 hours before application. Keep the surface wet and do
not allow to dry. Before application remove excess water e.g. with a clean sponge. The surface
shall appear a dark matt appearance without glistening and surface pores and pits shall not
contain water. When manually applying first make a scratch coat by firmly scrapping the repair
mortar over the substrate surface to form a thin layer and fill any pores or pits in the surface.

Ensure the whole surface to be repaired is covered by the scratch coat. Build up layers from
bottom to top by pressing mortar well into the repair area. The surface can be finished according
to the requirements using a float while wet or with a relevant rough-cast tool as soon as the
mortar has started to stiffen.

Application: Apply to a minimum of 6 mm and a maximum of 50 mm thick.

Contractor Witness 1 Witness 2 Employer Witness 1 Witness 2

Contract Page 18 C3.4 Construction
Part C3: Scope of Works



DEPARTMENT OF POLICE, ROADS AND TRANSPORT PR&T/ BID 10/2021/22
REQUEST FOR THE APPOINTMENT OF A CONSTRUCTION COMPANY OF CIDB GRADE 6CEPE/TCE OR HIGHER FOR THE
REFURBISHMENT AND ASPHALT SURFACING OF BRIDGE NR 981, STEEL BRIDGE OVER THE RIET RIVER (KOFFIEFONTEIN) ON THE
(R48)

CHAPTER 14: REPAIR AND REHABILITATION OF STRUCTURES

14.7 PROTECTIVE COATINGS AND TREATMENTS FOR CONCRETE

PART C: MEASUREMENT AND PAYMENT

REPLACE PAY ITEMS WITH THE FOLLOWING:

BC14.7.2 Application of protective coatings and treatments

BC14.7.2.1  Apply Sikagard 550W Elastic Primer (2 Coats) on all finished concrete surfaces.
.................................................................................................. square meter (m2)

BC14.7.2.2 Apply Sikagard 550W Elastic (2 Coats) on all finished concrete surfaces. .............
.................................................................................................. square meter (m2)

The unit of measurement shall be the square metre of surface area to be protected or treated as
specified. For payment purposes, the surface area shall be measured once only irrespective of
the number of layers of protective coatings or applications of surface treatment is required to
achieve the specified application rate.

The tendered rate shall include full compensation for all surface preparations, labour, materials,
equipment, additional safety measures, storage, mixing and applications of the protective
coatings and treatments, cleaning and disposal of unused or rejected material and all incidentals
necessary to execute the work, including wastage, as specified, all to the satisfaction of the
Engineer.

Apply Sikagard 550W Elastic Primer (2 Coats) on all finished concrete surfaces: Suitable
preparation methods are steam cleaning, high pressure water jetting or blast cleaning. New
concrete must be at least 14 days old. Sikagard®-550 W Elastic Primer can be applied by brush,
roller or airless spray.

Application rate: 0.20 litre per square meter for each layer (apply 2 layers).

Apply Sikagard 550W Elastic (2 Coats) on all finished concrete surfaces: Sikagard®-550 W
Elastic can be applied by brush, roller or airless spray.
Application rate: 0.25 litre per square meter for each layer (apply 2 layers).”
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CHAPTER 14: REPAIR AND REHABILITATION OF STRUCTURES

14.9 REPAIR AND REPLACEMENT OF ANCILLARY STRUCTURAL ELEMENTS

PART C: MEASUREMENT AND PAYMENT

ADD THE FOLLOWING DISCRIPTION TO PAY ITEM

Iltem Unit
BC14.9.6 Repair of handrails (50mm dia. x 4.0mm Circular Hollow Section Steel railings
including fastening Brackets) .........coccciiiiiie i meter (m)

“The unit of measurement for steel railings shall be the metre length of railing complete including
the replacement of all damaged railing fastening brackets.

The tendered rates shall include full compensation for preparing shop details where not provided
on the Drawings, the supply of all the required materials and fabrication for these brackets
including jointing of the circular hollow sections, allowing for a movement joint at each bridge
joint. The rate shall also include making good to fit new railings to the existing structure”

ADD THE FOLLOWING ITEMS:
Item Unit

BC14.9.18 Removal and disposal of existing steel railings and damaged brackets
................................................................................................................. meter (m)

The unit of measurement shall be the metre length of existing steel railings including all damaged
brackets to be dismantled on the Site.

The Contractor may decide whether to take possession of the redundant elements or to dispose
of the elements at an approved spoil site. The tendered rates shall make full provision for
providing all the required materials, dismantling plant and labour and disposing of the specified
steel members, inclusive of accommodation of traffic, loading and transporting of the steel
members.
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CHAPTER 14: REPAIR AND REHABILITATION OF STRUCTURES

14.11 REPAIR OF STEEL ELEMENTS

PART C: MEASUREMENT AND PAYMENT

REPLACE ITEM C14.11.1 WITH THE FOLLOWING:

Item Unit
BC14.11.1 Refurbishment of Structural Steelwork:

(a) Sprayed-on metal:

(1) Apply 2 layers Sikagard-63N corrosion protection or similar approved as per manufacturer

SPBCS. ottt Square meter (m2)
(2) Sand blast or Wet grid blasting for preparation of steel for corrosion protection. ......... Square
meter (m2)

BC14.1.11.1 (a)(1)

The unit of measurement shall be the square metre of existing steel structure complete including
bearings, soffits, parapet railings protected against corrosion by applying 2 layers of Sikagard-
63N corrosion protection or similar.

Do not apply Sikagard®-63 N on substrates with rising moisture. Freshly applied Sikagard®-63N
must be protected from damp, condensation and water for at least 24 hours.
Application rate 0.2 kg per square meter per layer. (2 layers).

The tendered rate shall include full compensation for applying the specified corrosion protection,
including surface preparation, materials, labour, tools, equipment and all incidentals required.

BC14.1.11.1 (a)(2)

The unit of measurement shall be the square metre of existing steel structure complete to be
sand blasted or wet grid blasted. These structural elements also include bearings, soffits, parapet
railings and any other structural steel as may be requested by the engineer.

Steel surface must be prepared mechanically using abrasive blast cleaning. The level SSPC-SP
10 “near white metal blast cleaned” or level Sa 2 12 according to ISO EN 12944-4 has to be
achieved. Welds and joints have to be prepared according to EN 14879, part 1. After blast
cleaning remove all dust dirt and blasting material. In order to maintain the surface conditions
after blast cleaning air-conditioning is recommended.

The tendered rate shall include full compensation for supplying all labour, supervision,
constructional plant, materials and incidentals required.

The rate shall also include full compensation for procuring, furnishing and erecting all additional
materials including safety nets, removing after completion, as well as all other costs to provide
protection for oncoming traffic and pedestrians as requested by the engineer depending on the
approved traffic accommodation plan and measures implemented by the contractor.

The length of the opening must be determined by the Contractor taking into account working
space and skew angle of the bridge.
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C3.4.4 ADDITIONAL SPECIFICATIONS

The following additional specifications included in Part C5: Annexures are applicable to this

contract.

. C5.1: Health & Safety Specification

. C5.2: Environmental Management Plan (EMP)

. C5.3: EPWP Reporting Forms

. C5.4: HIV / AIDS awareness

. C5.5: COVID-19 OHS Specifications and Regulations

C3.45 CERTIFICATION BY RECOGNISED BODIES

Where materials to be used in the works are required to comply with a SANS/SANS specification,
they will be accepted as complying with the SANS/SANS specification if one of the following is

satisfied.

. The display of a SANS/SANS mark on the product with a copy of the SANS/SANS
certificate that allows the manufacturer to use the mark, or

. All the criteria in the relevant SANS/SANS specification is measured and confirmed on

site or in an approved laboratory.

The same will apply to materials specified to comply with ISO, BS, ASTM or other international
specifications.

C3.4.6 AGREMENT CERTIFICATES
Agrément Certificated products are not anticipated for use in this project.

C3.4.7 PLANT AND MATERIALS

C3.4.7.1 Plant and materials supplied by the employer

The Employer will not supply any materials or plant to the contractor. The contractor shall be
responsible for procuring all plant and materials required for construction of the works.

C3.4.7.2 Materials and samples

The contractor shall timeously provide the Employer's Agent with samples and/or test results of
all materials he intends to use in the works. All materials are to be approved by the Employer's
Agent in writing before being used in the Works. Such approval shall not relieve the contractor
of his obligation to ensure that materials supplied comply with the specifications.

The contractor shall ensure that all materials are ordered timeously so as not to result in delays
to the programme. Delays in delivery of materials necessary for completion of the works shall
not be considered grounds for compensation. The contractor shall allow for any anticipated lead
times or delays in procuring specific materials.

C3.4.7.3 Requirements for equipment

The Employer will not provide any plant or equipment. The contractor shall be responsible for
the selection, supply, operation and maintenance of all plant and equipment together with
competent operators, maintenance crews and logistical support necessary for construction of
the works within the construction period available.
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C3.4.8

C3.4.8.1

C3.4.8.2

C3.4.8.3

C3.484

C3.4.85

EXISTING SERVICES
Known services

The positions of existing services, insofar as they are known, are shown on the drawings. Items
have been allowed in the Bill of Quantities for dealing with and protecting services.

The known existing services comprise stormwater pipes, sewer mains, water mains, Telkom
cables and manholes.

The contractor shall be responsible for ensuring that all necessary permits and way leaves to
work in the area have been obtained.

Treatment of existing services

The exact location and depth of all existing services, such as sewers, stormwater pipes, culverts,
water mains, manholes, valve boxes, conduits, cables for electricity and telephone lines,
electricity, lightning and telephone poles and any other services or features on the ground which
may infer the existence of services, must be verified prior to the commencement of any
excavations — either for trench excavations or for the relocation or adjustment of existing
services.

The contractor shall take whatever precautions as deemed necessary to protect these services
from damage during the period of the Contract.

Use of detection equipment for the location of underground services

The contractor will not be required to provide any specialist detection equipment for locating
existing services. During the detailed proving phase of the works, existing services are to be
physically located through reference to surface features, drawings and if necessary, through
direct consultation with the relevant service authority, followed by careful hand excavation to
expose the service.

Once located, the contractor shall provide the Employer's Agent with an accurate surveyed
position, level and description of the services uncovered, and shall then close the exploration
hole.

Damage to services

The contractor shall take whatever precautions are required to protect all existing services from
damage during the period of the Contract and will be held responsible for damage to existing
services and any damage caused by or arising out of the contractor's operations shall be made
good at his own expense.

Reinstatement of services and structure damaged during construction

The contractor shall liaise directly with the responsible Municipal Services Silos and Telkom with
regard to the reinstatement of existing services. The contractor shall take whatever actions are
required to have damaged services repaired by Municipal Services Silos and Telkom as soon
as possible.
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C3.49 SITE ESTABLISHMENT
C3.4.9.1 Service and facilities provided by the employer
0] Source of Water Supply
The contractor may make application to the Department's Water Division for a clean water supply
point, but shall bear all the costs for the installation of such supply point. Water used by the
contractor from the Employer's mains will be charged for at the tariffs ruling at the time of use.
The contractor shall make himself thoroughly acquainted with the regulations relating to the use
of water and shall take adequate measures to prevent the wastage of water.
The Employer accepts no responsibility for the shortage of water due to any cause whatsoever,
nor additional costs incurred by the contractor as a result of such shortage.
The contractor shall take note that no direct payment will be made for any costs incurred for the
provision of a water supply point nor for the cost of water drawn. Payment for the aforementioned
shall be deemed to be covered by the rates and prices tendered and paid for the various items
of work included under the Contract.
(ii) Source of Power Supply
The contractor is to make his own arrangements with the Electricity Department for a supply of
electricity, if required, and shall pay establishment and consumption costs at the tariffs ruling at
the time.
(iii) Location of Camp and Materials storage area
The camp site and storage area will be indicated to tenderers at the site inspection for the
contract.
The contractor shall confine his camp and storage of materials to the areas designated. On
completion of the construction works the surface of the areas utilised shall be re-instated.
C3.4.9.2 Facilities provided by the contractor
0) Temporary Offices
An office for the Employer's Agent is required. The type of office required for the Employer's
Agent is specified in clauses C1.4.
Site meetings will be held in the contractor's site office.
(ii) Sanitary Facilities
The contractor shall supply chemical toilets for use by his workmen. The number of toilets shall
be based on one toilet per fifteen personnel on site.
Under no circumstances will the contractor's staff be allowed to use public toilet facilities.
C3.4.9.3 Storage and laboratory facilities
Storage of materials on site should conform to the General Safety Regulations promulgated by
Government Notice No. RI 031 dated 30 May 1986.
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C3.4.9.4 Vehicles and equipment

C3.4.10

C3.4.11

C3.4.12

C3.4.13

C3.4.14

C3.4.15

The contractor shall ensure that vehicles and working equipment on site are maintained regularly
to avoid delays that may occur due to faulty equipment.

SITE USAGE

The contractor will be responsible for the site for the duration of the contract and it will revert to
the Employer after the completion of the contract.

PERMITS AND WAY LEAVES

Way-leaves for working in the proximity of any existing services shall be the Contractor's
responsibility, although the Employer's Agent may provide some of this information.

ALTERATIONS, ADDITIONS, EXTENSIONS AND MODIFICATIONS TO EXISTING
WORKS

The contractor must confirm in writing to the Employer's Agent timeously that the accuracy of all
existing levels is compatible with the proposed works.

INSPECTION OF ADJOINING PROPERTIES

Where the contractor is working in the vicinity of existing residential properties, he shall take
records (digital photographs) of the condition of existing walls, fences and other structures to
eliminate the possibility of later claims against the Employer resulting from the contractor's work
in the area.

Digital photographs shall be submitted to the Employer's Agent electronically (CD) before the
work commences.

SURVEY CONTROL AND SETTING OUT OF THE WORKS

Before commencement of work, the contractor is to liaise with the Employer's Agent to establish
exactly the status of all boundary pegs that may be affected by the Works. The position of all erf
pegs found will be recorded on a marked-up print by the contractor and submitted to the
Employer's Agent for safekeeping.

On completion of the Contract the Employer will replace the pegs that have been unavoidably
disturbed. Pegs that have, in the opinion of the Employer's Agent, been disturbed due to the
negligence of the contractor will be replaced at the Contractor's cost.

All survey benchmarks are to be protected. The contractor shall perform regular checks to
ensure that benchmarks have not been disturbed.

LABOUR INTENSIVE CONSTRUCTION

C3.4.15.1 General

Any work or portion of work that can be undertaken by labour intensive methods on an efficient
basis, shall be done in that manner, using targeted labour from the affected historically
disadvantaged area, and shall be done in accordance with the requirements of the Expanded
Public Works Programme (EPWP) of the Department of Labour.
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C3.4.15.2 Training of targeted labour

The contractor shall provide all the necessary on-the-job training to targeted labour to enable
such labour to master the basic work techniques required to undertake the work in accordance
with the requirements of the contract in a manner that does not compromise worker health &
safety.

C3.4.15.3Records to be kept

The contractor shall provide monthly production records showing the number of personnel
employed using labour intensive construction methods, the wages paid and production
measurement records. The SBD may change the requirements for reporting from time to time.

C3.4.16 COMMUNITY PARTICIPATION AND LIAISON

C3.4.16.1 Community or Liaison Officer (CLO)

The Employer's Agent will employ a CLO for the duration of the contract. The contractor will be
required to source all short-term contract labour from the local community (excluding key
personnel). The CLO will assist in providing the Contractor with a pool of people from which this
labour can be selected. The selection will be made by the contractor.

It is a requirement of the Contract that the contractor maximise the use local short-term labour
and the contractor will in this regard be required to perform certain specified activities, using
labour-intensive methods.

Further, it is also required by the contract that short-term contract workers be employed in the
following ratio and the contractor will strictly adhere to this requirement:

. One third Youth (i.e. persons under the age of 35 years)
. One third Male
. One third Female

The successful contractor will be required to provide the Employer's Agent with up to date and
completed EPWP reporting forms on a monthly basis — Refer Section C1.7.

C3.4.16.2 Attending Community Meetings

It is a requirement of this Contract that the contractor include in his rates the cost of attending
an average of two community meetings each month. The meetings will not necessarily be during
normal working hours and it is accepted that the contractor tendering for the Works is familiar
with dealing with communities and understands the implications of keeping the communities
informed.

C3.4.16.3 Construction of Ancillary Works

Hand Methods
It is envisaged that hand methods will be used wherever possible. The following labor-intensive
operations are envisaged:

. excavation to search and relocate existing services,
. miscellaneous civil engineering works,
. steel fixing, shuttering, placing of concrete, etc,
. re-routing existing pipelines,
. hand excavation of pipelines, laying of pipelines, backfilling operations,
. construction of manholes and brick/concrete chambers,
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. building work,
. construction of access roads, mountain bike and hiking trails,
. finishing off the site on completion of the Works, etc.

C3.4.16.4 Communication with Community

A Project Steering Committee will be formed to act as the communication channel between the
Contractor and the Community. The contractor however remains responsible for communication
and should the Project Steering Committee not perform satisfactorily this will not excuse the
contractor from performing the task required to successfully undertake the project.

The Project Steering Committee will generally consist of representatives from the following
stakeholders:

. Employer

. Employer's Agent or Project Manager
. Contractor

. Ward Councillor

. Ward Committee

In order to cope with the contractor's limited office accommodation, each of the above
stakeholders will be represented by a maximum of two persons.

The Project Steering Committee will ensure that dialogue adheres to the following
communication channel:

. Community

. Project Committee

. Employer

. Employer's Agent or Project Manager
. Contractor

It should be noted that the Community Structures will be represented at the Technical Site
Meetings by representative from the Ward Committee. Any issues that need to be brought to the
attention of the Community will then be raised at the Project Steering Committee Meetings.

The Project steering Committee Meetings will take place separately from the Technical Site
Meetings. The Technical Site Meetings are a forum only for the two contracting parties (viz. the
Employer and the contractor), to communicate under the jurisdiction of the Employer' Agent or
Project Manager.
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C3.5: MANAGEMENT

C3.5.1 Applicable SANS 1921 standards
The following parts of SANS 1921 (Construction and management requirements for construction
works) and associated specifications are applicable:

SANS 1921-1: General engineering and construction works

SANS 1921-2: Accommodation of traffic on public roads occupied by the
contractor

SANS 1921-3: Structural steelwork

SANS 1921-4: third party management support in works contracts

SANS 1921-5: Earthworks activities, which are to be performed by hand

SANS 1921-6: HIV / AIDS awareness

The associated specification data are as follows:

SANS 1921-1: General engineering and construction works
Clause No Specification data
The requirements for drawings, information and calculations for which the contractor is
417 responsible are:
As-Built Data
4.2.1 The responsibility strategy assigned to the contractor for the works is: A
422 The structural employer's agent is: Not Required
493 Drawings and other information are to be submitted in accordance with the contractor's
- programme.
. The Contractor shall submit within the period stated in the Contract Data a suitable
and realistic construction programme for the consideration of the Employer's Agent.
. The programme shall be in the form of a Gant Chart and shall include the following
details:
. A work breakdown structure, identifying the major activity groups.
. For each activity group further details shall be provided with regard to the scheduled
4.3 start and end dates of individual activities.
. The linkages between activities shall be clearly indicated and the logical network
upon which the programme is based should be separately submitted to the
Employer's Agent if requested. Any constraints shall be classified as being time
related or resource-related.
. The critical path(s) shall be clearly indicated and floats on non-critical activities shall
be shown.
. The contractor shall indicate the working hours per day, night, week and month
allowed for in the programme.
. Where relevant the contractor shall state the production rates for key activities, e.g.
earthworks, etc.
. Together with the programme as detailed above the contractor shall submit to the
Employer's Agent a cash flow projection, indicating projected monthly invoice
amounts. The cash flow projection shall be updated at monthly intervals to reflect
actual payments to date and anticipated further payments.
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.

.

The programme shall be reviewed at the monthly site meetings at which the
contractor shall provide sufficient detail that will allow the comparison of completed
work per activity that has fallen behind. The updated programme shall be submitted
to the Employer's Agent at least two days prior to the monthly meetings.

If the programme has to be revised by reason of the contractor falling behind his
programme, he shall produce a revised programme showing how he intends to
regain lost time in order to ensure completion of the Works within the time for
completion as defined in the General Conditions of Contract or any granted
extension of time. Any proposal to increase the tempo of work shall be accompanied
by positive steps to increase production by providing more labour and plant on site,
or by using the available labour and plant on site, or by using the available labour
and plant in a more efficient manner.

Failure on the part of the contractor to submit the programme or to work according
to the programme or revised programmes shall be sufficient reason for the
Employer's Agent to take steps as provided in the General Conditions of Contract.
The approval by the Employer's Agent of any programme shall have no contractual
significance other than that the Employer's Agent will be satisfied that the work is
carried out according to such programme and that the Contractor undertakes to carry
out the work in accordance with the programme. It shall not limit the right of the
Employer's Agent to instruct the contractor to vary the programme if required by
circumstances. The contractor is also referred to the applicable clauses of the
General Conditions of Contract when drawing up his programme.

The planning, program and method statements are to comply with the following:

Microsoft Project format

The samples of materials, workmanship and finishes that the contractor is to provide and
4.12.2 deliver to the employer are:

None

412.2

The fabrication drawings which the contractor is to provide and deliver to the client are:

Fastening Brackets for parapet railings

Contractor
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SANS 1921-1: General engineering and construction works
Clause No Specification data
The office accommodation, equipment, accommodation for site meetings and other facilities
4.14.3 for the use by the employer and his agents are: Refer C3.4.9.2
The office accommodation, equipment, accommodation for site meetings and other facilities
4.14.3 for the use by the employer and his agents are:
. Refer C3.4.9.2
4146 The requirements for the provision and erection of sign boards are:
. Refer to list of drawings
4171 The requirements for the termination, diversion or maintenance of existing services are:
. C3.4.7;C3.4.8; C3.4.9
4.17.3 Services that are known to exist on the site are shown on the drawings
4174 The requirements for the detection apparatus are:
. Not required.
418 The additional health and safety requirements are:
. Refer C5.1: Health & Safety Requirements and Procedures
4.27 The works to be undertaken by nominated and selected subcontractors comprise:
. To be determined by the contractor as per C3.3
Variations:
4110 Degree of accuracy Il shall be applicable unless stated otherwise in the drawings or
- specification.
42.4 The time frame for acceptance is 10 working days
Additional clauses:
4.1.1p) Add this new clause:
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SANS 1921-1: General engineering and construction works
Clause No Specification data

"Appoint a Community liaison officer (CLO) to assist with the community liaison with the

beneficiary community."

Add this new clause:

"4.23  Community participation"

Community participation consists of engagement of Project Steering Committees (PSC).

A PSC will be established for the project, by the Ward Councilor.

The functions of the PSC will be to:

. Assist in monitoring the project.

. Ensure that the community provide assistance to the contractor to ensure that he
can execute the contract in accordance with the specifications and within time.

423 . Encourage the community to participate in the Labour Intensive construction.
' . Identify skills, skilled personnel and suppliers in the towns.

The PSC will not have the power to:

. Give any instructions to the contractor, except through the employer's agent.

. Become involved in the daily operations of the contractor or interfere with the
contract works.

A monthly meeting will be held with the PSC to discuss relevant matters. The site agent and

employer's agent's representative will attend the meetings. The contractor will have to report

on progress, deviations from the programme, financial matters community related aspects,

general problems and co-operation at the meeting. The PSC members will not receive any

remuneration for attending, and they must provide their own transport.”

The Contractor will receive no additional remuneration for attendance of PSC meetings.
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SANS 1921-2: Accommodation of traffic on public roads occupied by the contractor
Clause No Specification data
432 The contractor shall design all the temporary support work, scaffolding, barricading and the
e like.
46.1 The length of half-width roads under construction shall not exceed - N/A.
4.6.3 The length of road shall be limited to N/A.
The contractor shall provide the following traffic control facilities:
. Traffic-control devices such as flagmen, STOP and GO signs, traffic signals.
. Statutory permanent and temporary road signs and barricades.
4.10.1 . Channelization devices and barricades including delineators, cones, road studs,
road marking, etc.
. Barriers such as New Jersey, plastic movable barriers, etc.
. Warning Devices on plant and construction vehicles.
. Road markings.
Variations:
Additional clauses:
Add this new clause:
"Failure to maintain road signs, warning signs, etc, in a good condition shall constitute ample
reason for the Employer's Agent to bring the works to a stop until the road signs, etc, have
been repaired to his satisfaction.
4.1.4 The contractor may not commence constructional activities before adequate provision has
been made to accommodate traffic in accordance with the requirements of this document
and the South African Road Traffic Signs Manual Volume 2 Chapter 13.
The contractor shall submit proposed Traffic Accommodation Plan in connection with
directional signs to the Employer's Agent for approval by all relevant parties prior to
construction.”
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SANS 1921-5: Earthworks activities that are to be performed by hand
Clause No Specification data
5.1 The depth of the trenches to be excavated by hand is 1,5m.
Variations: | State variations, if any, for example specific compaction requirements

Additional clauses:

SANS 1921-6: HIV / AIDS awareness

Clause No Specification data
A qualified service provider is a service provider that is accredited by the Employer’s Health
and Social Development and appears on the list of recognized service providers of the
Employer’s Health and Social Development.
The contact particulars of qualified service providers are as follows:
Name Tel Fax e-mail
4.2.1 (a)

421 (a) Apart from the initial programme, the HIV / AIDS awareness programme is to be repeated at
o 4-month intervals throughout the duration of the contract.

Variations:

Additional clauses:
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C3.5.2 PARTICULAR OR GENERIC SPECIFICATIONS

Refer to Clause C3.4.

C3.5.3 PLANNING AND PROGRAMMING

A programme must be issued before the commencement of the works which must display the
activities, noting the critical path activities with phases of activities, milestone dates for
completion etc

The contractor shall submit his programme to the Employer's Agent for approval by all relevant
parties prior to construction.

C3.5.4 SEQUENCE OF THE WORKS

These must be indicated in the programme.

C3.5.5 SOFTWARE APPLICATION FOR PROGRAMMING

An excel spreadsheet or Microsoft project will be applicable.

C3.5.6 METHODS AND PROCEDURES

The following activities may/will require attention during the course of construction:

. the way in which work is to be executed when buildings are occupied;

. the cleanliness of the site;

. protection of trees and shrubs;

. blasting operations;

. the location of borrow pits, disposal of excess materials, deposition of materials, etc in
earthworks activities;

. work on or adjacent to structures, railway lines, pipelines, roads, cables etc;

. the management and disposal of water on the site arising from whatever cause;

. access, roads, maintenance of accesses and walkways;

. co-operation with others on the site;

. existing premises and adjoining properties;

. dealing with underground and other existing services, cable and pipe trenches and
covers;

. dealing with objects of historical or environmental interest;

. title to materials from excavation and demolition;

. site records;

. hours of work; rules and conduct in respect of the personnel of the contractor and his
subcontractors;

. noise, dust, water, waste and other impediments;

. checking work of others;

. access for other contractors;

. giving notice of work to be covered up;

. scaffolding and temporary works;

. care of the works; plant and materials;

. establishing and removing equipment from the site;

. samples and mock ups;

. progress photographs;
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. maintenance until completion;
. plant codification (configuration management);
. materials storage facilities and samples for tests and inspections to be provided.

C3.5.7 QUALITY PLANS AND CONTROL
a) Control Testing of Earthworks and Road Layers
The contractor is required to carry out his own control testing. However, should the contractor

wish to use the Employer's Agent's testing facilities, he will be charged for the various tests at
the rates ruling at the time.

Any additional tests requested by the contractor or any retests required, due to failure of the
initial tests, will be charged to the contractor at the rates ruling at the time.

C3.5.8 ENVIRONMENT

a) Sand and dust control

The contractor shall, for the duration of the contract, take appropriate measures to control the
dust and soil movement which may arise due to his operations.

C3.5.9 ACCOMMODATION OF TRAFFIC ON PUBLIC ROADS OCCUPIED BY THE
CONTRACTOR

The contractor shall submit proposed Traffic Accommodation Plan in connection with directional
signs to the Employer's Agent for approval by all relevant parties prior to construction.

An item is included in the bill of quantities for accommodation of traffic.

C3.5.10 OTHER CONTRACTORS ON SITE

Only subcontractors in the employ of the contractor will be allowed on site.

C3.5.11 TESTING, COMPLETION, COMMISSIONING, AND CORRECTION OF DEFECTS

The following activities or milestone will require assessment certification i.e.

. Use of the works before completion has been certified;

. Handover / beneficial occupation;

. Pre-commissioning and commissioning of the works or part thereof, before and after
completion;

. Certifying completion;

. Start-up; operation of the works; special arrangements associated with operating plant
and machinery etc.,

. Training and technology transfer,

. Take over;

. Operational maintenance (if any), after completion;

. Work which contractors may carry out after completion has been certified (in addition
to correcting defects), and

. Arranging access for correction of defects.
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C3.5.12 RECORDING OF WEATHER
The contractor shall erect two effective rainfall gauge on the site of the works and record the
daily rainfall figures in the site diary. The site diary shall be handed to the Employer's Agent's
Representative for his signature no later than 24 hours after rain that is considered to justify an
extension of time occurs.
Extension of time due to abnormal rainfall shall be determined by as defined and described in
the Contract Data.
C3.5.13 FORMAT OF COMMUNICATIONS
A site instruction book will be maintained on site with requests etc. Each requested must be
numbered, dated and signed for completeness. Copies may be emailed to the relevant parties.
C3.5.14 KEY PERSONNEL
The contractor is to provide a list of key personnel with relevant contact information at the start
of the contract.
C3.5.15 MANAGEMENT MEETING
Site Meetings will be held on a monthly basis followed by a technical meeting. The technical
meeting may coincide with the monthly meeting but could be scheduled as required.
C3.5.16 FORMS FOR CONTRACT ADMINISTRATION
Standard forms for contract administration purposes will be issued to the Contractor at the start
of the contract. These will be made available in soft and hard copy format.
C3.5.17 ELECTRONIC PAYMENTS
The contractor will be responsible for supplying correct bank details to the employer for electronic
payments and the employer will not be held responsible for any incorrect bank details supplied
by the Contractor. Mechanisms of payments dates will be advised at the start of the contract.
C3.5.18 BONDS AND GUARANTEES
The contractor shall deliver to the Employer the guarantee within 14 days of receipt by the
contractor of the Letter of Acceptance. The guarantee shall be held by the Employer for
safekeeping until completion of the work.
C3.5.19 PERMITS
Requirements will be determined by the nature of work comprising each assignment.
C3.5.20 PROOF OF COMPLIANCE WITH THE LAW
Mechanisms of legal compliances will be advised at the start of the contract.
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C3.5.21 INSURANCE PROVIDED BY THE EMPLOYER

Copies of the above insurance may be obtained from the Employer, if required.

C3.5.22 DAILY RECORDS

Daily records of site activities must be kept accurately. This would include records of plant,
personnel, site and weather conditions and any other pendant information effecting the Contract.
These records must be agreed to by the Employer's Agent on a regular basis.
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C3.6: HEALTH AND SAFETY REQUIREMENTS AND PROCEDURES

C3.6.1 HEALTHAND SAFETY REQUIREMENTS AND PROCEDURES

In terms of the provisions of Section 37(2) of the Occupational Health and Safety Amendment

Act, 1993 (Act 85 of 1993) hereinafter referred to as the Act, the following arrangements and

procedures shall apply between the Contractor and the Employer to ensure compliance by

the contractor with the provisions of the Act:

0] The contractor undertakes to acquaint the appropriate officials and employees of the
contractor with all relevant provisions of the Act and the Regulations promulgated in
terms of the Act.

(ii) The contractor undertakes that all relevant duties, obligations and prohibitions
imposed in terms of the Act and Regulations on the contractor will be fully complied
with.

(iii) The contractor accepts liability for such due compliance with the relevant duties,
obligations and prohibitions imposed by the Act and Regulations.

(iv) The contractor agrees that any duly authorised officials of the Employer shall be

entitled, although not obliged, to take such steps as may be necessary to monitor
that the contractor has conformed to his undertakings as described in paragraphs (i)
and (ii) above, which steps may include, but will not be limited to, the right to inspect
any appropriate site or premises occupied by the contractor, or any appropriate
records or safety plans held by the contractor.

(V) The contractor shall be obliged to report forthwith to the Employer and Employer's
Agent any investigation, complaint or criminal charge which may arise as a
consequence of the provisions of the Act and Regulations, pursuant to work
performed in terms of this Contract, and shall, on written demand, provide full details
in writing, to the Employer and Employer's Agent, of such investigation, complaint or
criminal charge.

(vi) The contractor shall furthermore, in compliance with Constructional Regulations 2014
(dated 07 February 2014) to the Act acquaint himself with the requirements of the
Employer's health and safety specification as laid down in regulation 4(1)(a) of the
Construction Regulation 2014, and prepare a suitably and sufficiently documented
health and safety plan as contemplated in regulation 5(1) of the Construction
Regulation 2014 for approval by the Employer or his assigned agent. The
Contractor's health and safety plan and risk assessment shall be submitted for
approval, to the Employer or his agent, within 14 days of the Commencement Date
and shall be implemented and maintained from the commencement of the Works.
The contractor shall at all times be responsible for full compliance with the approved
plan as well as with the Construction Regulations and no extension of time will be
considered for delays due to non-compliance with the abovementioned plan

(vii) The Employer, or his assigned agent, reserves the right to conduct periodic audits,
as contemplated in the Construction Regulations 2014, to monitor that the contractor
is compliant in respect of his obligations. Failure by the Contractor to comply with the
requirements of these Regulations shall entitle the Employer's Agent, at the request
of the Employer or his agent, to suspend all or any part of the Works, with no recourse
whatsoever by the Contractor for any damages incurred as a result of such
suspension, until such time that the Employer or his agents are satisfied that the
issues in which the contractor has been in default have been rectified.

The proposed type of work, materials to be used and potential hazards likely to be
encountered on this Contract are detailed in Section C3.4 : Construction, the Bill of Quantities,
the Drawings, and in the Employers' Health and Safety Specification (Regulation 4(1) of the
Construction Regulations 2014), which is attached under C3.8.
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Payment items are included in the Bill of Quantities to cover the contractor's cost for
compliance with the OHS Act and the abovementioned regulations.

C3.6.2 PROTECTION OF THE PUBLIC
The contractor shall at all times ensure that his operations do not endanger any member of
the public. As the area is adjacent to a residential area the contractor shall take special
precautions to prevent public access to any danger areas on the Works, e.g. by temporary
barricades and/or fencing.

C3.6.3 BARRICADES AND LIGHTING
The contractor must take all special precautions to prevent public access to any danger areas
on the Works, e.g. by temporary barricades and/or fencing. The Contractor shall maintain
barricades and/or fencing for the duration of the Contract.
The construction site must be secure and it is the responsibility of the contractor to ensure the
safety of his staff and all visitors to the site.

C3.6.4 TRAFFIC CONTROL ON ROADS
The contractor may use the existing roads for the hauling of materials to or from site, but he
will be held responsible to clear any spillage caused by his activities on or near the roads by
whatever means necessary and immediately. No additional payment will be made for the
clearance of spillage and all other relevant costs.
Where work operations are to be executed close to site activities, the contactor shall ensure
that at all times pedestrian, and vehicle access are provided.

C3.6.5 MEASURES AGAINST DISEASE AND EPIDEMICS
The contractor has to take cognizance of his construction activities in the works area and
therefore must ensure the safety of his workers at all times.

C3.6.6 AIDS AWARENESS
Toolbox talks will be initiated on site and an item is included for awareness programmes.
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C3.7: HIV/AIDS AWARENESS

Compliance with the HIV/AIDS Awareness Programme is compulsory. The contractor is
responsible for ensuring that the programme is implemented on individual assignments under
this contract in accordance with the HIV/AIDS Specification for Civil Contracts issued by the
Department of Public Works, a copy of which is included in Part 5, Annexure C5.4.
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C3.8: COVID-19 OHS Specifications and Regulations

Compliance with the COVID-19 OHS Specifications and Regulation is compulsory. The
contractor is responsible for ensuring that the specifications and regulations is implemented
ass required during the full deration of the project in accordance with the COVID-19
Specification and Regulations for Civil Contracts of which is included in Part 5, Annexure
C5.5.. Directive by the minister of employment and labour in terms of regulation 10 (8) of the
regulations issued by the minister of cooperative governance and traditional affairs in terms
of section 27 (2) of the disaster management act, 2002 (act no. 57 of 2002)

Payment items are included in the Bill of Quantities to cover the contractor's cost for
compliance with the COVID-19 OHS Specifications and Regulations and the abovementioned
regulations.
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C4.1: BOOK OF DRAWINGS
No drawings issued with tender. Specifications for tender purposes as indicated within this
document.
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C5.1: OCCUPATIONAL HEALTH AND SAFETY
SPECIFICATIONS

Project Health and Safety Specification

In terms of Construction Regulations 2014
TABLE OF CONTENTS

C5.1.1: SPECIFIC PROJECT INFORMATION
C5.1.2: FURTHER REQUIREMENTS

ANNEXURE A: TASK COMPLETION FORM
ANNEXURE B: CONTRACTOR’S RESPONSIBLE PERSONS
BASELINE RISK ASSESSMENTS
HEALTH AND SAFETY SPECIFICATION ACKNOWLEDGEMENT RECEIPT
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C5.1.1 SPECIFIC PROJECT INFORMATION

C5.1.1.1 INTRODUCTION AND DEFINITIONS

This Health and Safety Specification contains clauses that are generally applicable to
construction activities, as well as imposing pro-active controls associated with activities that
impact on Health and Safety as it relates to plant and machinery. Compliance to the
requirements of the Occupational Health and Safety Act 1993 is in addition to the requirements
of this Health and Safety Specification and is part of the Contractor’s responsibility. The Client

will monitor that the Contractors comply with the requirements of such legislation.

ALL REFERENCES TO CLIENT IN THIS HEALTH AND SAFETY SPECIFICATION ALSO

REFER TO CLIENT AGENT, WHERE SO APPOINTED.

Definitions (as per the Construction Regulations 2014) applicable to this Health and

Safety Specification:

"agent" means a competent person who acts as a representative for a client;

"angle of repose"” means the steepest angle of a surface at which a mass of loose or
fragmented material will remain stationary in a pile on the surface, rather than sliding or

crumbling away;

"bulk mixing plant" means machinery, appliances or other similar devices that are assembled
in such a manner so as to be able to mix materials in bulk for the purposes of using the mixed

product for construction work;

“client" means any person for whom construction work is being performed;

"competent person” means a person who has, in respect of the work or task to be performed,
the required knowledge, training and experience and, where applicable, qualifications, specific
to that work or task: Provided that where appropriate qualifications and training are registered
in terms of the provisions of the National Qualification Framework Act, 2000 (Act No.67 of
2000), those qualifications and that training must be regarded as the required qualifications
and training; and is familiar with the Act and with the applicable regulations made under the

Act;

"construction manager" means a competent person responsible for the management of the
physical construction processes and the coordination, administration and management of

resources on a construction site;

"construction site" means a work place where construction work is being performed;

"construction supervisor' means a competent person responsible for supervising construction

activities on a construction site;

“"construction vehicle" means a vehicle used as a means of conveyance for transporting
persons or material, or persons and material, on and off the construction site for the purposes

of performing construction work;
"construction work" means any work in connection with-

. the construction, erection, alteration, renovation, repair, demolition or dismantling of

or addition to a building or any similar structure; or

. the construction, erection, maintenance, demolition or dismantling of any bridge,
dam, canal, road, railway, runway, sewer or water reticulation system; or the moving
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of earth, clearing of land, the making of excavation, piling, or any similar civil
engineering structure or type of work ;

"construction work permit" means a document issued in terms of regulation 3;
"contractor" means an employer who performs construction work;

"demolition work" means a method to dismantle, wreck, break, pull down or knock down of a
structure or part thereof by way of manual labour, machinery, or the use of explosives;

"design" in relation to any structure, includes drawings, calculations, design details and
specifications ;

"designer" means a competent person who-

. prepares a design;

. checks and approves a design;

. arranges for a person at work under his or her control to prepare a design, including
an employee of that person where he or she is the employer; or

. designs temporary work, including its components;

. an architect or engineer contributing to, or having overall responsibility for a design;

. a building services engineer designing details for fixed plant;

. a surveyor specifying articles or drawing up specifications;

. a contractor carrying out design work as part of a design and building project; or

. an interior designer, shop-fitter or landscape architect;

"excavation work" means the making of any man-made cavity, trench, pit or depression
formed by cutting, digging or scooping;

"explosive actuated fastening device" means a tool that is activated by an explosive charge
and that is used for driving bolts, nails and similar objects for the purpose of providing fixing;

"fall arrest equipment” means equipment used to arrest a person in a fall, including personal
equipment, a body harness, lanyards, deceleration devices, lifelines or similar equipment;

"fall prevention equipment" means equipment used to prevent persons from falling from a fall
risk position, including personal equipment, a body harness, lanyards, lifelines or physical
equipment such as guard-rails, screens, barricades, anchorages or similar equipment;

"fall protection plan"” means a documented plan, which includes and provides for -

. all risks relating to working from a fall risk position, considering the nature of work
undertaken;

. the procedures and methods to be applied in order to eliminate the risk of falling; and

. a rescue plan and procedures;

"fall risk" means any potential exposure to falling either from, off or into;

"health and safety file " means a file, or other record containing the information in writing
required by these Regulations;

"health and safety plan" means a site, activity or project specific documented plan in
accordance with the client's health and safety specification;

"health and safety specification" means a site, activity or project specific document prepared
by the client pertaining to all health and safety requirements related to construction work;
"material hoist" means a hoist used to lower or raise material and equipment, excluding
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passengers;
"medical certificate of fithess" means a certificate contemplated in regulation 7(8);

"mobile plant” means any machinery, appliance or other similar device that is able to move
independently, and is used for the purpose of performing construction work on a construction
site;

"National Building Regulations" means the National Building Regulations made under the
National Building Regulations and Building Standards Act, 1977 (Act No. 103 of 1977), and
promulgated by Government Notice No. R. 2378 of 30 July 1990, as amended by Government
Notices No's R. 432 of 8 March 1991, R. 919 of 30 July 1999 and R. 547 of 30 May 2008;

"person day" means one normal working shift of carrying out construction work by a person
on a construction site;

"principal contractor" means an employer appointed by the client to perform construction work;

"Professional Engineer or Professional Certificated Engineer® means a person holding
registration as either a Professional Engineer or Professional Certificated Engineer in terms
of the Engineering Profession Act, 2000 (Act No. 46 of 2000);

"Professional Technologist® means a person holding registration as a Professional
Engineering Technologist in terms of the Engineering Profession Act, 2000;

"provincial director" means the provincial director as defined in regulation 1 of the General
Administrative Regulations, 2003;

"scaffold" means a temporary elevated platform and supporting structure used for providing
access to and supporting workmen or materials or both;

"shoring” means a system used to support the sides of an excavation and which is intended
to prevent the cave-in or the collapse of the sides of an excavation;

"structure" means-
. any building, steel or reinforced concrete structure (not being a building), railway line

or siding, bridge, waterworks, reservoir, pipe or pipeline, cable, sewer, sewage works,
fixed vessels, road, drainage works, earthworks, dam, wall, mast, tower, tower crane,
bulk mixing plant, pylon, surface and underground tanks, earth retaining structure or
any structure designed to preserve or alter any natural feature, and any other similar
structure;

. any falsework, scaffold or other structure designed or used to provide support or
means of access during construction work; or

. any fixed plant in respect of construction work which includes installation,
commissioning, decommissioning or dismantling and where any construction work
involves a risk of a person falling;

"suspended platform” means a working platform suspended from supports by means of one
or more separate ropes from each support ;

"temporary works" means any falsework, formwork, support work, scaffold, shoring or other
temporary structure designed to provide support or means of access during construction work;

"the Act" means the Occupational Health and Safety Act, 1993 (Act No. 85 of 1993);

"tunneling” means the construction of any tunnel beneath the natural surface of the earth for

PR&T/ BID 10/2021/22
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a purpose other than the searching for or winning of a mineral.
Reference should be made to the following documentation in conjunction with this Safety
Specification (including existing surveys, drawings and reports):
All existing survey drawings
Engineering drawing
Geo Technical report
IMPORTANT NOTE:
This Health and Safety Specification has been prepared to comply with the requirements of
the Construction Regulations 2014.
C5.1.1.2 BACKGROUND TO THE HEALTH AND SAFETY SPECIFICATION
Historically, the Construction Industry has had a poor health and safety record. Due to the
complex and potentially dangerous operations being undertaken, there is a high risk of
incidents, accidents and injuries. In many instances poor adherence to the Act and
Regulations has resulted in severe consequences for Health and Safety performance. The
Client is determined that the highest Health and Safety standards will prevail throughout the
Contract and that there will be full commitment from all parties involved.
To achieve this goal the Client has prepared this Health and Safety Specification. The Health
and Safety Specification sets out guidelines and minimum levels of awareness and guidance
for Health and Safety requirements for the project. Contractual responsibility for adhering to
these requirements rests with the Contractors. All employees are encouraged to be pro-active
in compliance.
The Client is committed to ensuring the highest Health and Safety standards for all work
undertaken within the Contract.
Contractors as employers are fully responsible and accountable for
compliance with all Health and Safety requirements.
IMPORTANT NOTE:
Compliance with the Occupational Health and Safety Act and Regulations
shall not be limited to this Health and Safety Specification and definitions
contained in this document.
Contractors shall be conversant with the requirements and effects of Health
and Safety legislation upon their activities, in particular the Construction
Regulations, 2014, and the Occupational Health and Safety Act, 1993, and to
have made adequate resource in their tender submission to comply with all
legislative requirements.
The Contractor’s personnel will be responsible for the auditing of the implementation of the
Health and Safety Specification and maintaining the document control and record systems
associated with the Health and Safety Specification. The Client will conduct Health and Safety
audits of the works too.
C5.1.1.3 PURPOSE OF THE HEALTH AND SAFETY SPECIFICATION
The purpose of this site specific Health and Safety Specification is to comply with legal
requirements and to provide health and safety information about specific project risks known
by the Client, Designer and Client Agent to be applicable to this project. This document also
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provides minimum health and safety requirements, standards and expectations that the

principal contractor and contractors must adhere to.

The Contractor must take into account all information in this specification and ensure that their
tenders include adequate resource and competence to deal with the matters detailed herein
so that all relevant contents are dealt with in a way which is in compliance with legislation and
the ethical concerns for the safeguarding of employees, contractors and other persons

affected by the construction activities.

The Health and Safety Specification will be implemented during construction of the works and

any construction activity that the Client has control over.

This will also assist in ensuring that all the costs related to the compliance with Occupational
Health Act 85 of 1993 and the Construction Regulations 2014, as well as this Health and

Safety Specification, are taken into consideration at Tender stage.

No advice, approval of any document required by the Health and Safety Specification such as
hazard identification and risk assessment action plans or any other form shall be construed
as an acceptance by the Client of any obligation that absolves the Contractor from achieving

the required level of performance and compliance with legal requirements.

Further, there is no acceptance of liability by the Client which may result from the Contractor
failing to comply with the Health and Safety Specification unless the Client has issued an
instruction to any requirement, i.e. the Contractor remains responsible for achieving the

required performance levels.

C5.1.1.4 IMPLEMENTATION OF THE HEALTH AND SAFETY SPECIFICATION

This Health and Safety Specification forms an integral part of the Contract, and Contractors
shall make it an integral part of their Contracts with Sub Contractors and Suppliers.
Contractors employed by the Client are to ensure that the provisions of the Health and Safety
Specification are applied both on the site and in respect of all off site activities relating to the

project, in particular in transport activities and project dedicated off site fabrication works.

The Contractor shall enforce the provisions of the Health and Safety Specification amongst

all sub contractors and suppliers for the project.

The Contractor shall sign the acknowledgment on the last page of this safety specification that
he/she has familiarized him/herself with the content of the Health and Safety Specification and

shall comply with all obligations in respect thereof.

The successful Contractor will be required to compile a Health and Safety Plan based on the
requirements of the Occupational Health Act 85 of 1993 and these Specifications, which will

need to be approved by Client prior to commencement with construction work.

C5.1.1.4.1 Client Duties

In terms of the Construction Regulations 2014 the Client (or their Agent, where appointed)
has legal duties. Where an Agent (refer to “definitions” section of this document) is appointed

in terms of this project, these Health and Safety duties assigned will also apply.

All references to “Client” will apply to their appointed “Client Agent”, where so

appointed, in this Health and Safety Specification.
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The Client must:

. Prepare a baseline risk assessment for the construction work

. Prepare a suitable, sufficiently documented and coherent site specific Health and
Safety specification for the intended construction work, based on the baseline risk
assessment

. Include the health and safety specification in the tender documents

. Ensure that potential principal contractors submitting tenders have made adequate
provision for the cost of health and safety measures

. Ensure that the principal contractor to be appointed has the necessary competencies
and resources to carry out the construction work safely

. Take reasonable steps to ensure co-operation between all contractors appointed by
the client to enable each of those contractors to comply with the regulations

. Ensure, before work commences, that every principal contractor is registered and in

good standing with the compensation fund, or with a licensed compensation insurer
as contemplated in the Compensation for Occupational injuries and Diseases Act,
1993 (Act no 130 of 1993)

. Appoint each principal contractor in writing for the project, or part thereof

. Discuss and negotiate with the principal contractor the contents of the principal
contractor’s safety plan and thereafter finally approve that plan for implementation

. Ensure that a copy of the principal contractor’s health and safety plan is implemented
and maintained

. Ensure that periodic health and safety audits and document verification are

conducted at intervals mutually agreed upon between the principal contractor and
any contractor, but at least once every 30 days

. Ensure that a copy of the health and safety audit report is provided to the principal
contractor within 7 days after the audit
. Stop any contractor from executing a construction activity which poses a threat to the

health and safety of persons which is not in accordance with the principal contractor’s
health and safety plan for site

. Where changes are brought about to the design or construction work, make sufficient
health and safety information and appropriate resources available to the principal
contractor to execute the work safely

. Ensure that the health and safety file is kept and maintained by the principal
contractor.
. Where the client requires additional work to be performed as a result of a design

change or error in construction due to the actions of the client, the client must ensure
that sufficient safety information and appropriate additional resources are available
to execute the required work safely.

. Where more than one principal contractor is appointed, the client must take
reasonable steps to ensure co-operation between all principal contractors and
contractors to ensure compliance with the Regulations

. Where the Client has appointed a Client Agent for the project, their details for this
project are contained in the Project Directory section of this health and safety
specification.

C5.1.14.2 Designer Duties

It must be noted that the Designer also has Health and Safety duties assigned in terms of the
Construction Regulations. Where the contractor fulfils a design function in terms of this project
(refer to “definitions” section of this document), these duties will also apply. Please refer to
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Regulation 6 of the Construction Regulations 2014.

Please note that the designer of temporary works must ensure that:

. all temporary works are adequately designed so that it will be capable of supporting
all anticipated vertical and lateral loads that may be applied;

. the designs of temporary works are done with close reference to the structural design
drawings issued by the contractor, and in the event of any uncertainty consult the
contractor;

. all drawings and calculations pertaining to the design of temporary works are kept at

the office of the temporary works designer and are made available on request by an
inspector; and

. the loads caused by the temporary works and any imposed loads are clearly indicated
in the design.
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C5.1.1.5 PROJECT DIRECTORY

Project Client

Contact Person

Free State Provincial Government:
Department of Police, Roads and
Transport

Mr. ZJ. Oplet

Tel:
051-409 8290/ 079-356 5692

e-mail:
opleto@freetrans.qov.za

Construction Safety Agent

Contact Person

Project Manager

Contact Person

Consulting Engineer

Contact Person

OTHER PARTIES DIRECTORY

Department of Labour for submission of Annexure 2: Tel:
Notification of Construction Work
Email:
Free State
Mobile:
Department of Labour Tel:
Free State Fax:
Email :
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Telecommunications

Company: Telkom Tel: 0514440502
Water Tel:

Company: Fax:

Electricity Tel:

Company: Fax:

Gas Tel: 0514060500
Company: Afrox Fax: 0514060540

C5.1.1.6 PROJECT DETAILS

Description of Works

The extent of the works contains the following:

. Refurbishment of all structural steel and structural concrete on bridge no.981.

. Remove and replace all exiting railings on bridge no.981.

. Replace 180m of road pavement and surfacing on bridge no.981.

. In situ reconstruction of existing base layer for both the North and South approaches

followed by asphalt surfacing. Total length approx. 750m

. Ancillary roadworks

Anticipated Construction Duration

As stipulated by the Contractor

Provisional Start Date

Six weeks after tender closing.

Completion Date

To be confirmed on Site Handover Meeting.

C5.1.1.7 EXISTING ENVIRONMENT

Hazards particular to this project by virtue of location:
Eskom Powerlines

Water

Sewage

Overhead, Above Ground and Underground Services crossing the site:

Overhead: N/A

Contractor Witness 1 Witness 2 Employer
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Underground: N/A

Ground level: N/A

Service Drawings available: No
Wayleaves required: T.B.D
Permits required: T.B.D

Isolations required: N/A

Existing structures and surrounding land use (with a significant impact on Health & Safety):

N/A

Existing ground conditions and ground survey report:

Geotechnical Investigation needs to be conducted

Existing Traffic Systems
Condition: Surfaced Road
Restrictions to access: None Known

Speed restrictions: Usual rural road speed restrictions applicable

C5.1.1.8 AVAILABLE DRAWINGS

Refer to tender documentation.

C5.1.1.9 PROJECT HEALTH AND SAFETY REQUIREMENTS

Significant health and safety hazards identified by Designer and Client Agent:

Working at Heights will be done during different phases of the project. Over deep excavations and
building of structures by example. This must be assessed by the contractor and method statement for
these activities to be submitted for approval prior to work commencement.

It is envisioned that plant will be moving on the road and must be made visible at all times. Parking of
this plant must be strictly monitored by the contractor at all times. Use trained flag persons as
applicable.

Protection of residence-

1.8m ready fencing required to demarcate site area. All necessary steps must be taken to prevent
unauthorized entry to site and to protect members of the public from any dangers associated with the
construction works being undertaken.

Use of scaffold and working at height — a Fall Protection Plan and Rescue Plan will be required for
approval prior to commencement of any activities at height. All workers to have a medical certificate of
fitness. All workers must have fall protection plan training in the form of a toolbox talk with a signed
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register of attendance. Safety harnesses to be worn as required. Edge protection in the form of guard
rails and toe boards to prevent materials and people from falling.

Other construction hazards expected are as follows:

Bricklaying

Compacting and Filling

Compactor Operations

Confined Spaces

Contaminated Land

Cutting Kerbs

Cutting Off Disc

Demolition

Electric Tools and Electrical Installations
Excavations

Fire

Flammable Liquids / Gas

Fragile Materials

Goods / Passenger Hoist Operation
Hand tools

Hazardous Substances

Hot Works

Kerb Laying

Lifting Operations

Manhole Rings and Pipes Storage
Manual Handling of General Items
Material / Passenger Hoist Operation
Members of Public

Noise and Dust

Overhead Services (Working near)
Painting

Paving (Laying)

Plant/Vehicle and Equipment Operation
Plastering

Plumbing

Scaffold Erection / Dismantling
Shuttering Walls, Beams, Columns
Site Strip

Skipping of Concrete

Snakes

Steel Erection

Steel Fixing

Temporary Work (include False Work, Scaffold and Shoring)
Tower Crane Erection and Dismantling
Tower Scaffold

Troxler Use

Work over or next to Water

Working at Height (excl scaffold)

NOTE: Please refer to end of this Health and Safety Specification for the baseline risk
assessment for these risks.

ACTIVITIES REQUIRING APPROVED METHOD STATEMENTS (FOR HEALTH AND SAFETY)

Working in close proximity of high voltage power lines.
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Traffic Management Plan including overnight parking of plants.
Working in close proximity of fast flowing and deep water..
Shoring of trenches and excavations.

Confined space entries.

Working at Heights.

ACTIVITIES REQUIRING PERMITS (FOR HEALTH AND SAFETY PURPOSES)

Permit to Dig / Permit to Enter Excavations: Permit will be required, PC to issue

Permit to Work with Electricity: Permit will be required, Municipality to issue
Confined Space Permit: Permit will be required, PC to issue
Hot Works Permit: Permit will be required, PC to issue

Permit to Work under Power Lines:  Permit will be required Municipality/Eskom to issue
Blasting: N/A

Temporary Works: N/A

CONTRACTOR SAFETY OFFICER PROVISION

Records of safety audits undertaken by the Contractor’'s Safety Officer must be kept on site in the safety
file and non-conformances reported by the Safety Officer to the Contractor's management team. All non-
conformances identified by the Safety Officer must be investigated and corrective action taken by the
Contractor to prevent re-occurrence. A full-time safety officer must be appointed for this project the
appointed safety officer must be registered at SACPCMP, proof of registration or confirmation letter of
request for registration must be provided.

MEDICAL CERTIFICATE OF FITNESS

The Principal contractor must ensure that his employees and contractor appointed by him are in
possession of a valid medical certificate of fithess, specific to the construction work being performed,
issued by an occupational health practitioner in the form of an Annexure 3 template.

MANAGEMENT AND SUPERVISION OF CONSTRUCTION WORK

A principal contractor must, in writing, appoint one full-time competent person as the construction manager
with the duty of managing all the construction work on a single site, including the duty of ensuring
occupational health and safety compliance, and in the absence of the construction manager an alternate
must be appointed by the principal contractor.

TRAFFIC MANAGEMENT AND TRAFFIC SAFETY OFFICER PROVISION

As per contract specification

ENVIRONMENTAL CONDITIONS
Contractor must take into account adverse weather conditions on site activities and implement control
measures to mitigate risk. This includes risk of exposure to excessive heat, cold, rain and wind. The open
nature of the site works will not preclude any of the above. Weather considerations must be allowed for on
site, especially in terms of heavy rains stopping work, lightning, high winds and heat stress exposures. For
lightning the following guide exists:

Where high level construction or maintenance work is being performed, thunder storms present a wind
and rain risk to the workers in elevated positions but lightning is also a significant risk.
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To establish how far the lightning is from a work area, this distance can be determined by multiplying the
time difference in seconds between the actual lightning flash seen and the hearing of the thunder rumble
by 344m per second (ie. the speed of sound travel) to calculate the distance to the lightning flash in metres.

Distance to lightning in metres = seconds time difference between the flash and its rumble x 344 m/sec

This means that a 3 second delay represents a lightning flash just over 1 km distant. Explosives factories
use a 10 second delay (a 3.4km distance) for production building evacuation because of lightning risk.

ARRANGEMENTS FOR ACCESS, PARKING, DELIVERIES, ETC
Access to site by Construction Vehicles: Appointed Principal contractor to ensure that no vehicles

use road reserve as parking area along site. All visitors are to report to site office.

Access to site by Construction Workers and Visitors: Appointed Principal contractor to ensure that all
visitors are to report to site office.

ARRANGEMENTS FOR SITE CAMP, ABLUTIONS AND YARD
Site camp location and set up

e Restrictions / requirements:
Contractor to advise in consultation

e Storage areas: with Engineer / Professional Team

e

e Security:

Ablutions and Welfare Arrangements
Contractor to supply ablutions and facilities in line with the Construction Regulations 2014, refer to section
2.31 of this health and safety specification regarding the below. Please note that toilets should be provided
with built in facilities for hand washing:
e Toilets:
¢ Washing facilities:
e Drinking Water: Contractor to provide as per Regulations

e Shelter:

e e e e e e e

e Showers:

PROTECTION OF SITE AGAINST UNAUTHORISED ACCESS BY PUBLIC

Excavation Fencing: Note that excavations accessible to public, or adjacent to public roads /
thoroughfares, must have (1) barrier / fence of at least 1m in height, and (2) warning illuminants at night
or when visibility is poor, or have other suitable precautionary measures if of both these are not practicable.

General Fencing of Site: Note that construction sites in built up areas adjacent to public way must be
fenced off and have controlled access points.

Warning Notices: “No Unauthorised Entry” safety signs and PPE requirements signs to be displayed as
well as usual construction warning signage at the entrance of site camp. Road / traffic management
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signage as per the SA Road traffic regulations and stipulated in the Traffic Management Plan approved
prior to work starting.

Look Outs: PC to ensure that requirements are met as required.

PERSONAL PROTECTIVE EQUIPMENT (PPE)

The Client requires the Contractor to ensure that employees (and others under his/her control)
wear the following minimum PPE:

Overalls: Yes, all workers to be identifiable when on site.

Safety Harnesses: Yes, all workers on scaffolding to use during all phases as required

Hard Hats: Yes, all workers to adhere to PPE requirements when on site.
Reflective Vests: Yes, all workers to be identifiable when on site.

Goggles / gloves / ear defenders / respiratory protection: Yes, all workers to use applicable PPE.

Safety Footwear: Yes, all workers to wear when on site

Specialist Equipment (eg: for confined Spaces): Yes, all workers to use applicable PPE and ensure
precautionary measures stipulated for confined spaces as determined in the General Safety Regulations,
2003, are complied with.

HAZARDOUS SUBSTANCES

The following materials and substances have, or may have, to be used in the works and are
identified as potentially posing special health and / or safety hazards during the project.
Appropriate measures will need to be specified for their control:

Cement Petrol Diesel

C5.1.1.10INTERFACE AND RESTRICTIONS BY CLIENT

Contractor must note that the following Client activities will continue during construction:

N/A

The following Client safety rules and/or requirements are to be observed:
Workers are to stay in designated works areas.

All workers are to receive induction prior to commencement of work on site.
Other safety rules and requirements to be advised at induction.

Please also refer to tender document.

Restrictions on times, access or other restrictions by Client
Permission will be required from Engineers for any work done on public holidays and night shifts.

C5.1.1.11 SAFETY FILE RETURN TO CLIENT

The Safety File for the Project is to be handed over by the Principal Contractor to the Client upon Project
Completion in a hard copy format and on CD.
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C5.1.2 FURTHER REQUIREMENTS

C5.1.2.1 DUTIES OF PRINCIPAL CONTRACTOR / CONTRACTOR IN TERMS OF
CONSTRUCTION REGULATIONS 2014

A Principal Contractor must:
. provide and demonstrate to the client a suitable, sufficiently documented and

coherent site specific health and safety plan, based on the client's documented health
and safety specifications, which plan must be applied from the date of
commencement of and for the duration of the construction work and which must be
reviewed and updated by the principal contractor as work progresses;

. open and keep on site a health and safety file, which must include all documentation
required in terms of the Act and these Regulations, which must be made available on
request to an inspector, the client, the client's agent or a contractor; and

. on appointing any other contractor, in order to ensure compliance with the provisions
of the Act —
. provide contractors who are tendering to perform construction work for the principal

contractor, with the relevant sections of the health and safety specifications pertaining
to the construction work which has to be performed;

. ensure that potential contractors submitting tenders have made sufficient provision
for health and safety measures during the construction process;
. ensure that no contractor is appointed to perform construction work unless the

principal contractor is reasonably satisfied that the contractor that he or she intends
to appoint, has the necessary competencies and resources to perform the
construction work safely;

. ensure prior to work commencing on the site that every contractor is registered and
in good standing with the compensation fund or with a licensed compensation insurer
as contemplated in the Compensation for Occupational Injuries and Diseases Act,

1993;

. appoint each contractor in writing for the part of the project on the construction site

. take reasonable steps to ensure that each contractor's health and safety plan is
implemented and maintained on the construction site;

. ensure that the periodic site audits and document verification are conducted at

intervals mutually agreed upon between the principal contractor and any contractor,
but at least once every 30 days;

. stop any contractor from executing construction work which is not in accordance with
the client's health and safety specifications and the principal contractor's health and
safety plan for the site or which poses a threat to the health and safety of persons;

. where changes are brought about to the design and construction, make available
sufficient health and safety information and appropriate resources to the contractor
to execute the work safely;

. discuss and negotiate with the contractor the contents of their health and safety plan
and finally approve that plan for implementation;
. ensure that a copy of both the principal contractor and contractor’s health and safety

plan is available on request to an employee, an inspector, a contractor, the client or
the client's agent;

. hand over a consolidated health and safety file to the client upon completion of the
construction work, to include a record of all drawings, designs, materials used and
other similar information concerning the completed structure;
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. in addition to the documentation required in the health and safety file include and
make available a comprehensive and updated list of all the contractors on site
accountable to the principal contractor, the agreements between the parties and the
type of work being done;

. ensure that all his or her employees have a valid medical certificate of fitness specific
to the construction work to be performed and issued by an occupational health
practitioner in the form of Annexure 3.

A contractor must prior to performing any construction work-

. provide and demonstrate to the principal contractor a suitable and sufficiently
documented health and safety plan, based on the relevant sections of the client's
health and safety specification and provided by the principal contractor, which plan
must be applied from the date of commencement of and for the duration of the
construction work and which must be reviewed and updated by the contractor as
work progresses;

. open and keep on site a health and safety file, which must include all documentation
required in terms of the Act and these Regulations, and which must be made
available on request to an inspector, the client, the client's agent or the principal
contractor;

. before appointing another contractor to perform construction work be reasonably
satisfied that the contractor that he or she intends to appoint has the necessary
competencies and resources to perform the construction work safely;

. co-operate with the principal contractor as far as is necessary to enable each of them
to comply with the provisions of the Act;

. as far as is reasonably practicable, promptly provide the principal contractor with any
information which might affect the health and safety of any person at work carrying
out construction work on the site, any person who might be affected by the work of
such a person at work, or which might justify a review of the health and safety plan.

Where a contractor appoints another contractor to perform construction work, the duties that

apply to the principal contractor will apply to the contractor as if he or she were the principal

contractor.

A principal contractor must take reasonable steps to ensure co-operation between all

contractors appointed by the principal contractor to enable each of those contractors to comply

with these Regulations.

No contractor may allow or permit any employee or person to enter any site, unless that

employee or person has undergone health and safety induction training pertaining to the

hazards prevalent on the site at the time of entry.

A contractor must ensure that all visitors to a construction site undergo health and safety

induction pertaining to the hazards prevalent on the site and must ensure that such visitors

have the necessary personal protective equipment.

A contractor must at all times keep on his or her construction site records of the health and

safety induction training and such records must be made available on request to an inspector,

the client, the client's agent or the principal contractor.

A contractor must ensure that all his or her employees have a valid medical certificate of

fitness specific to the construction work to be performed and issued by an occupational health

practitioner in the form of Annexure 3 (a template of which can be found in the Construction

Regulations, 2014).
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C5.1.2.2 MANAGEMENT AND SUPERVISION OF CONSTRUCTION WORK

A principal contractor must, in writing, appoint one full-time competent person as the
construction manager with the duty of managing all the construction work on a single site,
including the duty of ensuring occupational health and safety compliance, and in the absence

of the construction manager an alternate must be appointed by the principal contractor.

A principal contractor must upon having considered the size of the project, in writing appoint
one or more assistant construction managers for different sections thereof: Provided that the
designation of any such person does not relieve the construction manager of any personal

accountability for failing in his or her management duties in terms of this regulation.

Where the construction manager has not appointed assistant construction managers, or, in
the opinion of an inspector, a sufficient number of such assistant construction managers have
not been appointed, that inspector must direct the construction manager in writing to appoint
the number of assistant construction managers indicated by the inspector, and those assistant

construction managers must be regarded as having been appointed.

No construction manager appointed in terms of the Regulations may manage any construction
work on or in any construction site other than the site in respect of which he or she has been

appointed.

A contractor must, after consultation with the client and having considered the size of the
project, the degree of danger likely to be encountered or the accumulation of hazards or risks
on the site, appoint a full-time or part-time construction health and safety officer in writing to
assist in the control of all health and safety related aspects on the site: Provided that, where
the question arises as to whether a construction health and safety officer is necessary, the

decision of an inspector is decisive.

No contractor may appoint a construction health and safety officer to assist in the control of
health and safety related aspects on the site unless he or she is reasonably satisfied that the
construction health and safety officer that he or she intends to appoint is registered with a
statutory body approved by the Chief Inspector and has necessary competencies and

resources to assist the contractor

A construction manager must in writing appoint construction supervisors responsible for
construction activities and ensuring occupational health and safety compliance on the

construction site.

A contractor must, upon having considered the size of the project, in writing appoint one or
more competent employees for different sections thereof to assist the construction supervisor,
and every such employee has, to the extent clearly defined by the contractor in the letter of
appointment, the same duties as the construction supervisor: Provided that the designation
of such employee does not relieve the construction supervisor of any personal accountability

for failing in his or her supervisory duties.

Where the contractor has not appointed such an employee, or, in the opinion of an inspector,
a sufficient number of such employees have not been appointed, that inspector must instruct

the employer to appoint the number of employees indicated by the inspector.

No construction supervisor appointed may supervise any construction work on or in any
construction site other than the site in respect of which he or she has been appointed:
Provided that if a sufficient number of competent employees have been appropriately
designated on all the relevant construction sites, the appointed construction supervisor may

supervise more than one site.
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C5.1.2.3

C5.1.24

C5.1.25

C5.1.2.6

C5.1.2.7

C5.1.2.8

NOTIFICATION OF INTENTION TO COMMENCE CONSTRUCTION WORK

The Contractor shall notify the Provincial Director of the Department of Labour of the intention
to commence construction work at least 7 days prior to the works commencing if the intended
construction work will:

. Include excavation work

. Include work at height where there is a risk of falling

. Include the demolition of a structure, or

. Include the use of explosives to perform construction work.

If the construction work involves construction of a single storey dwelling for a client, and such
client will be residing in such dwelling upon completion, the contractor must also notify the
Provincial Director of the Department of Labour at least 7 days before the works commence.

This must be done on a form similar to an Annexure 2 (template of which can be found in the
Construction Regulations, 2014). A copy of the natification letter to the Provincial Director
shall be forwarded to the Client for record purposes.

ASSIGNMENT OF CONTRACTOR’S RESPONSIBLE PERSONS TO MANAGE
HEALTH AND SAFETY ON SITE

The Contractor shall submit management and supervisory appointments as well as any
relevant appointments in writing (as stipulated by the Construction Regulations 2014 and the
Occupational Safety and Health Act 1993), prior to commencement of work (refer to Annexure
B at the end of this Health and Safety Specification).

COMPETENCY FOR CONTRACTOR’S RESPONSIBLE PERSONS

The Contractor’s responsible persons shall be competent in health and safety and be familiar
with the Occupational Health and Safety Act 1993, and applicable regulations. Valid proof of
pertinent health and safety courses attended by such persons will be required to be presented
to the Client.

COMPENSATION OF OCCUPATIONAL INJURIES AND DISEASES ACT 130 OF
1993 (COIDA)

The successful Contractor shall submit to the Client a valid letter of good standing with the
Compensation Insurer prior to appointment.

OCCUPATIONAL HEALTH AND SAFETY POLICY

The Contractor shall submit their Health and Safety Policy, prior to construction
commencement, signed by the Chief Executive Officer. The Policy must outline objectives
and how they will be achieved and implemented within the company operations.

HEALTH AND SAFETY ORGANOGRAM

The Contractor shall submit an organogram, prior to construction commencement, outlining
the Health and Safety Site Team that will be assigned to the project, if successful with the
tender. In cases where appointments have not been made, the organogram shall reflect the
position. The organogram shall be updated, when there is a change in the site team.

PR&T/ BID 10/2021/22
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C5.1.2.9 RISK ASSESSMENTS

Baseline Risk Assessment

The Client shall cause a baseline risk assessment to be conducted by a competent person
before the design process and tender process commence, and the assessed risks shall form

part of the health and safety specifications.

The Contractor must, before commencement of any construction work, and during
construction work, have risk assessments performed by a competent person appointed in
writing, which risk assessments form part of the health and safety plan to be applied on the

site and must include:

. The identification of the risks and hazards to which persons may be exposed to;

. An analysis and evaluation of the risks and hazards identified; based on a
documented method

. A documented plan and applicable safe work procedures to mitigate, reduce or
control the risks and hazards that have been identified;

. A monitoring plan; and

. A review plan

The Contractor must ensure that, as far as is reasonably practicable, ergonomic related

hazards are analysed, evaluated and addressed in a risk assessment.

The Contractor must ensure that all employees under his control are informed, instructed and
trained by a competent person regarding any hazard and the related work procedures and/or
control measures before any work commences and thereafter at the times determined in the

risk assessment monitoring and review plan of the relevant site.

The Principal Contractor must ensure that all contractors are informed regarding any hazard
that is stipulated in the risk assessment before any work commences and thereafter at the

times determined in the risk assessment monitoring and review plan of the relevant site.

The Contractor must consult with the health and safety committee or with a representative
trade union or representative group of employees if no health and safety committee exists, on

the monitoring and review of the risk assessments for the site.

The Contractor must ensure that copies of risk assessment for this site are available on site
for inspection purposes by interested parties (inspector, the client, client's agent, any
contractor, any employee, a representative trade union, a health and safety representative or

safety committee member.

A Contractor must review the relevant risk assessment where changes are affected to the
design and/or construction that result in a change to the risk profile, or when an incident has

occurred.

SANS approved.

Preventative measures must first address the elimination of the hazard or risk.
Should PPE be required to reduce risk, the equipment or clothing to be used must be

In general, the Contractor must ensure that the Risk Assessment involves identifying the
hazards present in a work activity on site. This is followed by an evaluation of the extent of

the risk involved taking into account those precautions already being taken.

The following general principle should be followed when conducting a risk assessment:

. All relevant risks and/or hazards should be systematically addressed;
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. The risk assessment should address what actually happens in the workplace during
the work activity;

. All employees and those who may be affected must be considered, including
maintenance staff, security guards, visitors and subcontractors;

. The risk assessment should highlight those groups and individuals who may be
required to work alone or who have disabilities;

. The risk assessment process should take into account the existing safety measures
and controls.

. The level of detail on a risk assessment should be appropriate to the level of risk.

C5.1.2.10HEALTH AND SAFETY REPRESENTATIVE(S)

The Contractor shall ensure that Health and Safety Representative(s) is/are elected and
trained to carry out his / her functions. The appointment must be in writing. The Health and
Safety Representative shall carry out regular inspections, keep records and report to the
supervisor to take appropriate action. He / she shall attend Health and Safety Committee
Meetings. The Health and Safety Representative shall be part of the team that will investigate
incidents, accidents and non-conformances.

C5.1.2.11HEALTH AND SAFETY COMMITTEE

Where two or more health and safety representatives have been appointed on site, the
Contractor shall ensure that monthly health and safety meetings are held with such
representatives and minutes are kept on record. Meetings must be organized and chaired by
the Contractor’s Health and Safety Committee Chairperson. Minutes of these meetings must
be available for the employees of the contractor to refer to.

C5.1.2.12 MEDICAL CERTIFICATE OF FITNESS

The contractor must ensure that their employees on site have a valid medical certificate of
fitness, specific to the construction work being performed, issued by an occupational health
practitioner in the form of an Annexure 3 template (refer to the Construction Regulations 2014
on the Department of Labour website for a sample of this form).

C5.1.2.13HEALTH AND SAFETY TRAINING

The Contractor shall quarterly conduct a training needs analysis to ascertain what health and
safety training is required. A plan of action should be devised and forwarded to the Client for
records. Once the identified people have attended the training, the Contractor must provide
the Client with copies of certificates obtained.

C5.1.2.13.1 Induction

No Contractor may allow or permit any employee or person to enter site unless they have
undergone health and safety induction training pertaining to the hazards prevalent on site at
the time of entry. This includes visitors to site. The Contractor must ensure that visitors to site
have the necessary protective equipment (PPE). A copy of attendance registers of all
employees who attend inductions shall be kept.
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C5.1.2.13.2 Awareness

The Contractor shall conduct periodic toolbox talks on site, preferably weekly or before any
hazardous work takes place. The talks shall cover the relevant activity and an attendance
register must be signed by all attendees. This record of who attended and the content of the

topic will be kept on the site health a safety file as evidence of training.

C5.1.2.14 COMPETENCY

After the Contractor has identified the training to be conducted as part of the competency
requirement, and based on Risk Assessment, he shall send the relevant persons on
appropriate courses and keep certificates of training for reference. Familiarity with the Health

and Safety Act and Regulations is an integral part of the definition of competence.

C5.1.2.15GENERAL RECORD KEEPING

The Contractor shall keep and maintain Health and Safety records to demonstrate compliance
with the Health and Safety Specification and the Occupational Health and Safety Act. The
contractor shall ensure that all records of incidents, spot fines, training etc. are kept on site.
All documents shall be available for inspection by the Client, or the Department of Labour’s

Inspectors.

C5.1.2.16 GENERAL INSPECTION, MONITORING AND REPORTING

The Contractor shall carry out inspections as required by this Health and Safety Specification,

as well as by health and safety legislation.

C5.1.2.17 EMERGENCY PROCEDURES

The Contractor shall submit a detailed Emergency Procedure for approval by the Client prior
to commencement on site. The procedure shall detail the response plan including the

following:

. List of key personnel;

. Details of emergency services;

. Actions or steps to be taken in the event of the emergency; and

. Information on hazardous materials / situations, including each material’s hazardous

potential impact or risk on the environment or human and measures to be taken in

the event of an accident.

Emergency procedure(s) shall include, but shall not be limited to, fire, spills, accidents to
employees, use of hazardous substances, dangers as a result of riot / service deliver protests
/intimidation, etc. The Contractor shall advise the Client in writing of any on-site emergencies,
together with a record of action taken, before the end of the working day. A contact list of all
service providers (Fire Department, Ambulance, Police, Medical and Hospital, etc) must be

maintained and available to site personnel.

C5.1.2.18 FIRST AID BOX AND FIRST AID EQUIPMENT

The Contractor shall provide first aid box/es and appoint, in writing, First Aider(s) for this
project in line with the results of the Contractor’s risk assessment for the project, this health
and safety specification as well as the provisions of the General Safety Regulations. The
appointed First Aider(s) are to be sent for accredited first aid training before starting on site.

Valid certificates are to be kept on site.
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First Aid box/es must be adequately stocked at all time, accessible and be controlled by a
qualified First Aider. If required by the Client, the Contractor shall have a stretcher on site to
be used in case of a serious incident.

C5.1.2.19 ACCIDENT / INCIDENT REPORTING AND INVESTIGATION

The Contractor shall, in addition to the prescribed requirements of the Occupational Health
and Safety Act and General Safety Regulations, investigate, record and report all Section 24
reportable incidents to the Client within 24 hours of the incident occurring. Incident
investigations shall be conducted by the Contractor’s appointed Accident Investigator — this
Investigator must be a competent person or persons who have sufficient knowledge to carry
out an investigation.

In the event of a fatality or a permanent disabling injury the Contractor must submit proof of
reporting of incident to Department of Labour as well as proof of preventative measures to the
Client. The Client reserves the right to conduct investigations into any incidents that they
deem fit and the Contractor is required to provide full co-operation in this regard.

C5.1.2.20HAZARDS AND POTENTIAL SITUATIONS

The Contractor shall immediately notify other Contractors of any hazardous or potentially
hazardous situations, which may arise during performance of the activities.

C5.1.2.21 OCCUPATIONAL HEALTH AND SAFETY SIGNAGE

The Contractor shall ascertain and provide adequate on site health and safety signage. This
signage shall include, but shall not be limited to, Hard Hat / Helmet Area; Safety Shoes to be
worn on site; Dust Masks to be worn in areas where there might be exposure to excessive
dust; Ear Plugs / Muffs to be worn where there might be noise exposure over 85 db; Gloves;
Safety Goggles; Safety Harness, Workers in Excavation, traffic management, etc. The
Contractor shall be responsible to maintain the quality and replacement of signage.

C5.1.2.22 MANAGEMENT OF CONTRACTORS BY PRINCIPAL CONTRACTOR

The Principal Contractor shall ensure that all contractors under his control are complying with
the respective Health and Safety Plans, as well as Health and Safety Legislation.

C5.1.2.23 STACKING OF MATERIALS

In addition to the provisions for the stacking of articles in the General Safety Regulations,
2003, the contractor must ensure that —

. a competent person is appointed in writing with the duty of supervising all stacking
and storage on a construction site;

. adequate storage areas are provided,;

. there are demarcated storage areas; and

. storage areas are kept neat and under control.

C5.1.2.24HOUSEKEEPING AND GENERAL SAFEGUARDING ON CONSTRUCTION SITES

A contractor must, in addition to compliance with the Environmental Regulations for
Workplaces, 1987, promulgated by Government Notice No. R. 2281 of 16 October 1987,
ensure that suitable housekeeping is continuously implemented on each construction site,
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including-

. the proper storage of materials and equipment;

. the removal of scrap, waste and debris at appropriate intervals;

. ensuring that materials required for use, are not placed on the site so as to obstruct
means of access to and egress from workplaces and passageways;

. ensuring that materials which are no longer required for use, do not accumulate on
and are removed from the site at appropriate intervals;

. ensuring that waste and debris are not disposed of from a high place with a chute,
unless the chute complies with the requirements set out in the regulations;

. ensuring that construction sites in built-up areas adjacent to a public way are suitably

and sufficiently fenced off and provided with controlled access points to prevent the
entry of unauthorized persons; and

. ensuring that a catch platform or net is erected above an entrance or passageway or
above a place where persons work or pass under, or fencing off the danger area if
work is being performed above such entrance, passageway, or place so as to ensure
that all persons are kept safe in the case of danger or possibility of persons being
struck by falling objects.

C5.1.2.25CONSTRUCTION VEHICLES AND MOBILE PLANT

A contractor must ensure that all construction vehicles and mobile plant-

. are of an acceptable design and construction;

. are maintained in a good working order;

. are used in accordance with their design and the intention for which they were
designed, having due regard to safety and health;

. are operated by a person who-

. has received appropriate training, is certified competent and in possession of proof
of competency and is authorised in writing to operate those construction vehicles and
mobile plant;

. has a medical certificate of fithness to operate those construction vehicles and mobile
plant, issued by an occupational health practitioner in the form of Annexure 3.

. have safe and suitable means of access and egress;

. are properly organized and controlled in any work situation by providing adequate

signalling or other control arrangements to guard against the dangers relating to the
movement of vehicles and plant, in order to ensure their continued safe operation;

. are prevented from falling into excavations, water or any other area lower than the
working surface by installing adequate edge protection, which may include guard-
rails and crash barriers;

. are fitted with structures designed to protect the operator from falling material or from
being crushed should the vehicle or mobile plant overturn;

. are equipped with an acoustic warning device which can be activated by the operator;

. are equipped with an automatic acoustic reversing alarm; and

. are inspected by the authorised operator or driver on a daily basis using a relevant

checklist prior to use and that the findings of such inspection are recorded in a register
kept in the construction vehicle or mobile plant.

A contractor must ensure that-
. no person rides or is required or permitted to ride on a construction vehicle or mobile

plant otherwise than in a safe place provided thereon for that purpose;
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. every construction site is organized in such a way that, as far as is reasonably
practicable, pedestrians and vehicles can move safely and without risks to health;

. the traffic routes are suitable for the persons, construction vehicles or mobile plant
using them, are sufficient in number, in suitable positions and of sufficient size;

. every traffic route is, where necessary, indicated by suitable signs;

. all construction vehicles and mobile plant left unattended at night, adjacent to a public

road in normal use or adjacent to construction areas where work is in progress, have
appropriate lights or reflectors, or barricades equipped with appropriate lights or
reflectors, in order to identify the location of the vehicles or plant;

. all construction vehicles or mobile plant when not in use, have buckets, booms or
similar appendages, fully lowered or blocked, controls in a neutral position, motors
stopped, wheels chocked, brakes set and ignition secured;

. whenever visibility conditions warrant additional lighting, all mobile plant are
equipped with at least two headlights and two taillights when in operation;
. tools, material and equipment are secured and separated by means of a physical

barrier in order to prevent movement when transported in the same compartment
with employees;

. vehicles used to transport employees have seats firmly secured and adequate for the
number of employees to be carried; and
. all construction vehicles or mobile plant travelling, working or operating on public

roads comply with the requirements of the National Road Traffic Act, 1996.

C5.1.2.26 ELECTRICAL INSTALLATIONS AND MACHINERY ON CONSTRUCTION SITES

A contractor must, in addition to compliance with the Electrical Installation Regulations and

the Electrical Machinery Regulations, ensure that —

. before construction commences and during the progress thereof, adequate steps are
taken to ascertain the presence of and guard against danger to workers from any
electrical cable or apparatus which is under, over or on the site;

. all parts of electrical installations and machinery are of adequate strength to
withstand the working conditions on construction sites;

. the control of all temporary electrical installations on the construction site is
designated to a competent person who has been appointed in writing for that
purpose;

. all temporary electrical installations used by the contractor are inspected at least once

a week by a competent person and the inspection findings are recorded in a register
kept on the construction site; and

. all electrical machinery is inspected by the authorized operator or user on a daily
basis using a relevant checklist prior to use and the inspection findings are recorded
in a register kept on the construction site.

C5.1.2.27Use and Temporary Storage of Flammable Ligquids on Construction Sites

A contactor must, in addition to compliance with the provisions for the use and storage of
flammable liquids in the General Safety Regulations, 2003, ensure that —
. where flammable liquids are being used, applied or stored at the workplace

concerned, it is done in a manner that does not cause a fire or explosion hazard, and
that the workplace is effectively ventilated;
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. no person smokes in any place in which flammable liquid is used or stored, and the
contractor must affix a suitable and conspicuous notice at all entrances to any such
areas prohibiting such smoking;

. an adequate amount of efficient fire-fighting equipment is installed in suitable
locations around the flammable liquids store with the recognized symbolic signs;

. only the quantity of flammable liquid needed for work on one day is taken out of the
store for use;

. all containers holding flammable liquids are kept tightly closed when not in actual use

and, after their contents have been used up, are removed from the construction site
and safely disposed of;

. where flammable liquids are decanted, the metal containers are bonded and
earthed; and
. no flammable material, including cotton waste, paper, cleaning rags or similar

material is stored together with flammable liquids

C5.1.2.28 WATER ENVIRONMENTS

A contractor must ensure that where construction work is done over or in close proximity to
water, provision is made for —
. preventing persons from falling into water; and

. the rescuing of persons in danger of drowning.

A contractor must ensure that where a person is exposed to the risk of drowning by falling into
the water, the person is provided with and wears a lifejacket.

C5.1.2.29 FIRE PRECAUTIONS ON CONSTRUCTION SITES

A contractor must, in addition to compliance with the Environmental Regulations for
Workplaces, 1987, ensure that —

. all appropriate measures are taken to avoid the risk of fire;

. sufficient and suitable storage is provided for flammable liquids, solids and gases;

. smoking is prohibited and notices in this regard are prominently displayed in all
places containing readily combustible or flammable materials;

. in confined spaces and other places in which flammable gases, vapours or dust can
cause danger-

. only suitably protected electrical installations and equipment, including portable
lights, are used,;

. there are no flames or similar means of ignition;

. there are conspicuous notices prohibiting smoking;

. oily rags, waste and other substances liable to ignite are without delay removed to a
safe place; and

. adequate ventilation is provided;

. combustible materials do not accumulate on the construction site;

. welding, flame cutting and other hot work are done only after appropriate precautions
have been taken to reduce the risk of fire;

. suitable and sufficient fire-extinguishing equipment is placed at strategic locations or

as may be recommended by the Fire Chief or local authority concerned, and that
such equipment is maintained in a good working order;

. the fire equipment contemplated above is inspected by a competent person, who has
been appointed in writing for that purpose, in the manner indicated by the
manufacturer thereof;
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. a sufficient number of workers are trained in the use of fire- extinguishing equipment;

. where appropriate, suitable visual signs are provided to clearly indicate the escape
routes in the case of a fire;

. the means of escape is kept clear at all times;

. there is an effective evacuation plan providing for all -

. persons to be evacuated speedily without panic;

. persons to be accounted for; and

. plant and processes to be shut down; and

. a siren is installed and sounded in the event of a fire.

C5.1.2.30CONSTRUCTION EMPLOYEES' FACILITIES

A contractor must, in terms of the Construction Regulations 2014, provide:

. Shower facilities after consultation with the employees or employees representatives,
or at least one shower facility for every 15 persons;

. at least one sanitary facility for each sex and for every 30 workers;

. changing facilities for each sex;

. and sheltered eating area.

A contractor must provide reasonable and suitable living accommodation for the workers at
construction sites who are far removed from their homes and where adequate transportation
between the site and their homes, or other suitable living accommodation, is not available.

C5.1.2.31FALL PROTECTION

The Contractor must:

. designate a competent person to be responsible for the preparation of a fall protection
plan

. ensure that the fall protection plan contemplated above is implemented, amended
where and when necessary and maintained as required; and

. take steps to ensure continued adherence to the fall protection plan.

A fall protection plan contemplated above must include-

. a risk assessment of all work carried out from a fall risk position and the procedures
and methods used to address all the risks identified per location;

. the processes for the evaluation of the employees' medical fithess necessary to work
at a fall risk position and the records thereof;

. a programme for the training of employees working from a fall risk position and the
records thereof;

. the procedure addressing the inspection, testing and maintenance of all fall protection
equipment; and

. a rescue plan detailing the necessary procedure, personnel and suitable equipment

required to affect a rescue of a person in the event of a fall incident to ensure that the
rescue procedure is implemented immediately following the incident.

A contractor must ensure that a construction manager appointed under regulation 8(1) is in
possession of the most recently updated version of the fall protection plan.

A contractor must ensure that all unprotected openings in floors, edges, slabs, hatchways and
stairways are adequately guarded, fenced or barricaded or that similar means are used to
safeguard any person from falling through such openings;
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Also that no person is required to work in a fall risk position, unless such work is performed
safely as contemplated in above and fall prevention and fall arrest equipment are approved
as suitable and of sufficient strength for the purpose for which they are being used, having
regard to the work being carried out and the load, including any person, they are intended to
bear; and securely attached to a structure or plant, and the structure of plant and the means
of attachment thereto are suitable and of sufficient strength and stability for the purpose of
safely supporting the equipment and person who could fall, and fall arrest equipment is used
only where it is not reasonably practicable to use fall prevention equipment.

C5.1.2.32 TEMPORARY WORKS

A contractor must appoint a temporary works designer in writing to design, inspect and
approve the erected temporary works on site before use.

A contractor must ensure that all temporary works operations are carried out under the
supervision of a competent person who has been appointed in writing for that purpose.

A contractor must ensure that-
. all temporary works structures are adequately erected, supported, braced and

maintained by a competent person so that they are capable of supporting all
anticipated vertical and lateral loads that may be applied to them, and that no loads
are imposed onto the structure that the structure is not designed to withstand;

. all temporary works structures are done with close reference to the structural design
drawings, and where any uncertainty exists the structural designer should be
consulted;

. detailed activity specific drawings pertaining to the design of temporary works

structures are kept on the site and are available on request to an inspector, other
contractors, the client, the client's agent or any employee;

. all persons required to erect, move or dismantle temporary works structures are
provided with adequate training and instruction to perform those operations safely;

. all equipment used in temporary works structure are carefully examined and checked
for suitability by a competent person, before being used;

. all temporary works structures are inspected by a competent person immediately

before, during and after the placement of concrete, after inclement weather or any
other imposed load and at least on a daily basis until the temporary works structure
has been removed and the results have been recorded in a register and made
available on site;

. no person may cast concrete, until authorization in writing has been given by the
competent person contemplated above;

. if, after erection, any temporary works structure is found to be damaged or weakened
to such a degree that its integrity is affected, it is safely removed or reinforced
immediately;

. adequate precautionary measures are taken in order to-

. secure any deck panels against displacement; and

. prevent any person from slipping on temporary works due to the application of
release agents;

. as far as is reasonably practicable, the health of any person is not affected through
the use of solvents or oils or any other similar substances;

. upon casting concrete, the temporary works structure is left in place until the concrete

has acquired sufficient strength to safely support its own weight and any imposed
load, and is not removed until authorization in writing has been given by the
competent person
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. the foundation conditions are suitable to withstand the loads caused by the temporary
works structure and any imposed load in accordance with the temporary works
design.

. provision is made for safe access by means of secured ladders or staircases for all
work to be carried out above the foundation bearing level;

. a temporary works drawing or any other relevant document includes construction
sequences and methods statements;

. the temporary works designer has been issued with the latest revision of any relevant
structural design drawing;

. a temporary works design and drawing is used only for its intended purpose and for
a specific portion of a construction site; and

. the temporary works drawings are approved by the temporary works designer before

the erection of any temporary works.

No contractor may use a temporary works design and drawing for any work other than its
intended purpose.

C5.1.2.33EXCAVATION

A contractor must-

. ensure that all excavation work is carried out under the supervision of a competent
person who has been appointed in writing for that purpose; and
. evaluate, as far as is reasonably practicable, the stability of the ground before

excavation work begins.

C5.1.234 TUNNELLING

A contractor who performs excavation work-
. must take reasonable and sufficient steps in order to prevent, as far as is reasonably

practicable, any person from being buried or trapped by a fall or dislodgement of
material in an excavation;

. may not require or permit any person to work in an excavation which has not been
adequately shored or braced: Provided that shoring and bracing may not be
necessary where-

. the sides of the excavation are sloped to at least the maximum angle of repose
measured relative to the horizontal plane; or

. such an excavation is in stable material: Provided that-

. permission has been given in writing by the appointed competent person
contemplated above upon evaluation by him or her of the site conditions; and

. where any uncertainty pertaining to the stability of the soil still exists, the decision

from a professional engineer or a professional technologist competent in excavations
is decisive and such a decision must be noted in writing and signed by both the
competent person and the professional engineer or technologist, as the case may
be;

. must take steps to ensure that the shoring or bracing contemplated above is designed
and constructed in a manner that renders it strong enough to support the sides of the
excavation in question;

. must ensure that no load, material, plant or equipment is placed or moved near the
edge of any excavation where it may cause its collapse and consequently endangers
the safety of any person, unless precautions such as the provision of sufficient and
suitable shoring or bracing are taken to prevent the sides from collapsing;
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. must ensure that where the stability of an adjoining building, structure or road is likely
to be affected by the making of an excavation, steps are taken to ensure the stability
of such building, structure or road and the safety of persons;

. must cause convenient and safe means of access to be provided to every excavation
in which persons are required to work, and such access may not be further than six
meters from the point where any worker within the excavation is working;

. must ascertain, as far as is reasonably practicable, the location and nature of
electricity, water, gas or other similar services which may in any way be affected by
the work to be performed, and must before the commencement of excavation work
that may affect any such service, take the steps that are necessary to render the
circumstances safe for all persons involved;

. must ensure that every excavation, including all bracing and shoring, is inspected-

. daily, prior to the commencement of each shift;

. after every blasting operation;

. after an unexpected fall of ground,;

. after damage to supports; and

. after rain,

. by the competent person, in order to ensure the safety of the excavation and of

persons, and those results must be recorded in a register kept on site and made
available on request to an inspector, the client, the client's agent, any other contractor
or any employee;

. must cause every excavation which is accessible to the public or which is adjacent
to public roads or thoroughfares, or whereby the safety of persons may be
endangered, to be —

. adequately protected by a barrier or fence of at least one metre in height and as close
to the excavation as is practicable; and
. provided with warning illuminates or any other clearly visible boundary indicators at

night or when visibility is poor, or have resort to any other suitable and sufficient
precautionary measure where this is not practicable;

. must ensure that all precautionary measures stipulated for confined spaces as
determined in the General Safety Regulations, 2003, are complied with by any person
entering any excavation;

. must, where the excavation work involves the use of explosives, appoint a competent
person in the use of explosives for excavation, and must ensure that a method
statement is developed by that person in accordance with the applicable explosives
legislation; and

. must cause warning signs to be positioned next to an excavation within which or
where persons are working or carrying out inspections or tests.

C5.1.2.35SCAFFOLDING

A contractor must appoint a competent person in writing who must ensure that all scaffolding
work operations are carried out under his or her supervision and that all scaffold erectors,
team leaders and inspectors are competent to carry out their work.

A contractor using access scaffolding must ensure that such scaffolding, when in use,
complies with the safety standards incorporated for this purpose into these Regulations under
section 44 of the Act.
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C5.1.2.36 HAZARDOUS CHEMICAL SUBSTANCES (HCS)

In addition to the requirements in the HCS Regulations, the principal contractor must provide

proof in the Health and Safety Plan that:

. Material Safety Data Sheets (MSDS’s) of the relevant materials / hazardous chemical
substances are available prior to use by the contractor. All MSDS’s shall be available
for inspection by the agent at all times.

. Risk assessments are done at least once every 6 months.

. Exposure monitoring is done according to OESSM and by an Approved Inspection
Authority (AIA) and that the medical surveillance programme is based on the
outcomes of the exposure monitoring.

. How the relevant HCS’s are being/going to be controlled by referring to:
. Limiting the amount of HCS

. Limiting the number of employees

. Limiting the period of exposure

. Substituting the HCS

. Using engineering controls

. Using appropriate written work procedures

. The correct PPE is being used.

. HCS are stored and transported according to SANS 072 and 0228.

. Training with regards to these regulations was given.

The Health and Safety plan should make reference to the disposal of hazardous waste on
classified sites and the location thereof (where applicable).

The First Aider must be made aware of the MSDS and trained in how to treat HCS incidents
appropriately.

C5.1.2.37 NOISE INDUCED HEARING LOSS

Where noise is identified as a hazard the requirements of the NIHL regulations must be
complied with and the following must be included / referred to in the Health and Safety Plan:

. Proof of training with regards to these regulations.

. Risk assessment done within 1 month of commencement of work.

. That monitoring carried out by an AIA and done according to SANS 083.

. Medical surveillance programme established and maintained for the necessary
employees.

. Control of noise by referring to:

. Engineering methods considered

. Admin control (number of employees exposed) considered

. Personal protective equipment considered/decided on

. Describe how records are going to be kept for 40 years.

C5.1.2.38 PERSONAL PROTECTIVE EQUIPMENT (PPE)

The Contractor shall carry out PPE or clothing needs analysis in accordance with his risk
assessment, to determine the necessary PPE or clothing to be used during construction. The
Contractor shall make provision and keep adequate quantities of SANS approved PPE or
clothing on site at all times.

The Contractor must ensure that personnel are trained in the correct use of PPE to be used.
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The Contractor must ensure that lost, stolen, worn out or damaged PPE is replaced as
required and receipt signed for by employees on site.

C5.1.2.39 PRESSURE VESSELS (INCLUDING GAS BOTTLES)

The Contractor shall comply with Pressure Vessel Regulations, including:

. Providing competency and awareness training to the operators;

. Providing PPE or clothing;

. Providing and maintain appropriate signage in areas where pressure vessels are
used, as applicable;

. Inspect equipment regularly and keep records of inspections;

. Providing appropriate fire fighting equipment (Fire Extinguishers).

C5.1.2.40 FIRE EXTINGUISHERS AND FIRE FIGHTING EQUIPMENT

The Contractor shall provide adequate, regularly serviced fire extinguishers located at
strategic points on site. The Contractor shall keep spare serviced portable fire extinguishers.
The Contractor shall have adequate persons trained or competent to use the Fire Fighting
Equipment.

Safety signage shall be posted up in all areas where fire extinguishers are located.

C5.1.2.41LIFTING MACHINERY AND TACKLE

The Contractor shall ensure that lifting machinery and tackle is inspected before use and on
a monthly basis. The Contractor shall have lifting machinery and tackle inspector who will
inspect the equipment at intervals required by the Driven Machinery Regulations, taking into
account that:

. All lifting machinery and tackle have a safe working load clearly indicated;

. Regular inspection and servicing is carried out;

. Records are kept of inspections and of service certificates;

. Thorough examinations are carried out by competent personnel at the frequencies
required by legislation

. There is proper supervision in terms of guiding the loads which includes a trained

banks man to direct and check lifting tackle if it is safe for use.

C5.1.2.42 LADDERS AND LADDER WORK

The Contractor shall ensure that all ladders are humbered and inspected regularly keeping
record of inspections. It should be noted that Aluminium ladders are preferred to wooden
ladders.

C5.1.2.43GENERAL MACHINERY

The Contractor shall comply with the Driven Machinery Regulations, which include inspecting
machinery regularly, appointing a competent person to inspect and ensure maintenance,
issuing PPE or clothing and training those that use machinery and enforce compliance.

C5.1.2.44PORTABLE ELECTRICAL TOOLS

The Contractor shall ensure that use and storage of all explosive actuating fastening devices
and portable electrical tools are in compliance with relevant legislation.
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The Contractor shall consider that:

. A competent person undertakes routine inspections;

. Only authorised persons use the tools;

. There are safe working procedures applied;

. Awareness training is carried out and compliance is enforced at all times; and
. PPE and clothing is provided and maintained.

C5.1.2.45HIGH VOLTAGE ELECTRICAL EQUIPMENT

The Contractor shall ensure that, where the work is under, on or near high-voltage electrical
equipment the Electrical Installation Regulations, together with safety instructions
(Regulations of the Owner of the Equipment) are complied with. Such equipment includes:

. Eskom and the Local Authority equipment

. The Contractor’'s own power supply; and

. Electrical equipment being installed but not yet taken over from a Contractor by The
Client.

C5.1.2.46 PUBLIC HEALTH AND SAFETY

The Contractor shall ensure that each person working on or visiting a site, and the surrounding
community, shall be made aware of the dangers likely to arise from on-site activities and the
precautions to be observed to avoid or minimize those dangers. Appropriate health and safety
signage shall be posted at all times.

C5.1.2.47NIGHT WORK

The Contractor shall not undertake any night work without prior arrangement and a written
permit from the Client. The Contractor shall ensure that adequate lighting is provided for all
night work and failure to do so shall result in work being stopped.

C5.1.2.48 ENVIRONMENTAL CONDITIONS AND FLORA AND FAUNA

The Contractor must be mindful of adverse weather conditions upon the health and safety of
the workforce. This includes inclement weather, strong wind, heat stress, extreme cold, etc.
The Contractor’s risk assessment process must take into account the risks associated with
such weather conditions. The same is true when working in an environment where there is a
risk to employees’ health and safety from presence of poisonous flora, or wildlife (including
bees, snakes, etc). The Contractor’s risk assessment process must take these risks into
account.

C5.1.2.49 OCCUPATIONAL HEALTH

Exposure of workers to occupational health hazards and risks are very common in any work
environment, especially in construction. Occupational health hazards and risks exposure is a
major problem and all Contractors are to ensure that proper health and hygiene measures are
put in place to prevent exposure to these hazards and risks.

The occupational hazards and risks may enter the body in three ways:

. Inhalation through breathing e.g. cement dust;
. Ingestion through swallowing maybe through food intake;
. Absorption through the skin (pores) e.g. painting or use of thinners.
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The contractor is required to ensure that all his personnel are medically fit prior to being

allowed onto the work site.

All Contractors should ensure that Occupational Hygiene surveys are conducted as per the
Occupational Health and Safety Act to ensure employees are not exposed to hazards. Risk

Assessments should identify areas where surveys are to be conducted.

C5.1.2.50 SUSPENDED PLATFORMS

A contractor must appoint a competent person in writing who must ensure that all suspended
platforms work operations are carried out under his or her supervision and that all suspended

platform erectors, operators and inspectors are competent to carry out their work.

No contractor may use or permit the use of a suspended platform, unless-

. the design, stability and construction thereof comply with the safety standards

incorporated for this purpose into these Regulations under section 44 of the Act;

. he or she is in possession of a certificate of system design issued by a professional
engineer, certificated engineer or a professional technologist for the use of the

suspended platform system; and

. he or she is, before the commencement of the work, in possession of an operational
compliance plan developed by a competent person based on the certificate of system
design contemplated above and applicable to the environment in which the system

is being used, which operational compliance plan must include proof of the-

. appointment of the competent person;

. competency of erectors, operators and inspectors;

. operational design calculations, which must comply with the requirements of the
system design certificate;

. performance test results;

. sketches indicating the completed system with the operational loading capacity of the
platform;

. procedures for and records of inspections having been carried out; and

. procedures for and records of maintenance work having been carried out.

A contractor making use of a suspended platform system must submit a copy of the certificate
of system design, including a copy of the operational design calculations, sketches and test
results, to the provincial director before commencement of the use of the system and must

further indicate the intended type of work that the system will be used for.

A contractor must submit a copy of the certificate of system design as per regulations for every

new project.

A contractor must ensure that the outriggers of each suspended platform-

. are constructed of material of adequate strength and have a safety factor of at least

four in relation to the load it is to carry; and

. have suspension points provided with stop devices or other effective devices at the

outer ends to prevent the displacement of ropes.

A contractor must ensure that-

. the parts of the building or structure on which the outriggers of a suspended platform
are supported, are checked by means of calculations to ensure that the required

safety factor is adhered to without risk of damage to the building or structure;

. the suspension wire rope and the safety wire rope are separately connected to the
outrigger;
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. each person on a suspended platform is provided with and wears a body harness as
a fall prevention device, which must at all times be attached to the suspended
platform;

. the hand or power-driven machinery to be used for the lifting or lowering of the

working platform of a suspended platform is constructed and maintained in such a
manner that an uncontrolled movement of the working platform cannot occur;

. the machinery referred to above is so situated that it is easily accessible for
inspection;

. the rope connections to the outriggers are vertically above the connections to the
working platform; and

. when the working platform is suspended by two ropes only, the connections of the

ropes to the working platform are of a height above the level of the working platform
to ensure the stability of the working platform.

A contractor must ensure that a suspended platform-
. is suspended as near as possible to the structure to which work is being done to

prevent as far as is reasonably practicable horizontal movement away from the face
of the structure;

. is fitted with anchorage points to which workers must attach the lanyard of the safety
harness worn and used by the worker, and such anchorage connections must have
sufficient strength to withstand any potential load applied to it; and

. is fitted with a conspicuous notice easily understandable by all workers working with
the suspended platform, showing-
. the maximum mass load;

the maximum number of persons; and
. the maximum total mass load, including load and persons, which the suspended

platform can carry.

A contractor must cause-

. the whole installation and all working parts of a suspended platform to be thoroughly
examined by a competent person in accordance with manufacturer's specification;

. the whole installation to be subjected to a performance test as determined by the
standard to which the suspended platform was manufactured;

. the performance test contemplated above to be done by a competent person

appointed in writing, with the knowledge and experience of erection and maintenance
of suspended platforms or similar machinery, and who must determine the
serviceability of the structures, ropes, machinery and safety devices before they are
used, every time suspended platforms are erected; and

. the performance test contemplated above of the whole installation of the suspended
platform to be subjected to a load equal to that prescribed by the manufacturer or, in
the absence of such load, to a load of 110% of the rated mass load, at intervals not
exceeding 12 months and in such a manner that every part of the installation is
stressed accordingly.

A contractor must cause every hoisting rope, hook or other load-attaching device which forms
part of the suspended platform to be thoroughly examined in accordance with the
manufacturer's specification by the competent person before they are used every time they
are assembled, and, in cases of continuous use, at intervals not exceeding three months.

A contractor must ensure that the suspended platform supervisor or the suspended platform
inspector carries out a daily inspection of all the equipment prior to use, including establishing
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whether —

. all connection bolts are secure;

. all safety devices are functioning;

. all safety devices are not tampered with or vandalized;

. the total maximum mass load of the platform is not exceeded;

. the occupants in the suspended platform are using body harnesses which have been
properly attached;

. there are no visible signs of damage to the equipment; and

. all reported operating problems have been attended to.

A contractor must ensure that all inspection and performance test records are kept on the
construction site at all times and made available to an inspector, the client, the client's agent
or any employee upon request.

A contractor must ensure that all employees required to work or to be supported on a
suspended platform are —

. medically fit to work safely in a fall risk position or such similar environment by being
in possession of a medical certificate of fitness;

. competent in conducting work related to suspended platforms safely;

. trained or received training, which includes at least-

. how to access and egress the suspended platform safely;

. how to correctly operate the controls and safety devices of the equipment;

. information on the dangers related to the misuse of safety devices; and

. information on the procedures to be followed in the case of-

. an emergency;

. the malfunctioning of equipment; and

. the discovery of a suspected defect in the equipment; and

. instructions on the proper use of body harnesses.

A contractor must ensure that where the outriggers of a suspended platform are to be moved,
only persons trained and under the supervision of the competent person effect such move,
within the limitation stipulated in the operational compliance plan, and that the supervisor must
carry out an inspection and record the result thereof prior to re-use of the suspended platform.
A contractor must ensure that the suspended platform is properly isolated after use at the end
of each working day in such a manner that no part of the suspended platform presents a
danger to any person thereafter.
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OTHER HEALTH AND SAFETY SPECIFICATION REQUIREMENTS

The contractor must be aware of the following additional requirements:

What

When

Output

Awareness training

At least fortnightly and before

Attendance Register

(Toolbox Talks) hazardous work is carried out
Health and Safety Monthly Minutes signed by the employer
Committee Meetings (Contractor) covering:
a) Health and Safety
Representative Checklist
Health and Safety Reports Monthly Report covering:

a) Incidents/Accidents and
Investigations

b) Non- conformance

c) Health and Safety Training

d) HIRA Updates

e) Internal and External Audits

General Inspections

As per Health and Safety
Specification and OHSA

Report on Health and Safety
Specification and OHSA compliance:
a) Scaffolding

b) Lifting Machinery

c) Excavation

General Inspections

Monthly

Covering:

a) Fire fighting Equipment

b) Portable Electrical Equipment
c) Ladders

Record keeping

Ongoing

Covering:

a) General complaints

b) Fines

c) General incidents

d) MSDS

e) Surveillance Medicals
f) Inspection Register

g) Dept of Labour Notices

Permits Before commencement with As stipulated by the Health and
certain activities Safety Specification and the OHSA /
Construction Regulations
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Key:

OHSA - Occupational Health and Safety Act, 1993

PR&T/ BID 10/2021/22

ANNEXURE A

The Contractor shall submit the info below in an Annexure 2 prior to construction commencement.

Item He;alth and Safety OHSA Requirement Submission date
No. Specification Requirement
1. Notification of Intention to Construction Regulations 2014 At least 7 days before
Commence Construction commencement on site
2. Construction Work Permit Construction Regulations 2014 (but | At least 30 days prior to
only comes into effect from February | project commencement
2017, for the size of R40 Mil contract
value or above)
3. Assignment of Responsible Construction Regulations 2014 Before commencement
Person to Manage Building on site
Work via Health and Safety
Organogram
4. Competency for Health and Client / Client Agent requirement Before commencement
Safety Positions on site
5. Compensation of COIDA Requirement Before commencement
Occupational Injuries and on site
Diseases Act (COIDA) 130 of
1993
6. Occupational Health and Client / Client Agent requirement Before commencement
Safety Policy on site
7. Risk Assessment, Safety Plan | Client / Client Agent requirement Before construction
and Fall Protection Plan, work commences
Demolition Method Statement
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ANNEXURE B - The contractor shall make the following appointments, as required:

Chief Executive Officer (OSHACT 16(1)

Contract Director/Manager (OSHACT 16(2)

Construction Manager (CR 8(1)

Construction Supervisor (CR 8(7)

Assistant Construction Supervisor (CR 8(8)

Construction Safety Officer (CR 8(5)

Safety Representative (where > 20 employees on site)

Temporary work Designer (CR 12(1)

Temporary work Supervisor (CR12(2)

Construction risk assessor (CR 9(1))

Excavation Supervisor (CR13(1)(a)

Scaffold Supervisor (CR16(1)

Suspended Platform Supervisor (CR17(1)

Material Hoist Inspector (CR19(8)(a)

Material Hoist Operator (CR19(6)

Construction Vehicle and Mobile Plant Operator (CR23(1)(d)(i)

Controller of Temporary Electrical Installations (CR24(c)

Stacking Supervisor (CR28(a)

Fire Extinguishing Equipment Inspector (CR29(h)

Fall Protection Plan Developer (CR 10(1)(a)

Incident Investigator (OSHACT 9(2)

Competent Person — Confined Spaces (GAR 5(1)
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BASELINE RISK ASSESSMENT FOR PROJECT

Irrespective of the risk presented on site, it will be ensured that sufficient supervision is in
place on site, that personnel are trained in accordance with legislation, including the
requirement for site specific inductions on site to inform personnel on site of the risks and
hazards applicable to the site. Site supervision is responsible for ensuring that the control
measures required below are implemented on site.

RISK
RATING
HAZARD RISK (High / MINIMUM CONTROL MEASURES
Medium /
Low)
1.[ Bricklaying Caustic contamination with e M e Use only trained personnel
mortar e Safe means of access to be
Contact with sharp bladed provided
tools e Safe/Suitable working platform
required where working at height
e PPE for mortar to include gloves
where practicable and goggles/
masks where there is a risk of
contamination
2.| Compacting Contact with tipping e M e Trained banksman to control
and Filling materials vehicles movement
Contact with moving plant e Only trained personnel use plant
Vehicles/personnel falling e Personal Protective Equipment to
Into excavations be worn
Contact with underground e Personnel to stand clear as
services materials are being tipped
e Use stop blocks and signs to warn
vehicles of excavations, where
applicable
e Stand clear of plant whilst
materials are being compacted
e Establish position of underground
services and protect services from
damage
3.| Compactor Crushing of feet e M e Only trained and competent
Operations personnel to use the machine
e Ensure operative wears steel toe
cap shoes or boots at all times
4.| Compactor Crushing of feet e M e Only trained and competent
Operations personnel to use the machine
e Ensure operative wears steel toe
cap shoes or boots at all times
5.| Confined Suffocation e H e Ensure that confined space is
Spaces Fumes sufficiently ventilated
e Wear personal protective
equipment such as proper masks if
air supply insufficient or not of
sufficient quality
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e Test oxygen levels in confined
space to ensure that is safe for
entry

e Ensure that emergency
procedures in place

6. Cutting Saw slipping, Blade e M e Only trained operators to use saw
Kerbs disintegrating, Noise and and change blades.
dust e Personal Protective Equipment
must be worn. Gloves, goggles,
dust mask and hearing protection.

e People to be kept away from the
work area.

e Work to cease if people have to
pass.

e Sparks etc. to be directed away
from people and any flammable
material

RISK
RATING
HAZARD RISK (High / MINIMUM CONTROL MEASURES
Medium /
Low)
7. | Cutting Off | Noise e M e Use competent personnel.
Disc Cuts from machine e Hot works control- fire
Fire (particularly at extinguisher, fire watchman.
refuelling) (Permit may be required)
Flying debris e PPE to include gloves, eye
Blade shattering protection, hearing protection
Contamination by fume e Solid working position.
created or exhaust fume e Clear working area

e Correct grade of blade must be
used.

e Good ventilation to be provided
(forced if necessary).

e Changing of wheels to be by
competent persons only

e Cut off discs must not be used for
grinding (grinding disc thicker)

e Bystanders to wear hearing
protection, as applicable

8. | Demolition | Falling materials Premature | e H e Ensure there is a current method
collapse of structure statement in place

e Ensure all emergency procedures
are in place and all details are
displayed

e Ensure that structural demolition
has been approved by the
designer and site management

e Personnel must be competent
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e Ensure at all times there is a safe
means of access and egress

e All personnel must wear suitable
and sufficient Personal Protective
Equipment, including head, eye
and skin protection

9. | Electrical Electric shock Personnel to comply with permits to
Commissio work issued by client
ning Personal protective equipment to be
worn by employees to prevent electric
shock

First aid treatment to be readily

available

Only competent and trained persons

may decommission or commission

electrical equipment
10. | Electric Electric shock e Electric tools and installations to
Tools and Fire be in good condition
Electrical e Inspect electric tools before use
Installations e Do not use electric tools in
wet/damp conditions

e Use personal protective equipment
such as insulated gloves

o Electrical installations register to
be maintained, inspected by
competent person

11. | Excavation | Toxic fumes e Deep excavations / monitor air for
s (Working | Collapse of trench toxic fumes
inand walls/trapping e Prevent collapse by battering back
around) Falling into excavation sides to a safe angle or install
Collapse of adjacent temporary support
structures e Protect vehicles from falling into
excavations — provide barriers,
signage, etc as necessary

e Beware of undermining of other
structures (eg: buildings,
scaffolds)

¢ Record excavation inspections by
competent person on daily basis

e Provide suitable means of
access/egress in case of
emergency.

o Excavations formed by explosives
must be accompanied by method
statement approved by Client

12. | Fire Injuries to workers, ¢ No littering on site which could
pedestrians, residents, road become fire hazard, maintain site
users, damage to property in clean condition.
through fire e No fires to be lit on site. Have a

working fire extinguisher at hand at
all times.
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¢ No smoking or naked flame near
flammable substances or in
unauthorised areas

e Ensure proper storage/use of
Petrol/diesel/flammable
substances — post warning notices

13. | Flammable | Fire e H ¢ No littering on site which could
Liquids and | Explosion become fire hazard, maintain site
Gases (Use in clean condition.
of) e Have a working fire extinguisher at

hand at all times.

e No smoking or naked flame near
flammable substances or in
unauthorised areas

e Ensure proper storage/use of
Petrol/diesel/flammable
substances — post warning notices

e Equipment must be in good
condition, maintained

e Personnel using substances must
be trained in safe use and risks

14. | Fragile Persons or items falling e H ¢ All fragile materials to be identified

Materials through fragile materials and protected prior to work
commencing.

e Protection to include either
covering the fragile materials or
excluding activity.

e Any coverings to be secured in
place

e The location of the fragile
materials to be indicated by

signage
15. | Hand tools | Injuries caused by use of e L e Ensure:
hand tool_ e Tool is correct for job
Impact with the tool Falls e Toolis in good order and suitably
due to access problems sharp
Contamination with e Personnel must be
substance being worked competent/instructed in tool usage

and tool safely

e Lighting is sufficient

e Access is safe, working platform is
secure, leading edge is guarded

e Operative is wearing all necessary

PPE
16. | Hazardous | Injuries to workers through e H e Use substances in accordance
Substances | use of hazardous with data sheet, particularly
substances, eg: injuries to reference protective clothing
eyes, skin, etc required (example: gloves,

goggles, etc)
e Know what First Aid measures are
e Have welfare facilities available for
washing of hands, etc
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17. | Hot Works

Burns to eyes or other parts
of the body

e Personal Protective Equipment to
include eye, skin and hearing
protection

e Respirator maybe be required
where cutting galvanized steel or
anywhere else toxic fumes and
gases arise. Dust can also be a
problem and forced ventilation
may be required.
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RISK
RATING
HAZARD RISK (High / MINIMUM CONTROL MEASURES
Medium /

Low)

18. | Kerb Nips at joints e M e Impervious gloves and barrier
Laying Crushing by kerbs cream to be used to protect hands.
Caustic burns e Personnel should be aware of safe
manual handling techniques when
handling kerbs.

19. | Members of | Injury to member of public e L e Barriers and signage to be in place

Public — and road users from site ° Workers must warn away any

Protection | works members of public from the works

of e Footpaths and bridges which are
open to public must be closed off if
in area of works or otherwise
made safe so that no injury occurs
to members of public

e Traffic turning into site — traffic
management and signage as
required.

e Signage to be on road at site
entrance warning motorists that
construction traffic turning into/out
of site access. Keep roads free of
mud where possible

e Refer to plant risk assessment for
details on plant safety precautions

e NOTE: SIGNAGE TO BE
POSTED ON SITE TO WARN OF
CONSTRUCTION TRAFFIC
MOVEMENTS. SAFE MEANS OF
ACCESS FOR BOTH
CONSTRUCTION TRAFFIC TO
SITE AND PRIVATE
HOMEOWNERS MUST BE
AGREED.

20. | Mobile Collapse of structure e H e Ensure emergency procedures are

Crane Overturning of structure in place and all operative are

Erection Falling materials aware of the details

and e Only use trained and competent

Dismantling operators for the erection and

and Use dismantling and use of cranes

e Ensure crane driver is trained and
holds certification as proof. Must
have valid medical certificate of
fitness.

e Ensure there is safe means of
access available at all times

e Ensure the mobile crane driver has
360° vision if not ensure a fully
trained banksman is used

e Banksman to wear reflector vest to
identify himself to the crane driver
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e Ensure all personnel wear suitable
and sufficient personal protective
equipment

e Consider creating exclusion areas
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HAZARD

RISK

RISK
RATING
(High /

Medium /

Low)

MINIMUM CONTROL MEASURES

=N

Night Work

Security
Lighting

e H

The Contractor shall not undertake
any night work without prior
arrangement and a written permit
from the Client.

The Contractor shall ensure that
adequate lighting is provided for all
night work and failure to do so shall
result in work being stopped.

Noise and
Dust

Breathing in dust can cause
long term health problems,
noise can damage hearing

Wear respiratory and hearing
protection

Dampen down and minimise dust
where possible.

Overhead
Services
(Working
near)

Contact with live services
causing injury to personnel

Damage caused to services

Maintain safe clearance levels
Establish presence of any
services via proper walk through
survey of site and/or means of
service drawings

Wear personal protective clothing
Ensure height of plant/vehicles
does not compromise or exceed
clearance levels for overhead
services

Obtain information on clearance
levels from service provider

Painting

Contact with paint

Refer to safety data sheet for
usage instructions, hazards and
precautions required.

When working at height, refer to
risk assessment addressing this
hazard below.

Paving
(Laying)

Impact injuries from tile /
mallet

Caustic burns

Sore knees

Cuts from cutter

Impervious gloves to be worn/
barrier cream to be used

Kneelers or similar to be available
Personal protective equipment to
be worn — for example if saw used
to cut pavers

Plant or
Vehicles and
Equipment
Operation

Workers injured by passing
traffic

Road users and pedestrians
at risk from plant operation
Noise

Implement traffic protection
measures

Trained and competent operators
must be used

Check plant and vehicles on daily
basis before use and record
inspections. Maintain vehicles in
safe condition.

Medical certificates of fithess
required for construction plant.
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e Crossing of road by construction
vehicles or machines must be
limited to the practical minimum

e Plant and vehicles must be fitted
with amber rotating beacons and
reverse alarms.

e Wear appropriate protective
clothing/equipment, eg: goggles,
gloves, ear defenders, etc as
appropriate.
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RISK
RATING
HAZARD RISK (High / MINIMUM CONTROL MEASURES
Medium /

Low)

Plastering Falling materials e M e Ensure standard safety

Fall from height procedures are followed

Contact with materials e Ensure there is a safe working
area

e Ensure safe access and egress

e Ensure competent personnel are
used

~N N

2 | Plumbing Falling material e M e Ensure standard safety

8 Falling from height procedures are followed at alll

Fire times

Burns e Only used trained and competent

Exposure to lead fumes personnel

e Ensure there is a safe working
area at all times

o Ensure materials are stored neatly

e Ensure there is safe access and
egress at all times

e Ensure all personnel wear suitable
and sufficient personal protective
equipment

e Consider a hot works permit
system prior to commencing any
hot works

e Make sure emergency procedures
are in place and ensure all
personnel are aware of where to
go in case of a fire

2 | Rope access | Personnel falling form height | ¢  H Ensure:

9 Falling debris e competent person appointed in

Those beneath being injured writing to supervise all rope
access work on the site,

e compliance to Construction
Regulations 2014, particularly
regulation 18 and 10;

e ensure all rope access work is
carried out under supervision of a
competent person;

o all rope access operators are
competent and licensed to carry
out their work.

¢ the design, selection and use of
the equipment and anchors
comply with the safety standards
incorporated for this purpose into
these Regulations under section
44 of the Act

e Site specific fall protection plan
has been developed by a
competent person applicable to
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the specific work and environment
prior to the commencement of the
work, including records of
maintenance and inspections of all
the equipment used for the work
operations.

e adequate measures are in place to
allow rescue procedures to
commence immediately in the
event of a fall incident taking
place.
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HAZARD

RISK

RISK
RATING
(High /

Medium /

Low)

MINIMUM CONTROL MEASURES

Scaffold
Erection/
Dismantling

Personnel falling from a
height

Items of scaffold falling onto
personnel

Scaffold collapsing onto
those below

e H

Ensure

scaffold is designed to take the
imposed loads

scaffolding is constructed properly
scaffold is not overloaded
scaffolders are fully trained
scaffolding is regularly checked by
competent person and record of
inspection retained. Written
inspections to be recorded on
weekly basis

scaffolders must adhere to the
safe systems of work.

all fall arrest equipment to be
checked and certified in good
working order

that ALL understand the safe
system of work

Site Strip

Overturning Vehicles

Follow standard safety procedures
Only use trained and competent
personnel

Ensure there is a suitable and safe
means of access and egress
Ensure banksman used when
required

Ensure all personnel wear suitable
reflector vests as required

Snakes

Snake bite

Quialified first aider required for
site who can treat snakebite
Snake bite kit to be on hand
Check area before working

Find out nearest hospital and get
emergency telephone numbers.

w w

Steel
Erection

Falls from height

Falling components
Contact injuries from falling
lifting equipment

Adhere to all general precautions
for working at height (See risk
assessment below)

Barrier off / exclude area below
work

All lifting appliances to be
examined and inspected
Inspection register in place and up
to date

All personnel to be trained and
competent and wear clipped on
safety harnessed when working at
height
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e Ensure that lifting equipment
(slings, chains, shackles) test
certificates are current and on site.

e Competent persons only to
connect loads and direct plant

3 | Steel Fixing Back injuries caused by e M e PPE must include safety boots and
4 manual handling goggles
Eye injuries from tie wire e Manual handling training may be
Trips / falls required
Falling form height e Care to be taken when working

near over head lines

e Use only trained personnel

e Provide safe means of access

e Maintain and regularly inspect all
lifting appliances and equipment

e Cap starter bars to prevent injuries
where feasible

e Construct scaffold walk ways to
cross reinforcing mesh, as
required
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RISK
RATING
HAZARD RISK (High / MINIMUM CONTROL MEASURES
Medium /

Low)

Temporary Collapse of form work e H e Wear personal protective

Works — equipment such as gloves and
shoring, goggles

scaffold, e Formwork must be built by trained
falsework, person and also be inspected by
formwork competent person and results
entered into register on site

g w

3 | Tower Over Turning e H e Tower to be on firm level ground

6 | (Mobile Falls with wheels or feet properly

Aluminium supported.

Tower) e Height not to exceed 3 times the

Scaffold base dimension. i.e. 2x3m Base
Tower not exceed 6m.

e Erection by competent person

e Inspection before first use

e Weekly record of inspection
required

e Guard rails and Toe boards as per
normal scaffolds

e Beware when moving of overhead
obstructions, such as power lines

¢ Never move in strong winds

Troxler — use | Radiation exposure e H Ensure

of Transportation and storage e Training of Troxler gauge

of nuclear equipment operators in basic radiation safety

Working in road and correct operating procedure to
satisfactory level of competence

e An enclosed vehicle must be used
for transport of the gauge

e After use and before storing the
gauge, a visual check to be carried
out to confirm shutter is properly
closed

e Warning signage to be displayed
at entrance to store indicating
presence of radioactive material

e Wear reflective vests when
working in or near the road or road
shoulder as well as any other
required personal protective
clothing.

~N W

Working at Personnel falling form height [ ¢ H e All access equipment is properly

Height Falling debris constructed (inspections record

Those beneath being injured must be maintained)

e Only trained personnel construct,
dismantle or control the access
equipment

o W
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e All access equipment must have
full toe boards and guardrails -
comply with SANS 10085 on
erection, use and dismantling of
scaffolding

e No access equipment may be
loaded above the level of the
guardrail

¢ No access equipment to be loaded
above its safe working load

e Where work involves leaning out
on an open leading edge, then all
personnel are to be fitted with full
body harness. The harness must
be connected at all times

e All fall arrest equipment to be
correctly maintained

e Ensure if ladders are being used
for access, they are either footed
or tied. Also the ladder must be
set at the correct level of 1 in 4 or
approximately 75°
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RISK
RATING
HAZARD RISK (High / MINIMUM CONTROL MEASURES
Medium /
Low)
3 | Work over or | Drowning H e Evaluate depth of water, height
9 | nextto Water above water that work takes place,

whether workers can swim or not
and then determine safety
precautions required: these may
include such measures such as
barriers, signage, life belts, safety
harnesses, etc

e When working on
river/harbour/dam edge - erect life
saving devices and barriers to
protect workers and vehicles (stop
blocks may also be required).
Only trained and competent
persons to be used.
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ISSUE REGISTER

Date of Original Safety

Specification Compilation Compiled By Issue Date Revision Date

Acknowledgement:

L, representing

(Contractor), have satisfied

myself with the content of this Health and Safety Specification and shall ensure that our employees and
contractors on site comply with the requirements of this document, our safety documentation and health
and safety legislation.

Signature of Contractor Date
Comments:
Contractor Witness 1 Witness 2 Employer Witness 1 Witness 2
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C5.2: ENVIRONMENTAL MANAGEMENT PLAN (EMP)
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FREE STATE PROVINCIAL GOVERNMENT
DEPARTMENT OF POLICE, ROADS AND
TRANSPORT

PR&T/ BID 10/2021/22

REQUEST FOR THE APPOINTMENT OF A CONSTRUCTION
COMPANY OF A CIDB 6CEPE/7E FOR THE
REFURBISHMENT AND ASPHALT SURFACING OF BRIDGE
NR 981, STEEL BRIDGE OVER THE RIET RIVER
(KOFFIEFONTEIN) ON THE (R48)

Part C5.2: Environmental Management Requirements
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C5.2.3: DEFINITIONS
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C5.2: ENVIRONMENTAL MANAGEMENT PLAN (EMP)

C5.2.1 SCOPE
This Specification covers the minimum requirements, but not limited thereto, for controlling
the impact of construction activities on the environment. It contains clauses that are generally
applicable to the undertaking of civil engineering works in areas where it is necessary to
impose pro-active controls on the extent to which the construction activities impact on the
environment.

Interpretations and variations of this Specification are set out in the Specification Data.
C5.2.2 NORMATIVE REFERENCES

C5.2.2.1 Supporting specifications

Where this Specification is required for a project the following specifications shall, inter alia,
form part of the Contract Document.

a) Specification Data;

b) SANS 1200 Series of Standardized Specifications;

C) SANS 1200 A or SANS 1200 AA, as applicable;

d) Specification OHS;

e) Occupational health and safety Construction Regulations, 2014;

f) National Environmental Management Act (NEMA), 1998 (Act 107 of 1998) and
subsequent Acts and Regulations;

Q) National Water Act (NWA), 1998 (Act 36 of 1998).

h) Any management reports, specialist reports and environmental authorisations that

may subsequently be required for activities associated with the project.

Minimum authorisations, permits and/or licenses that may be required as part of this project,

include:

. Environmental Authorisation in terms of NEMA, 1998 (Act 107 of 1998) if any activity
listed under the NEMA EIA Regulations, 2014 (As amended) will be undertaken;

. Water Use License in terms of Section 39 of the NWA, 1998 (Act 36 of 1998) for

General Authorisations for Section 21(c) and (i) water uses.
It remains the responsibility of the principle contractor to ensure compliance with the relevant

environmental legislation and ensure the relevant permits and/or licenses are in place prior to
commencement of works.

C5.2.3 DEFINITIONS

For the purposes of this Specification the definitions and abbreviations given in the applicable
specifications listed in C3.3.2.1 and the following definitions shall apply:

. OHS: Occupational Health and Safety.
. Construction Regulations: Construction Regulations, 2014 of the OHS Act (Act No.
85 of 1993).
. National Environmental Management Act (NEMA), 1998 (Act 107 of 1998) and sub-
regulations.
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. National Water Act (NWA), 1998 (Act 36 of 1998) and associated General
Authorisations.
C5.2.3.1 Characteristics of a watercourse
The resource quality of a watercourse within the extent of a watercourse.
C5.2.3.2 Construction
Any works undertaken to initiate or establish impeding or diverting or modifying resource
quality, for the first time, including vegetation removal, site preparation and ground leveling.
C5.2.3.3 Diverting
To, in any manner, cause the instream flow of water to be rerouted temporarily or permanently.
C5.2.3.4 Emergency incident
An unexpected sudden occurrence leading to a potential or serious danger to the public.
C5.2.3.5 Emergency situation
Any emergency that developed that require immediate intervention for continuation of existing
essential service delivery.
C5.2.3.6 Environment
The surroundings within which humans exist and that are made up of:
0] the land, water and atmosphere of the earth;
(ii) micro-organisms, plant and animal life;
(iii) any part or combination of (i) and (ii) and the interrelationships among and between
them; and
(iv) the physical, chemical, aesthetic and cultural properties and conditions of the
foregoing that influence human health and well-being.
C5.2.3.7 Extent of a watercourse
0) The outer edge of the 1 in 100 year flood line and/or delineated riparian habitat,
whichever is the greatest distance, measured from the middle of the watercourse of
a river, spring, natural channel, lake or dam; and
(ii) Wetlands and pans: the delineated boundary (outer temporary zone) of any wetland
or pan.
C5.2.3.8 Flow-altering
To, in any manner, alter the instream flow route, speed or quantity of water temporarily or
permanently.
C5.2.3.9 Impeding
To, in any manner, hinder or obstruct the instream flow of water temporarily or permanently,
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but excludes the damming of flow so as to cause storage of water.

C5.2.3.10 Pollution

Any change in the environment caused by:

0] Substances;
(i) Radio-active or other waves; or
(iii) Noise, odours, dust or heat,

emitted from any activity, including the storage or treatment of waste or substances,
construction and the provision of services, whether engaged in by any person or an
organ of state, where that change has an adverse effect on human health or well-
being or on the composition, resilience and productivity of natural or managed
ecosystems, or on materials useful to people, or will have such an effect in the future.

C5.2.3.11 Potentially hazardous substances

A substance that, in the reasonable opinion of the Engineer, can have a deleterious effect on
the environment.

C5.2.3.12Reqgulated area of a watercourse

For Section 21(c) or (i) of the NWA, 1998 (Act 36 of 1998) water uses in terms of Government
Notice 509 General Authorisation, 2016, means:

0] The outer edge of the 1 in 100 year flood line and/or delineated riparian habitat,
whichever is the greatest distance, measured from the middle of the watercourse of
a river, spring, natural channel, lake or dam;

(i) In the absence of a determined 1 in 100 year flood line or riparian area the area within
100m from the edge of a watercourse where the edge of the watercourse is the first
identifiable annual bank fill flood bench [Subject to compliance to Section 144 of the
NWA, 1998 (Act 36 of 1998)]; or

(iii) A 500m radius from the delineated boundary (extent) of any wetland or pan.

C5.2.3.13 Rehabilitation

The process of reinstating natural ecological driving forces within part of the whole of a
degraded watercourse to recover former or desired ecosystem structure, function, biotic
composition and associated ecosystem services.

C5.2.3.14 Relevant authority

0] A municipality with jurisdiction over the area in which an incident occurs;

(i) A provincial head of department or any other provincial official designated for that
purpose by the MEC in a province in which an incident occurs;

(i) The Director-General;

(iv) Any other Director-General of a national department.

C5.2.3.15Reportable incident

Any incident, including leakages or spillages, at or near any existing structure, or that occurs
during works performed at any structure, that has the potential to have a detrimental effect on
surface- and/or groundwater resources, including potentially harmful effects to humans, any
aguatic biota, or the resource quality, or that can cause potential damage to property, as well
as any incident that can lead to or cause any contravention of any of the provisions of
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Government Notice 509 General Authorisation in terms of Section 39 of the NWA, 1998 (Act
36 of 1998) for water uses as defined in Section 21(c) or Section 21(i).

C5.2.3.16 Riparian habitat

Includes the physical structure and associated vegetation of the areas associated with a
watercourse which are commonly characterized by alluvial soils, and which are inundated or
flooded to an extent and with a frequency sufficient to support vegetation of species with a
composition and physical structure distinct from those of adjacent land areas.

C5.2.3.17 Significant impact

An impact that may have a notable effect on one or more aspects of the environment or may
result in non-compliance with accepted environmental quality standards, thresholds or targets
and is determined through rating the positive and negative effects of an impact on the
environment based on criteria such as duration, magnitude, intensity and probability of
occurrence.

C5.2.3.18 Specialist
A person that is generally recognized within the scientific community as having the capability
of undertaking, in conformance with generally recognized scientific principles, specialist

studies or preparing specialist reports, including due diligence studies and socio-economic
studies.

C5.2.3.19 Water user

Any person who intends to use water in terms of Section 21(c) or (i) of the NWA, 1998 (Act
36 of 1998) and has the responsibility to comply with the provisions of the Act.

C5.2.3.20 Watercourse

0] A river or spring;

(ii) A natural channel in which water flows regularly or intermittently;

(iii) A wetland, lake or dam into which, or from which, water flows; and

(iv) A collection of water which the Minister may, by notice in the Gazette, declare to be
a watercourse, and a reference to a watercourse includes, where relevant, its bed
and banks.

C5.24 REQUIREMENTS

C5.2.4.1 Materials

C5.24.1.1 Bitumen

The Contractor shall implement appropriate management measures to prevent spillage of
bitumen and/or bitumen products, e.g. binders to the surrounding environment and water
resources. Bitumen and/or bitumen products shall be stored in suitable closed containers in a
designated and secured area outside the 1 in 50 year flood line of a watercourse and should
be approved by the Engineer. The storage area shall have an impermeable layer and be
bunded with a capacity to contain a minimum of 110% of the total volume of bitumen stored.
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Unused or rejected bitumen shall be returned to the supplier. The spoiling of bituminous
products on site, over embankments, in borrow pits or any burying will be strictly prohibited.
Any spillage of bituminous products shall be cleaned immediately and the affected area shall
be reinstated. Material contaminated with bitumen or bitumen products shall be disposed of
at an approved landfill site for hazardous waste or collected by a registered hazardous waste
removal company. The Contractor shall supply the Engineer with a certificate of disposal or

collection of any hazardous waste.

C5.2.4.2 Plant

Ch.2.4.2.1 Ablution facilities

Adequate temporary chemical toilets shall be provided for the workforce in accordance with
guidelines for the number of workers on Site (recommended 1:15 workers on site). These
ablution facilities shall be located within 100m of construction areas and shall be placed
outside the 1 in 50 year flood line or no closer than 100m from any watercourse. The facilities

shall be secured to the ground to prevent them from toppling.

The Contractor shall ensure that no spillage occurs when the toilets are cleaned or emptied
and that the contents are properly stored and removed from Site. Discharge of waste from
toilets into the environment and burial of waste is strictly prohibited. The Contractor shall

supply the Engineer with a service certificate of the ablution facilities.

Washing whether of the person or of personal effects and acts of excretion and urination are

strictly prohibited other than at the facilities provided.

C5.24.2.2 Solid waste management

The Contractor shall provide sufficient bins with lids on Site to collect the solid waste produced
on a daily basis. Solid, non-hazardous waste shall be disposed of in the bins provided and no
on-site burying, dumping or burning of any waste materials, vegetation, litter or refuse shall
occur. Bins shall not be allowed to become overfull and shall be emptied a minimum of once
daily. The waste may be temporarily stored on Site in a central waste area that is weatherproof
and scavenger-proof, and which the Engineer has approved, provided it does not exceed the
thresholds for storage and/or managing of waste requiring a Waste Management License in

terms of the NEM: Waste Act, 2008 (Act 59 of 2008).

All solid waste shall be disposed of off-site at an approved landfill site. The Contractor shall

supply the Engineer with a certificate of disposal.

C5.2.4.23 Contaminated water

The Contractor shall set up a contaminated water management system, which shall include
collection facilities to be used to prevent pollution, as well as suitable methods of disposal of
contaminated water. The Contractor shall prevent the discharge of water contaminated with
any pollutants, such as soaps, detergent, cements, concrete, lime, chemicals, glues, solvents,

paints and fuels, into the environment and watercourse.

The Contractor shall notify the Engineer immediately of any pollution incidents on Site. The
Engineer's approval is required prior to the discharge of contaminated water to the Municipal

sewer system.

Ch.2.4.2.4 Site structures
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All site establishment components (as well as equipment) shall be positioned to limit visual
intrusion on neighbor’s and the size of area disturbed. The type and colour of roofing and
cladding materials to the Contractor's temporary structures shall be selected to reduce
reflection.

The Contractor shall provide the Engineer with a method statement of the installation of the
temporary scaffolding to gain access for Works on the bridge. The method statement shall
also include the extent and method to be used for the temporary diversion of water in the river
during the Works. The structure and diversion method shall be done in such manner to
minimise the potential impact on the natural morphology of the river. A specialist study may
be required to determine the significance of the potential impacts that may be associated with
the in-stream Works and to subsequently develop appropriate management measures to be
implemented by the Contractor during the duration of the Works and monitoring on completion.
A Water Use License or Registration for Section 21(a) and (i) water uses may be required
prior to commencement of installation of the scaffolding in-stream and diversion of the river.

C5.2.4.2.5 Noise control

The applicable regulations framed under the Occupational Health and Safety Act, 1993 (Act
No. 85 of 1993), and the provisions of SANS 1200 A Sub-clause 4.1 regarding "built-up areas”
shall apply to all areas within audible distance of residents whether in urban, peri-urban or
rural areas.

Appropriate directional and intensity settings are to be maintained on all hooters and sirens,
and the Contractor shall provide and use suitable and effective silencing devices for pneumatic
tools and other plant such that the noise level in inhabited areas and dwellings adjacent to the
work areas will not increase by more than 7 dB(A)Leq 60 above residual background sound
levels. Similarly in habituated areas adjacent to access roads maximum noise levels shall not
exceed 60 dB(A)Leq 60 and maximum sound pressure level of 70 dB(A).

Where excess noise generation is unavoidable, the Contractor shall, by means of barriers,
effectively isolate the source of any such noise in order to comply with the said regulations.
The Contractor shall restrict any of his operations that may result in undue noise disturbance
to those communities and dwellings abutting the Site to the hours of 08:00 to 17:00 on
weekdays and Saturdays. No work will be permitted on Sundays unless otherwise agreed to
with the Engineer.

No amplified music shall be allowed on Site. The use of radios, tape recorders, compact disc
players, television sets etc. shall not be permitted unless the volume is kept sufficiently low as
to avoid any intrusion on members of the public within range. The Contractor shall not use
sound amplification equipment on Site unless in emergency situations.

C5.24.2.6 Lights

The Contractor shall ensure that any lighting installed on the site for his activities does not
interfere with road traffic or cause a reasonably avoidable disturbance to the surrounding
community or other users of the area.

C5.2.4.2.7 Fuel (petrol and diesel) and oil

Unless otherwise specified in the Specification Data, fuel may be temporary stored on site in
an area approved by the Engineer. The Contractor shall ensure that the combined volume to
be stored does not exceed the permitted capacity without the required authorisations.

The Contractor shall ensure that all liquid fuels (petrol and diesel) are stored in tanks with lids,
which are kept firmly shut or in bowsers. The tanks or bowsers shall be situated on a smooth
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impermeable surface (concrete or steel bunds recommended). The impermeable lining shall
extend to the crest of the bund and the volume inside the bund shall be 130% of the total
capacity of all the storage tanks/bowers (110% statutory requirement with additional
allowance for rainfall. The bunded area shall be covered to protect it from rain. Provision shall
be made for refueling at the fuel storage area, by protecting the soil with an impermeable
groundcover. Drip trays shall be used where necessary and at stationary vehicles to contain

leakages.

If fuel is dispensed from 200 litre drums, only empty externally clean drums may be stored on
the bare ground. All empty externally dirty drums shall be stored on an area where the ground
has been protected and bunded. The proper dispensing equipment shall be used, and the
drum shall not be tipped in order to dispense fuel. The dispensing mechanism of the fuel

storage drum shall be stored in a waterproof container when not in use.

The Contractor shall prevent unauthorized access into the fuel storage area. No smoking shall
be allowed within the vicinity of the fuel storage area. The Contractor shall ensure that there

is adequate fire-fighting equipment at the fuel stores.

Where reasonably practical, plant shall be refueled at the fuel storage area or at the workshop
as applicable. If it is not reasonably practical then the surface under the refueling area shall
be protected against pollution to the reasonable satisfaction of the Engineer prior to any
refueling activities. The Contractor shall ensure that there is always a supply of absorbent
material readily available to absorb/ breakdown and where possible be designed to
encapsulate minor hydrocarbon spillage. The quantity of such materials shall be able to handle
a minimum of 200l of hydrocarbon liquid spill. The Contractor shall obtain the Engineer's prior
approval for any refueling or maintenance activities. Major fuel spill shall be regarded as a

reportable incident.

C5.2.4.2.8 Workshop, equipment maintenance and storage

Leaking equipment shall be repaired immediately or removed from the Site. Where practical,
all maintenance of equipment and vehicles on Site shall be performed off Site or in the
workshop. If it is necessary to do maintenance outside of the workshop area, the Contractor
shall obtain the approval of the Engineer prior to commencing activities. The Contractor shall
ensure that in his workshop and other plant maintenance facilities, including those areas
where, after obtaining the Engineer's approval, the Contractor carries out emergency plant
maintenance, there is no contamination of the soil or vegetation. The workshop shall have a
smooth impermeable floor (concrete recommended). The floor shall be bunded and sloped

towards an oil trap or sump to contain any spillages of substances (e.g. oil).

When servicing equipment on site, drip trays shall be used to collect the waste oil and other
lubricants. Drip trays shall also be provided in construction areas for stationary plant (such as
compressors) and for "parked" plant (such as scrapers, loaders, vehicles). Dip trays shall be
closely monitored during rain events to ensure that they do not overflow. Where practical, the
Contractor shall ensure that equipment is covered so that rainwater is excluded from the drip
trays. Drip trays shall be inspected and emptied daily into suitable containers. These
containers shall be placed within a bunded area with impermeable surface until disposal in
terms of the NEM: Waste Act, 2008 (Act 59 of 2008) or collection by a recycling company

approved by the Engineer.

The washing of equipment shall be restricted to urgent or preventative maintenance
requirements only. All washing shall be undertaken off Site or in the workshop on an
impermeable surface. The use of detergents for washing shall be restricted to low phosphate

and nitrate containing, low sudsing-type detergents.
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C5.2.4.2.9 Dust

Dust nuisance around the construction site, plant, stockpiles and by-pass roads must be
controlled by regular watering. Speed restrictions must be in place in and around the site, this
will also help to keep the spreading of dust to a minimum. Wind strength must be kept in mind
when materials are being transported to and from site and where and when excavations take

place.

C5.2.4.2.10 Spillages

Streams, rivers and dams shall be protected from direct or indirect spillage of pollutants such
as refuse, garbage, cement, concrete, sewage, chemicals, fuels, oils, aggregate, tailings,
wash water, organic materials and bituminous products. In the event of a spillage, the
Contractor shall be liable to arrange for professional service providers to clear the affected

area.

Responsibility for spill containment and treatment (whether hazardous or not) lies with the
Contractor. Any spillage of potential pollutants shall be recorded in an incident report,
describing the date, event and action taken to address the impact. The individual causing a
spill, or who discovers a spill, must report the incident to his/her Designated/Dedicated
Environmental Officer (DEO) or to the Engineer. The DEO will assess the situation in
consultation with the Engineer and act as required. In the event of major spills, it will be
reported to the relevant authority. In all cases, the immediate response shall be to contain the
spill. The exact treatment of polluted soil/water shall be determined by the Contractor in
consultation with the DEO and the Engineer. Areas cleared of hazardous waste shall be re-
vegetated according to the Engineer’s instructions. The contaminated soil/material must be
collected in suitable containers with a lid and disposed of according to the National

Environmental Management: Waste Act, 2008 (Act 59 of 2008).

Should water downstream of the spill be polluted, and fauna and flora show signs of
deterioration or death, specialist hydrological or ecological advice will be sought for
appropriate treatment and remedial procedures to be followed. The requirement for such input
shall be agreed with the Engineer. The costs of containment and rehabilitation shall be for the
Contractor’s account, including the costs of specialist input as well as the sampling and testing
of the water quality upstream and downstream of the spill. Water quality sampling and testing,
and further treatment necessary after a spill shall continue on a weekly basis until upstream

and downstream results correspond with each other.
C5.2.4.3 Methods and procedures

C5.2.4.3.1 Method Statements

Any Method Statement required by this Specification, the Specification Data or the Engineer
shall be produced within such reasonable time as is required by this Specification, the
Specification Data or the Engineer. The Contractor shall not commence the activity until the
Method Statement has been approved. Except in the case of emergency activities, the
Contractor shall allow a period of two weeks for approval of the Method Statement by the

Engineer. Such approval shall not unreasonably be withheld.

Method Statements in respect of environmental management that shall be provided by the
Contractor within 14 days of receipt of the letter of acceptance and prior to the activity covered

by the Method Statement being undertaken, include:

1) Location and structure of the fuel storage site, including the type and volume of
storage.
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2) Solid waste (refuse) control and removal of waste from the Site, including the number,
type and location of rubbish bins, the manner and frequency with which the waste will
be removed from site and the disposal site.

3) Contaminated water management system, including an indication of the source and
volume of contaminated water and how this would be disposed of.

4) Dust control, including methods to prevent dust generation and methods to reduce
dust where its generation is unavoidable.

5) Location and layout of the construction camp in the form of a plan showing offices,

stores for fuels and explosives, vehicle parking, access point, equipment cleaning
areas and staff toilet placement.

6) Location of proposed site access routes and proposed traffic safety measures.

7 Emergency procedures for fire, accidental leaks and spillages of hazardous materials
and flooding.

8) Location, layout and preparation of cement/ concrete batching facilities including the

methods employed for the mixing of concrete and the management of runoff water
from such areas. An indication shall be given of how concrete spoil will be minimised

and cleared.

9) Method of undertaking earthworks, including spoil management, erosion, dust and
noise controls.

10) Motivation and method for undertaking any construction related activities within a “no-

go" area, including requisite emergency procedures. Unless need clearly motivated
and proposed methodology exhibits clear focus on environmentally sensitive
construction practice, no activity will be permitted within the defined “no-go" areas.

11) Method of undertaking installation of the temporary scaffolding and diversion of river
in the water during construction.

12) Measures for storm water management around construction and storage areas to limit
pollution to the surrounding environment and river.

13) Measures for storm water management along the abutments and temporary
scaffolding/works to prevent and/or limit erosion.

14) The Contractor shall provide the Engineer with an environmental monitoring

programme. This programme will include the aspects to be monitored, timeframe,
responsible person and mitigation measure to be implemented in the event of non-
compliance.

C5.2.4.3.2 Environmental awareness training

Within seven days of the Commencement Date, the Contractor's site staff including foremen
and site management staff shall attend an environmental awareness training course, of
approximately one-hour duration. The Contractor shall liaise with the Engineer prior to the
Commencement Date to fix a date and venue for the course. The Contractor shall provide a
suitable venue with facilities as required by the Specification Data, and ensure that the
specified employees attend the course.

No more than 20 people shall attend each course and the Contractor shall allow for sufficient
sessions to train all personnel. Subsequent sessions shall be run for any new personnel
coming onto site.

The environmental awareness training course shall be held in the morning during normal
working hours. Any new employees coming on to site after the initial training course and the
Contractor's suppliers and subcontractors shall also attend the course. Provision should also
be made for quarterly refreshers courses to be undertaken during the course of the Contract.
The Contractor shall ensure that all attendees sign an attendance register, and shall provide
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the Engineer with a copy of the attendance register the day after each course.

C5.24.3.3 Construction personnel information posters

The Contractor shall erect and maintain information posters for the information of his
employees depicting actions to be taken to ensure compliance with aspects of the
Specifications. Such posters will be supplied by the Engineer and shall be erected at a location
specified by the Engineer.

Ch.2.4.34 Site clearance

No plants, trees, or any vegetation may be removed other than absolutely necessary. No
protected species shall be removed prior to approval from the Engineer.

C5.2.4.3.5 Site division

The Engineer shall be advised of the area that the Contractor intends using for his site
establishment. The Contractor's camp shall occupy as small an area as possible, and no site
establishment shall be allowed within 50 m of any watercourse unless otherwise approved by
the Engineer.

The Contractor shall inform the Engineer of the intended actions and programme for site
establishment. The site layout shall be planned to facilitate ready access for deliveries,
facilitate future works and to curtail any disturbance or security implications for neighbors.

C5.2.4.3.6 Site demarcation

If required by the Specification Data, the Contractor shall erect and maintain permanent and/or
temporary fences of the type and in the locations directed by the Engineer. Such fences shall,
if so specified, be erected before undertaking designated activities.

C5.2.43.7 "No go" areas

If so required by the Specification Data, certain areas shall be considered to be "no go" areas.
The Contractor shall ensure that insofar as he has the authority, no unauthorized entry,
stockpiling, dumping or storage of equipment or materials shall be allowed within the
demarcated "no go" areas.

"No go" areas shall be demarcated with fencing consisting of wooden or metal posts at 3 m
centers with | plain wire strand tensioned horizontally at 900 mm from ground level.
Commercially available danger tape shall be wrapped around the wire strand. The Contractor
shall maintain the fence for the duration of construction and ensure that the danger tape does
not become dislodged.

C5.2.4.3.8 Protection of natural features

The Contractor shall not deface, paint, damage or mark any natural features (e.g. rock
formations) situated in or around the Site for survey or other purposes unless agreed
beforehand with the Engineer. Any features affected by the Contractor in contravention of this
clause shall be restored/ rehabilitated to the satisfaction of the Engineer. The Contractor shall
not permit his employees to make use of any natural water sources (e.g. springs, streams,
open water bodies) for the purposes of swimming, personal washing and the washing of
machinery or clothes.
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C5.2.4.3.9 Protection of flora and fauna

Except to the extent necessary for the carrying out of the Works, flora shall not be removed,

damaged or disturbed nor shall any vegetation be planted without authorization.

Trapping, poisoning and/ or shooting of animals is strictly forbidden. No domestic pets or

livestock are permitted on Site.

Where the use of herbicides, pesticides and other poisonous substances has been specified,

they shall be stored, handled and applied with due regard to their potential harmful effects.

C5.2.4.3.10 Protection of archaeological and palaeontological remains

The Contractor shall take reasonable precautions to prevent any person from removing or
damaging any fossils, coins, articles of value or antiquity and structures and other remains of
archaeological interest discovered on the Site, immediately upon discovery thereof and before
removal. The Contractor shall inform the Engineer immediately of such a discovery and carry
out the Engineers instructions for dealing therewith. All construction within the vicinity of the
discovery shall cease immediately and the area shall be cordoned off until such time as the

Engineer authorises resumption of construction in writing.

The Engineer will contact the relevant heritage authority.

Ch.2.4.3.11 Access routes/ haul roads

Access to the Construction camp and working areas shall utilize existing roads or tracks. The
Contractor shall obtain approval from the Engineer in the event that new access roads or
temporary by-pass is required. Such roads will be maintained by the Contractor for the
duration of the Works, after which these temporary roads shall be rehabilitated by the

Contractor.

Entry/exit points onto public roads shall take cognisance of traffic safety. Traffic safety
measures shall include appropriate signage and signalmen where relevant. Dust generation

on gravel access roads shall be mitigated through water spraying as necessary.

On the Site, and, if so required by the Specification Data, within such distance of the Site as
may be stated, the Contractor shall control the movement of all vehicles and plant including
that of his suppliers so that they remain on designated routes, are distributed so as not to
cause an undue concentration of traffic and that all relevant laws are complied with. In
addition, such vehicles and plant shall be so routed and operated as to minimise disruption to
regular users of the routes not on the Site. On gravel or earth roads on Site and within 500 m
of the Site, the vehicles of the Contractor and his suppliers shall not exceed a speed of 20

km/h.

Mud and sand deposited onto public roads by construction activities shall be cleared on a

daily basis.

C5.2.4.3.12 Cement and concrete batching

Where applicable, the location of the batching plant (including the location of cement stores,
sand and aggregate stockpiles) shall be as approved by the Engineer. The concrete/cement
batching plant shall be kept neat and clean at all times. The necessary authorisations shall be
obtained prior to installation of a batching plant, if it is required in terms of the size and volume

to be produced.
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No batching activities shall occur directly on unprotected ground. The batching plant shall be
located on a smooth impermeable surface (concrete recommended). The area shall be
bunded and sloped towards a sump to contain spillages of substances. All wastewater
resulting from batching of concrete shall be disposed of via the contaminated water
management system and shall not be discharged into the environment. Contaminated water
storage areas shall not be allowed to overflow and appropriate protection from rain and
flooding shall be implemented. Any cement/concrete mixed on site will be done on an
impermeable surface, taking care that no contaminated water and concrete spills to the
surrounding environment and river.

Empty cement bags shall be stored in weatherproof containers to prevent wind-blown cement
dust and water contamination. Empty cement bags shall be disposed of on a regular basis via
the solid waste management system, and shall not be used for any other purpose. Unused
cement bags shall be stored so as not to be affected by rain or runoff events. In this regard,
closed steel containers shall be used for the storage of cement powder and any additives. The
Contractor shall ensure that sand, aggregate, cement or additives used during the mixing
process are contained and covered to prevent contamination of the surrounding environment.

The Contractor shall take all reasonable measures to prevent the spillage of cement concrete
during batching and construction operations. During pouring, the soil surface shall be
protected using plastic and all visible remains of concrete shall be physically removed on
completion of the cement/ concrete pour and appropriately disposed of. All spoiled and excess
aggregate/ cement/ concrete shall be removed and disposed of via the solid waste
management system.

Where "readymix" concrete is used, the Contractor shall ensure that the delivery vehicles do
not wash their chutes directly onto the ground. Any spillage resulting from the "readymix’
delivery shall be immediately cleared and disposed of via the solid waste management
system. No disposal of concrete or cement on site or surrounding environmental shall be
allowed.

C5.2.4.3.13 Earthworks

Where material for construction will be required, the Contractor will ensure that an
Environmental Authorisation has been obtained prior to entry into any quarry or borrow pit.
The Contractor will ensure that Environmental Best Practices are implemented throughout the
operation of any quarry or borrow pit relevant to this project. Where required, the quarries and
borrow pits used during this project shall be rehabilitated by the Contractor to the satisfaction
of the Engineer.

C5.2.4.3.14 Pumping

Not Applicable.

C5.2.4.3.15 Bitumen

The Contractor shall provide to the Engineer a proposal prior to commencement of
construction activities indicating the bitumen storage area, volume to be stored as well as the
preventative measures and emergency procedures to be implemented during the contract
period to prevent any spillage of bitumen and/or to mitigate any environmental impacts in the
event of misuse or spillage of bitumen that might negatively affect the environment.

The Contractor shall be responsible to obtain the required Environmental Authorisation for the
storage of bitumen should the volume planned for storage on site exceed the minimum
thresholds for storage without an Environmental Authorisation in terms of the National
Environmental Management Act (NEMA), 1998 (Act 107 of 1998) and related regulations.
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C5.2.4.3.16 Fire control

No fires may be lit on site. Any fires that occur shall be reported to the Engineer immediately.
Smoking shall not be permitted in those areas where it is a fire hazard. Such areas shall
include the workshop and fuel storage areas and any areas where the vegetation or other
material is such as to make liable the rapid spread of an initial flame. In terms of the
Atmospheric Pollution Prevention Act (No. 45 of 1965), burning is not permitted as a disposal
method.

The Contractor shall ensure that there is basic fire-fighting equipment available on Site at all
times. This shall include at least rubber beaters when working in urban open spaces, and at
least one fire extinguisher of the appropriate type when welding or other "hot" activities are
undertaken.

C5.2.4.3.17 Emergency procedures

The Contractor's procedures for the following emergencies shall include:

0] Fire
The Contractor shall advise the relevant authority of a fire as soon as one starts and
shall not wait until he can no longer control it. The Contractor shall ensure that his
employees are aware of the procedure to be followed in the event of a fire.

(ii) Accidental leaks and spillages
The Contractor shall ensure that his employees are aware of the emergency
procedure(s) to be followed for dealing with spills and leaks, which shall include
notifying the Engineer and the relevant authorities. The Contractor shall ensure that
the necessary materials and equipment for dealing with spills and leaks are available
on Site at all times. Water quality sampling, treatment and remediation of the spill
areas shall be undertaken to the reasonable satisfaction of the Engineer.
In the event of a hydrocarbon spill, the source of the spillage shall be isolated, and
the spillage contained. The area shall be cordoned off and secured. The Contractor
shall ensure that there is always a supply of absorbent material readily available to
absorb/breakdown and where possible be designed to encapsulate minor
hydrocarbon spillage. The quantity of such materials shall be able to handle a
minimum of 200l of hydrocarbon liquid spill. Any contaminated soil/material will be
regarded as potential hazardous material and managed accordingly. The Contractor
will be held responsible to reinstate the affected footprint and dispose of any
contaminated material at a recognized hazardous waste management facility. The
Contractor will provide the Engineer with a disposal certificate.

(i) Flooding
The Contractor shall implement appropriate storm water management measures to
prevent erosion and to protect the abutments and scaffolding during the Worksat all
times, but especially in the event of flooding. A method statement shall be provided
to the Engineer for approval.

All staff (permanent or temporary staff) shall be made aware of the emergency procedures as
part of the environmental awareness training.

C5.2.4.3.18 Community relations

The Contractor shall erect and maintain information boards in the position, quantity, design
and dimensions specified. Such boards shall include contact details for complaints by
members of the public in accordance with details provided by the Engineer.

The Contractor shall keep a "Complaints Register" on Site. The Register shall contain all
contact details of the person who made the complaint, information regarding the complaint
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itself and action taken to address the complaint.

C5.2.4.3.19 Erosion and sedimentation control

The Contractor must ensure that the site camp and site are sloped accordingly and implement
correct drainage measures for efficient runoff and drainage of rain water.

Where construction activities are finished the area must be rehabilitated and revegetated to
prevent erosion. Construction areas tend to get compacted because of the concentration of
workers and vehicles, such areas should be ripped to decrease compaction and prevent
erosion.

Appropriate storm water management measures shall be implemented at the areas
associated with the construction works, including site office, access roads and construction
site. Storm water management measures shall be implemented to limit erosion and
subsequent sedimentation due to in-stream Works and temporary structures.

C5.2.4.3.20 Aesthetics

The Contractor shall take reasonable measures to ensure that construction activities do not
have an unreasonable impact on the aesthetics of the area. Good housekeeping will be
implemented throughout the duration of the contract and the site left clean at the end of each
workday.

C5.2.4.3.21 Recreation

If so required by the Specification Data, the Contractor shall take measures to reduce
disruption to recreational users of the area abutting the Site.

Ch.2.4.3.22 Access to site

Only the necessary vegetation must be removed for the purpose of the access road. The
contractor must ensure that the access road is maintained and upgraded regularly to prevent
erosion and surface damage. Storm water measures should also be kept in mind on the
access road.

All construction vehicles must keep to the dedicated roads and tracks, no vehicles may be
allowed in the fields and grazing areas, turnaround points must be made on strategic areas to
prevent this.

C5.2.4.3.23 Crane operations

Not applicable.

C5.2.4.3.24 Trenching

Excavation must be kept to normal working hours and dust prevention measures must also
be kept in mind. Where trenches are made the excavations must be kept in a narrow line and
limited to the layout footprint only.

When Excavations take place there will always be a possibility of heritage features occurring,
in this event construction activities in the area must be stopped immediately and the
appropriate person or organisation must be contacted. This area must also be barricaded.
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No excavation will be undertaken within the regulated area of a watercourse without a Water
Use License or Registration in terms of the NWA, 1998 (Act 36 of 1998) from Department of
Water and Sanitation.

C5.2.4.3.25 Demolition

Not Applicable

C5.2.4.3.26  Dirilling and jack hammering

Not Applicable.

C5.2.4.3.27 Stockpiling

Stockpiling must not be positioned in such manner that it will obstruct pathways, cause
erosion, or cause damming of storm water.

Stockpiling of topsoil, excavated soil, or any material may not exceed a height of 2m, if a
stockpile of soil is left unattended for longer than 6 months it must be analysed and upgraded
if necessary before it is reused.

C5.2.4.3.28 Site closure and rehabilitation

Before the construction site can be closed, the area must be rehabilitated, revegetated, and
left in the same or a better state than before the construction started. Photo’s should be taken
before and after construction. The Contractor shall supply the Engineer with a Rehabilitation
Plan at least 14 days prior to completion of construction works.

C5.2.4.3.29 Temporary re-vegetation of the areas disturbed by construction.

Not Applicable

C5.2.4.3.30 Temporary site closure

In the event of holidays, long weekends, and even just at the end of each day the site must
be left in such a manner that it will not pose a threat to the immediate or surrounding
environment. Ensure drip trays are in place, excavations are closed or barricaded, all waste
and waste bins are removed and emptied and any bitumen, fuel or hydrocarbons on site are
managed as per specifications. The Contractor will remain responsible for the environmental
aspects related with construction works during temporary site closure, including site camps,
storage areas and offices.

C5.2.4.3.31 Water use and control

The Contractor’s use of water shall take into consideration that it is a scarce commodity and
shall be optimised. Authorisation shall be obtained from the Department of Water and
Sanitation (DWS) before water is drawn from streams or new boreholes developed.

The Contractor shall also ensure that any stream deviations or diversions are undertaken in
such a manner that the impact on the environment is minimised. Method statements shall be
submitted to the Engineer for comment, detailing how the work will be undertaken, what risks
are foreseen and what measures will be employed to minimise such risks. Notwithstanding
any comments by the Engineer, work on stream deviations or diversions shall on minimum be
undertaken in accordance with Government Notice 509 (2016), General Authorisation in terms
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of section 39 of the NWA, 1998 (Act 36 of 1998) for water uses as defined in Section 21(c)
and (i).

The quality, quantity and flow direction of any surface water runoff shall be established prior
to disturbing any area for construction purposes. Cognisance shall be taken of these aspects
and incorporated into the planning of all construction activities. Before a site is developed or
expanded, it shall be established how this development or expansion will affect the drainage
pattern.

Recognised water users/receivers shall not be adversely affected by the expansion or re-
development. No water source shall be polluted in any way due to proposed changes.

Streams, rivers, pans, wetlands, dams, and their catchments shall be protected from erosion
and flooding by dredging, daylighting, removal of debris and vegetation, etc. These shall also
be protected from direct or indirect spillage of pollutants such as refuse, garbage, cement,
concrete, sewage, chemicals, fuels, oils, aggregate, tailings, wash water, organic materials
and bituminous products.

The Contractor shall submit to the Engineer his proposals for prevention, containment and
rehabilitation measures against environmental damage of the identified water and drainage
systems that occur on the site. Consideration shall be given to the placement of sedimentation
ponds or barriers where the soils are of a dispersive nature or where toxic fluids are used in
the construction process. The sedimentation ponds must be large enough to contain runoff so
that they function properly under heavy rain conditions up to 1:5-year severity.

The Contractor shall submit to the Engineer the results of the baseline in-water quality test
taken above and below the site of the proposed activity, and thereafter monthly testing results
or at the frequency as may be specified by the Water Use License/General Authorisation,
where applicable. No taking-over can be authorised until the water quality is shown to be at
pre-construction levels or better.

C5.2.4.3.32 Designated Environmental Officer

The Contractor will appoint a Designated Environmental Officer (DEO) to be present on site
at least on a weekly basis. The DEO will be responsible for the daily environmental
management on site and should be familiar with environmental legislation. The Engineer
reserves the right to appoint its own Environmental Control Officer (ECO) to monitor
environmental compliance on site or it may be required in terms of conditions of the
Environmental Authorisation/WULA.

C5.25 COMPLIANCE WITH REQUIREMENTS AND PENALTIES

C5.2.5.1 Compliance

Environmental management is concerned not only with the final results of the Contractor's
operations to carry out the Works but also with the control of how those operations are carried
out. Tolerance with respect to environmental matters applies not only to the finished product
but also to the standard of the day-to-day operations required to complete the Works.

It is thus required that the Contractor shall comply with the environmental requirements on an
ongoing basis and any failure on his part to do so will entitle the Engineer to certify the
imposition of a penalty as detailed below.
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C5.2.5.3 Removal from site and suspension of Works

C5.2.6

The Engineer may instruct the Contractor to remove from Site any person(s) who in their
opinion is guilty of misconduct, or is incompetent, negligent or constitutes an undesirable
presence on Site. This contract requires that all Plant be in good working Order, and
accordingly the Engineer may order that any Plant not complying with the Specifications be
removed from Site. Where the Engineer deems the Contractor to be in breach of any of the
requirements of this Specification, he may order the Contractor to suspend the progress of
the Works or any part thereof.

MEASUREMENT AND PAYMENT

C5.2.6.1 Basic principles

C5.2.6.1.1 General

Except as specified below, or in the Specification Data or as billed, no separate measurement
and payment will be made to cover the costs of complying with the provisions of this
Specification and such costs shall be deemed to be covered by the rates tendered for the
items in the Bill of Quantities completed by the Contractor when submitting his tender.

C5.2.6.1.2 All requirements of the environmental management specification

All work not measured elsewhere, associated with complying with any requirement of this
Environmental Management specification will be measured and paid as a sum.

The tendered sum shall cover the cost of with complying with the environmental management
specification and shall include for all materials, labour and plant required to execute and
complete the Works as specified, described in the Bill of Quantities or shown on the
Drawing(s).

C5.2.6.1.3 Work "required by the Specification Data"

Where a clause in this Specification includes a requirement as "required by the Specification
Data", measurement and payment for compliance with that requirement shall be in
accordance with the relevant measurement and payment clause of the Specification Data.
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C5.3: EPWP REPORTING

The Extended Public Works Programme (EPWP) is a country-wide government initiative
aimed at creating jobs and imparting skills through public spending.

It involves re-orientating line function budgets so that government expenditure results in more
work opportunities, particularly for unskilled labour.

DPRT is committed in ensuring that job creation opportunities are maximised on each and
every project, and that every job opportunity created is recorded in line with the Department's
requirements and those of the Auditor General.

The records required are set out in the table below..

Responsible
No Document Frequency

Person
} . ) Project Manager/
1 Project Registration Form Once Employer's Agent
Copies of Employee Contracts and ) )
2 certified copies of Identity Documents Once Project/Site Manager
3 Site Attendance Register Daily Project/Site Manager
Labour Payment Schedule to be signed by ) )
4 | all beneficiaries and project manager Monthly Project/Site Manager
Proof of Payment of Beneficiaries (e.g. i )
5 Electronic Transfer) Monthly Project/Site Manager
) Project Manager/
6 Expenditure Report Monthly Employer's Agent

The required documentation for the previous month must be submitted to the Client attached
to the contractor's monthly payment certificate.

Payment of the contractor's certificate will be withheld if the above-mentioned documentation
is not attached thereto.
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C5.4: HIV/IAIDS SPECIFICATION FOR CIVIL CONTRACTS
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PW 1544

DEPARTMENT OF PUBLIC WORKS

HIV/AIDS
SPECIFICATION

OCTOBER 2004
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SECTION: HIV/AIDS SPECIFICATION / HIV/IAIDS REQUIREMENTS

C54.1

C5.4.2

C54.21

C54.2.2

C54.3

C5.4.31

SCOPE

This specification contains all requirements applicable to the Contractor for creating HIV/AIDS

awareness amongst all of the Workers involved in this project for the duration of the

construction period, through the following strategies:

. Raising awareness about HIV/AIDS through education and information on the nature

of the disease, how it is transmitted, safe sexual behaviour, attitudes towards people
affected and people living with HIV/AIDS, how to live a healthy lifestyle with
HIV/AIDS, the importance of voluntary testing and counselling, the diagnosis and
treatment of Sexually Transmitted Infections and the closest health Service
Providers;

. Informing Workers of their rights with regard to HIV/AIDS in the workplace;

. Providing Workers with access to condoms and other awareness material that will
enable them to make informed decisions about sexual practices.

DEFINITIONS AND ABBREVIATIONS

Definitions

Service Provider: The natural or juristic person recognised and approved by the Department
of Public Works as a specialist in conducting HIV/AIDS awareness programmes.

Service Provider Workshop Plan: A plan outlining the content, process and schedule of the
training and education workshops, presented by a Service Provider which has been approved
by the Representative/Agent.

Worker: Person in the employ of the Contractor or under the direction or supervision of the
Contractor or any of his Sub-contractors, who is on site for a minimum period of 30 days in
all.

Abbreviations

HIV Human Immunodeficiency Virus.
AIDS Acquired Immune Deficiency Syndrome.
STI Sexually Transmitted Infection.

BASIC METHOD REQUIREMENT

The Contractor shall, through a Service Provider, conduct onsite workshops
with the Workers.

The Service Provider shall develop and compile a Service Provider Workshop Plan to be
presented at the workshops and which will be best suited for this project to achieve the
specified objectives with regard to HIV/AIDS awareness.

The Service Provider Workshop Plan shall be based on the following information provided by
the Contractor:
. Number of Workers and Sub-contractors on site;

. When new Workers or Sub-contractors will join the construction project;
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. Duration of Workers and Sub-contractors on site;
. How the maximum number of Workers can be targeted with workshops;
. How the Contractor prefers workshops to be scheduled, e.g. three hourly sessions
per Worker, or one 2.5 hour workshop per Worker;
. Profile of Workers, including educational level, age and gender (if available);
. Preferred time of day or month to conduct workshops;
. A Gantt chart reflecting the construction programme, for scheduling of workshops;
. Suitable venues for workshops.
The Contractor shall submit the Service Provider Workshop Plan for approval within 21 days
after the tender acceptance date. After approval by the Representative/Agent, the Contractor
shall make available a suitable venue that will be conducive to education and training.
C5.4.3.2 The Service Provider Workshop Plan shall address, but will not be limited to
the following:
3.2.1  The nature of the disease;
3.2.2 How it is transmitted,;
3.2.3 Safe sexual behaviour;
3.24 Post exposure services such as voluntary counselling and testing (VCT) and
nutritional plans for people living with HIV/AIDS;
3.2.5  Attitudes towards other people with HIV/AIDS;
3.2.6 Rights of the Worker in the workplace;
3.2.7 How the Awareness Champion will be equipped prior to commencement of the
HIV/AIDS
3.2.8 Awareness programme with basic HIV/AIDS information and the necessary skills to
handle questions regarding the HIV/AIDS awareness programme on site sensitively
and confidentially;
3.2.9 How the Service Provider will support the Awareness Champion;
3.2.10 Location and contact numbers of the closest clinics, VCT facilities, counselling
services and referral systems;
3.2.11 How the workshops will be presented, including frequency and duration;
3.2.12 How the workshops will fit in with the construction programme;
3.2.13 How the Service Provider will assess the knowledge and attitude levels of attendees
to structure workshops accordingly;
3.2.14 How the video will be used,;
3.2.15 How the Service Provider will elicit maximum participation from the Workers; 3.2.15
A questions and answers slot (interactive session).
The Service Provider Workshop Plan shall encompass the Specific Learning Outcomes (SLO)
as stipulated.
C5.4.4 HIV/I AIDS AWARENESS EDUCATION AND TRAINING
C5.4.4.1 Workshops
The Contractor shall ensure that all Workers attend the workshops.
The workshops shall adequately deal with all the aspects contained in the Service Provider
Workshop Plan. A video of HIV/AIDS in the construction industry, which can be obtained from
all Regional Offices of the Department of Public Works, is to be screened to Workers at
workshops. In order to enhance the learning experience, groups of not exceeding 25 people
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shall attend the interactive sessions of the workshops.

C5.4.4.2 Recommended practice

C5.4.4.21 Workshop Schedule

Presenting information contained in the Service Provider Workshop Plan can be divided in as
many workshop sessions as deemed practicable by the Contractor, provided that all Workers
are exposed to all aspects of the workshops as outlined in the Service Provider Workshop
Plan.

Breaking down the content of information to be presented to Workers into more than one
workshop session however, has the added advantage that messages are reinforced over time
while providing opportunity between workshop sessions for Workers to reflect and test
information. Workers will also have an opportunity to ask questions at a following session.

C5.4.4.2.2 Service Providers

A database of recommended Service Providers is available from all Regional Offices of the
Department of Public Works.

C5.4.4.2.3 HIV/AIDS Specific Learning Outcomes and Assessment Criteria

Workers shall be exposed to workshops for a minimum duration of two-and-a-half hours. In
order to set a minimum standard requirement, the following specific learning outcomes and
assessment criteria shall be met.

C5.4.4.2.3.1 UNIT 1. The nature of HIV/AIDS

After studying and understanding this unit, the Worker will be able to differentiate between
HIV and AIDS and comprehend whether or not it is curable. The Worker will also be able to
explain how the HI virus operates once a person is infected and identify the symptoms
associated with the progression of HIV/AIDS.

Assessment Criteria:
1) Define and describe HIV and AIDS;
2) List and describe the progression of HIV/AIDS.

C5.4.4.2.3.2 UNIT 2: Transmission of the HI virus

After studying and understanding this unit, the Worker will be able to identify bodily fluids that
carry the HI virus. The Worker will be able to recognise how HIV/AIDS is transmitted and how
it is not transmitted.

Assessment Criteria:

1) Record in what bodily fluids the HI virus can be found;
2) Describe how HIV/AIDS can be transmitted;
3) Demonstrate the ability to distinguish between how HIV/AIDS is transmitted and

misconceptions around transmittance of HIV/AIDS.
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C5.4.4.2.3.3 UNIT 3: HIV/AIDS preventative measures
After studying and understanding this unit, the Worker will comprehend how to act in a way
that would minimise the risk of HIV/AIDS infection and to use measures to prevent the HI virus
from entering the bloodstream.

Assessment Criteria:

1) Report on how to minimise the risk of HIV/AIDS infection;

2) Report on precautions that can be taken to prevent HIV/AIDS infection;

3) Explain or demonstrate how to use a male and female condom;

4) List the factors that could jeopardize the safety of condoms provided against

HIV/AIDS Transmission.

C5.4.4.2.3.4 UNIT 4: Voluntary HIV/AIDS counselling and testing
After studying and understanding this unit, the Worker will be able to recognise methods of
testing for HIV/AIDS infection. The Worker will be able to understand the purpose of voluntary
HIV/AIDS testing and pre- and post-test counseling.

Assessment Criteria:

1) Describe methods of testing for HIV/AIDS infection;
2) Report on why voluntary testing is important;
3) Report on why pre- and post-test counselling is important.

C5.4.4.2.3.5 UNIT5: Living with HIV/AIDS

After studying and understanding this unit, the Worker will be able to recognise the importance
of caring for people living with HIV/AIDS and be able to manage HIV/AIDS.

Assessment Criteria:

1) List and describe ways to manage HIV/AIDS;

2) Describe nutritional needs of people living with HIV/AIDS;

3) Describe ways to embrace a healthy lifestyle as a person living with HIV/AIDS;
4) Explain the need for counselling and support to people living with HIV/AIDS.

C5.4.4.2.3.6 UNIT 6: Treatment options for people with HIV/AIDS

After studying and understanding this unit, the Worker will be familiar with the various
treatments available to HIV/AIDS infected or potentially HIV/AIDS infected people.

Assessment Criteria:

1) Discuss anti-retroviral therapy;
2) List methods of treatment to prevent HIV/AIDS transmission from mother-to-child;
3) Describe the need for treatment of opportunistic diseases for people living with
HIV/AIDS;
4) Describe post exposure prophylactics.
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C5.4.4.2.3.7 UNIT 7: Therights and responsibilities of Workers in the workplace with
regard to HIV/AIDS

After studying and understanding this unit, the Worker will be able to identify the rights and
responsibilities of the Worker living with HIV/AIDS in the workplace. The Worker will recognise
the importance of accepting colleagues living with HIV/AIDS and treating them in a non-
discriminative way.

Assessment Criteria:

1) Discuss the rights of a person living with HIV/AIDS in the workplace;

2) Discuss the responsibilities of a person living with HIV/AIDS in the workplace;

3) Report on why acceptance and non-discrimination of colleagues living with HIV/AIDS
is important.

C5.4.4.3 Displaying of plastic laminated posters and distribution of information
booklets

The Contractor shall obtain a set of four laminated posters conveying different key messages
and information booklets. The contractor should include the costs of posters and information
booklets in his/her tender price.

The above-mentioned posters and information booklets have been prepared to raise
awareness and to share information about HIV/AIDS and STI’s.

Posters or display stands shall be displayed on site as soon as possible, but not later than 14
days after the date of site handover.

Posters shall be displayed in areas highly trafficked by Workers, including toilets, rest areas,
the site office and compounds.

The posters on display must always be intact, clear and readable.

Information booklets must be distributed to all Workers as soon as possible, but not later than
14 days after site handover, or as soon as the Worker joins the site.

C5.4.5 PROVIDING WORKERS WITH ACCESS TO CONDOMS

The Contractor shall provide and maintain condom dispensers and make both male and
female condoms, complying with the requirements of SANS ISO 4074, available at all times
to all Workers at readily accessible points on site, for the duration of the contract. The
Contractor may obtain condom dispensers from the Department of Health and condoms may
be obtained from the Local Clinic or the Department of Health.

At least one male and one female condom dispenser and a sufficient supply of condoms, all
to the approval of the Representative/Agent, shall be made available on site within 14 days of
site hand over. Contractors should note that arrangements to obtain condoms from the
Department of Health Clinics prior to site hand over may be necessary, to ensure that
condoms are available within 14 days of site handover.

Condoms shall be made available in areas highly trafficked by Workers, including toilets, the
site office and compounds.
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C5.4.6

C5.4.7

C5.4.8

ENSURING ACCESS TO HIV/AIDS TESTING AND COUNSELLING FACILITIES
AND TREATMENT OF SEXUALLY TRANSMITTED INFECTIONS (STI)

The Contractor shall provide Workers with the names of the closest Service Providers that
provide HIV/AIDS testing and counselling and Clinics providing Sexually Transmitted Infection
(STI) diagnosis and treatment. Information on these Service Providers and Clinics must be
displayed on a poster of a size not smaller than Al in an area highly trafficked by Workers.

APPOINTMENT OF AN HIV/AIDS AWARENESS CHAMPION

C54.7.1 Within 14 days of site handover the Contractor shall appoint an Awareness
Champion from amongst the Workers, who speaks, reads and writes English, who speaks
and understands all the local languages spoken by the Workers and who shall be on site
during all stages of the construction period. The Contractor shall ensure that the Awareness
Champion has been trained by the Service Provider on basic HIV/AIDS information, the
support services available and the necessary skills to handle questions regarding the
HIV/AIDS programme in a sensitive and confidential manner.

C5.4.7.2 The Awareness Champion shall be responsible for:

C5.4.7.2.1 Liasing with the Service Provider on organising awareness workshops;
C5.4.7.2.2 Filling condom dispensers and monitoring condom distribution;
C5.4.7.2.3 Handing out information booklets;

C5.4.7.2.4 Placing and maintaining posters.

MONITORING

The Contractor shall grant to the Representative/Agent reasonable access to the construction
site, in order to establish that the Contractor complies with his obligations regarding HIV/AIDS
awareness under this contract.

The Contractor must report problems experienced in implementing the HIV/AIDS
requirements to the Representative/Agent.

The attached SITE CHECKLIST (SCHEDULE A) shall be completed and submitted at every
construction progress inspection to the Representative/Agent.

The attached SERVICE PROVIDER REPORT (SCHEDULE B) shall be completed and
submitted on a monthly basis to the Department's Project Manager, through the
Representative/Agent.

The attached CONTRACTOR HIV/AIDS PROGRAMME REPORT (SCHEDULE C), a close
out programme report, shall be completed by the Contractor at the end of the contract.

PR&T/ BID 10/2021/22

Contractor Witness 1 Witness 2 Employer Witness 1
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PW 1544

SCHEDULE A
HIV/AIDS PROGRAMME: SITE CHECKLIST

When did construction commence:

Name of Departmental Project Manager:

Please refer to HIV/AIDS Programme activities during the reporting period

Tick the block if Contractor satisfactorily complied with specifications

Pl Pl Pl Pl Pl ! !
D/D/M/mM|D|/D[M|M|[D|[D[M|[M|[D|[D[M|[M|[D|[D|[M|M|[D|D[M[M|[D][D[M][M

DATE

Programme implemented within 14
days of site handover

Awareness champion on site
HIV/AIDS awareness service provider
report

Male condom dispenser

Sufficient male condoms available
Male condom dispenser in a highly
trafficked area

Female condom dispenser

Sufficient female condoms available
Female condom dispenser in a highly
trafficked area

All four types of posters displayed
Posters in a good condition

Posters in a highly trafficked area
Posters displayed on local support
services: clinic & VCT centre
Support service poster/s in highly
trafficked area

Contractor Witness 1 Witness 2 Employer Witness 1 Witness 2
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Support service poster/s in a good
condition

Please indicate the applicable number for the reporting period

Workers on payroll (at PI)
Sub-Contractors who will
be on site for longer than
30 days (at PI)
Workshop attendees
Number of workshops
held

Scheduled workshops
according to approved
workshop plan

Booklets distributed
Male condoms
distributed

Female condoms
distributed

Representative/Agent Date

Contractor Date

Contractor Witness 1 Witness 2 Employer Witness 1 Witness 2
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PW 1544
Date of progress inspection: (ccyy/mm/dd)
Reporting period: (ccyy/mm/dd) to (ccyy/mm/dd)
Deviations from HIV/AIDS awareness programme plan:
Corrective actions:
Representative/Agent Departmental Project Manager
Date Date
Contractor Witness 1 Witness 2 Employer Witness 1 Witness 2
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PW 1544
SCHEDULE B
HIV/AIDS AWARENESS PROGRAMME: SERVICE PROVIDER REPORT
Reporting period: (ccyy/mm/dd) to (ccyy/mm/dd)
Number of workshops conducted in reporting period:
Number of scheduled workshops according to approved workshop plan:
Deviations from workshop plan:
State reasons for deviating from workshop plan:
Corrective actions:
Service Provider
Date Date
Contractor Witness 1 Witness 2 Employer Witness 1 Witness 2
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PR&T/ BID 10/2021/22

PW 1544
HIV/AIDS AWARENESS PROGRAMME : WORKSHOP CONTENT ADDRESSED
Fill in the applicable information with regard to each workshop conducted
DATE W/S W/S W/S WI/S W/S W/S WIS
D/[pD[M|[M|D|[D|[M|[M|D|D|M|M|D|[D|M|M|D|[D|[M|M|D|[D|M|[M|D[D[M[M
Content of workshop:
(Mark the content included)
SLO1
SLO2
SLO3
SLO4
SLO5
SLO6
SLO7
HIV/AIDS in construction video
Indicate the duration of the workshop
in hours
Total number of Workers
Indicate workshop venue
Contractor Witness 1 Witness 2 Employer Witness 1 Witness 2
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HIV/AIDS AWARENESS PROGRAMME: ATTENDANCE REGISTER

PR&T/ BID 10/2021/22

PW 1544

Fill in your name and indicate attendance by ticking the appropriate date

DATE

WIS

WIS

WIS

WIS

WIS

WIS

WIS

D[D[M][Mm

D|[D[M][M

D[D[M][M

D[D[M][M

D]ID[M][Mm

D[D[M][M

D[D[M][M

No

NAMES

Contractor

Contract
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SCHEDULE C

CONTRACTOR HIV/AIDS PROGRAMME REPORT

Project name:

PW 1544

Project Location:

Contract value of project: R

Department of Public Works Project Manager:

HIV/AIDS Programme duration: (ccyy/mm/dd) to (ccyy/mm/dd)

AWARENESS MATERIAL

Describe location of posters displayed during the programme:

Comments on posters:

Indicate total number of booklets distributed:

Comments on booklets:

CONDOMS

Indicate total number of male condoms distributed:

Indicate total number of female condoms distributed:

Describe where male condom dispenser was placed:

Describe where female condom dispenser was placed:

HIV/AIDS WORKSHOPS

Indicate the total number of HIV/AIDS workshops conducted:

Indicate the duration of workshops:

Indicate the total number of Workers that participated in the HIV/AIDS workshops:

Indicate the total number of Workers that were exposed to the video on HIV/AIDS in the Construction Industry:

Comments on HIV/AIDS workshops on site:

Contractor Witness 1 Witness 2 Employer Witness 1

Witness 2
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GENERAL

Briefly describe programme activities and satisfaction with outcome:

Additional comments, suggestions or needs with regard to the HIV/AIDS awareness programmes on site:

Please indicate if your company has a formal HIV/AIDS policy
focussing on HIV/AIDS awareness raising and care and support of
HIV/AIDS Workers:

Yes No

Currently
developing
one

Please indicate if, to your knowledge, you have lost any workers during the duration of the project to HIV/AIDS
related sicknesses. One or more of the following might indicate an HIV/AIDS related death:

Excessive weight loss Coughing or chest pain Vomiting
Reactive TB Pain when swallowing Meningitis
Hair loss Persistent fever Memory loss
Severe tiredness Diarrhoea Pneumonia
Number of HIV/AIDS-related deaths:
Contractor Date
Date
Contractor Witness 1 Witness 2 Employer Witness 1 Witness 2
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FREE STATE PROVINCIAL GOVERNMENT
DEPARTMENT OF POLICE, ROADS AND
TRANSPORT

PR&T/ BID 10/2021/22

REQUEST FOR THE APPOINTMENT OF A CONSTRUCTION
COMPANY OF A CIDB 6CEPE/7E FOR THE REFURBISHMENT
AND ASPHALT SURFACING OF BRIDGE NR 981, STEEL
BRIDGE OVER THE RIET RIVER (KOFFIEFONTEIN) ON THE
(R48)

Part C5.5: COVID-19 OHS Specifications and Regulations
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C5.5: COVID-19 OHS SPECIFICATIONS AND REGULATIONS

C5.5.1.

C5.5.1.1

INTRODUCTION:

This Plan is subject to Government Regulations and the prohibitions and notices issued by the
relevant authorities regarding Lockdown in terms of the Disaster Management Act 2002 and
Amendments.

These are exceptional circumstances and the industry must comply with the latest Government
guidelines on Coronavirus at all times.

The health and safety requirements of any construction activity must also not be compromised at
this time. If an activity cannot be undertaken safely due to a lack of suitably qualified personnel
being available or social distancing being implemented, it should not take place.

We are aware that emergency services are also under great pressure and may not be in a position
to respond as quickly as usual.

Site management should remind the workforce at every opportunity of the Site Operating
Procedures which are aimed at protecting them, their colleagues, their families and the general
population.

If a site is not consistently implementing the measures set out below, it may be required to shut
down.

Purpose:

This document provides an overview of how the Contractor shall Address the COVID-19 Pandemic
in relation to project continuity on the Construction project. Project teams shall apply these
guidelines, as applicable, on the project sites to the best of their abilities.

This is a fast-moving situation and this document will be revised as the need arises.

C5.5.2. COMMUNICATION:

C5.5.21

Safety Talks and Induction

When work resume on site Induction shall be done with all employees on site regarding the COVID
19 Pandemic and all measures to be implemented as per this Management plan. Safety Talks that
is available shall be communicated at toolbox Talks with all employees and visitors and distribute
to subcontractors so they can also review at their toolbox talks. Safety Notice is to be posted on
the project Notice Board.

The current concerns for COVID -19 makes induction especially important as a means of
communicating with new workers the safety precautions that they must comply with for them to
work on this site.

It is also a point for screening workers and asking them guestions about their travels and health to
verify that they are healthy and not in contravention of any Public Health recommendations.

It is also a moment when we can reassure workers that our project is being managed for their
safety, that we are taking COVID — 19 seriously and that the most important thing to us is their

Contractor
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Contract Page 182 COVID-19 OHS Specifications and Regulations
Part C5: Annexures )



FREE STATE PROVINCIAL GOVERNMENT DEPARTMENT OF POLICE, ROADS AND TRANSPORT PR&T/ BID 10/2021/22
REQUEST FOR THE APPOINTMENT OF A CONSTRUCTION COMPANY OF CIDB GRADE 6CEPE/7CE OR HIGHER FOR THE REFURBISHMENT
AND ASPHALT SURFACING OF BRIDGE NR 981, STEEL BRIDGE OVER THE RIET RIVER (KOFFIEFONTEIN) ON THE (R48))

C55.2.2

C5.5.2.3

C55.24

health and safety.

Risk Assessments

COVID 19 Risk Assessments have been developed and are attached for reference see Appendix
1 The Risk Assessments are based on current knowledge and available information.

General best practices in line with Government and WHO (World Health Organisation) guidelines
propagated as control and mitigation.

These risk assessments shall be communicated with all employees and copies of the attendance
register shall be kept for record purposes.

Contractor COVID - 19 Prevention Procedures

The Contractor shall identify which tasks may be impacted by social distancing restrictions and
implement mitigation measures, for example:
. Site induction

. Training

. Tasks that involve two or more workers to work in close proximity. i.e. Carrying pipe or
equipment

. Restricted work locations where there is insufficient space to maintain social distancing
i.e. cab of a vehicle or small room.

The Contractor must identify tasks where there is a potential for transmission through shared use
of PPE, tools and equipment and implement mitigation measures. For example:
. PPE — face shields at cutting stations, fall protection ropes and lanyards, etc.

. Tools — hand saws, chop saws, grinders, vacuums, etc.
. Equipment — aerial work platforms, forklifts, power trowels, etc.

Where cleaning and disinfecting are required the Contractor shall review the procedures and
implementing practices that prevent the transmission of COVID -19 on an ongoing basis.

Health Verification of Workers and Visitors

The health and well-being of workers and visitors is paramount. To protect workers and visitors and
provide a safe and healthy workplace the following shall be implemented:

Supervisors to be vigilant and that includes monitoring for symptoms of COVID-19.

Workers and visitors who are exhibiting symptoms of COVID 19 or are otherwise recommended to
be in self- isolation or self-quarantine in accordance with recommendations of the Government
Guidelines are not permitted on the project.

1. Any workers or visitors intending to access the site must complete a Health Questionnaire

(Appendix 1). The purpose of the questionnaire is to verify that workers are free, to the best
of their knowledge, of COVID-19 symptoms and related restrictions in accordance with
Government Guidelines and recommendations.

2. Supervisors must provide each day an attendance list of workers by name and phone
contact. In the event that there is a COVID issue later this information will be especially
helpful in identifying potential exposures. Attendance lists to be stored in accordance with
privacy considerations.

3. Contractor supervisors are required to verify, at start of shift, that their workers are healthy,
fit for work and to the best of their knowledge, free of any symptoms or restrictions

Contractor

Contract
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C55.25

C5.5.2.6

C5.5.2.7

C5.5.3.

C5.5.3.1

C5.5.3.2

associated with COVID-19 in accordance with the Health Questionnaire and
recommendations of the Government Guidelines.

4. Supervisors must provide an update on their workers’ health to the COVID Safety
Coordinator and Safety Officer at start of shift. If there are any significant changes in
attendance or health concerns notify the Construction Manager in writing.

5. Supervisors are required to verify, at end of shift, that their workers are healthy, fit for work
and to the best of their knowledge, free of any symptoms or restrictions associated with
COVID-19 in accordance with the Health Questionnaire and recommendations of the
Government Guidelines.

6. Supervisors must provide an update on their workers’ health to COVID Safety Coordinator
end of shift. If there are any significant changes in attendance or health concerns notify the
Construction Manager in writing.

Safety Notice and Poster

Safety Notices and Posters to be posted around the project site (at washing stations, at hand
sanitizing stations, at washrooms, at entry & exit of sites, etc.) and distribute to subcontractors so
they can post in their respective areas (lunchrooms, lockups, etc.).

Communication with Client, Consultants, Engineers/Designers, Subcontractors,
Suppliers and Local Community

It is important to communicate directly with our construction partners to inform them of current
policies around protecting persons on our worksites from COVID-19 and the removal of any person
who exhibits symptoms consistent with this virus.

Internal Updates

The Managers and Supervisors to participate in a daily update with the Project Manager and then
discuss what needs to be communicated to the project teams. The frequency and time of these
calls may be subject to change as the situation evolves.

SITE PROTOCOL

Site Meetings

To limit person to person contact, update all site communication to email and electronic means
(Skype or Zoom). If meetings are required to be in person (morning foreman meetings, etc.), hold
them in an open area, preferably outside, and practice good Social Distancing practices by
maintaining a 2.0m distance from each other.

COVID 19, Safety Coordinator

Principal Contractor to appoint a dedicated person to coordinate cleaning and maintenance of all
measurements and procedures implemented in order to manage this contingency plan. This
appointed person shall report directly to site management and shall work in collaboration with the
site Safety Officer and Safety Reps.

This COVID Safety Coordinator shall be responsible for the following:
. Review and assess Contractor COVID Prevention Procedures.

Contractor
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C5.5.3.3 Site Visi

Conduct regular inspections of the worksite to monitor adherence to COVID Prevention
Procedures and record inspection findings

Review and store Health Questionnaires in accordance with privacy considerations.
Document attendance issues and nonconformances.

Monitor cleaning to verify that approved products and procedures are being followed.
Inspect wash stations and hand sanitization stations to verify that they are adequately
stocked and posters explaining hand washing and hand sanitization are posted.

Post and inspect other signage to verify that it is located in correct location and in good
order.

Verify that First Aid Attendants have the necessary safety equipment and are using it
correctly.

Investigating any reports of workers that are not complying with procedures or concerns
for workers health.

Refer any issues or concerns to the Appointed Construction Manager and inform the
Safety Officer.

Immediate report and investigate presumed and confirmed cases of COVID — 19 in
accordance with Presumptive / Confirmed Case COVID-19 Response and with the
assistance of Construction Manager and Safety Officer.

Review and instruct project staff in this procedure and other COVID-19 documentation.
Monitor this procedure and other documents for updates and assist Project Supervision in
disseminating that information to Contractors and workers.

tors

All site visitors (client, Construction Health and Safety agent, consultants, inspectors, etc.) should
limit site visits unless necessary for Business Continuity reasons. If visits are required:

a. Give site management advance notice that you are visiting the site.
b. Practice good Social Distancing measures.
C. Avoid entry into site offices and or other structures unless required.

C5.5.3.4 Handwashing Stations

Install handwashing stations complete with dispenser soap in strategic locations on the project site.
Install a Safety Notice Poster at each location

C5.5.3.5 Hand Sanitizing Stations

Install hand sanitizer stations in strategic locations around the project site. Inspect daily to ensure
they are full. Install a Safety Notice Poster at each location

C5.5.3.6 Cleaning

Identify and clean surfaces that workers come into regular contact with. Dedicated labourers are to

sanitize d

oor handles, toilet doors, meeting room tables, offices, etc. at the end of each shift. Stock

and supply cleaning wipes and spray sanitizer on site.

C5.5.3.7 Social Distancing

Promote hand shaking alternatives. Ensure individuals are always 2.0m apart from each other. This

Contractor
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C5.5.3.8

C5.5.3.9

C5.5.3.10

includes in lunchrooms, lock ups, while working on site, entry and exits of sites, etc. Employees
are encouraged to work remotely if their role permits.

Some roles on site may allow for a rotation schedule to allow some to work remotely while
maintaining presence at the project.

Cancel and/or postpone all site evacuation drills or similar drills. These are not in line with Social
Distancing guidelines. Evacuation Plans to incorporate Social Distancing. This can include more
assembly points, proper spacing of 2.0m at assembly points and instructions to workers about
Social Distancing.

Signage will be posted on sites to promote proper social distancing protocols.

Subcontractor Coronavirus (COVID-19) Plans

Communicate with subcontractors who will be performing work on site.
Subcontractors shall be subjected to the COVID H&S management plan of the Principal contractor.

Monitoring Worker Health

The Contractor shall monitor worker health on site. If a worker is exhibiting symptoms, ask them to
leave site in conjunction with their superior and arrange for them getting tested.

Principal Contractor shall keep a list of all workers on site and update it daily

Each worker on site is required to fill this out and return a Worker Health Questionnaire (Appendix
2). Going forward, all new workers and visitors are required to complete this questionnaire. It
reinforces how important it is for them to be healthy if they want to come to the site and reinforces
the public health authority’s self- assessment monitoring tool. All records are the same as first aid
records and are to be kept under lock for privacy reasons.

Eating Areas

The Contractor shall ensure that there is a handwash station close to the project eating
areas/lockup areas. Post social distancing signage to remind workers to keep their distance.

Post signage to remind workers to wash or disinfect their hands before and after eating.

Stagger coffee/lunch breaks to reduce the number of workers in the lunchroom at the same time.
Organize chairs and stagger seating arrangement to maintain social distancing or take lunch and
coffee outside

Remove garbage often.

Clean and disinfect tables, microwaves and other commonly handled items between workers/ lunch
shifts. Encourage workers to wash their hands properly before and after all meals. Abide by Social
Distancing guidelines in eating areas and stay 2.0m away from each other always.

Due to size constraints, this may require workers to take coffee breaks and/or lunch breaks in shifts.
Avoid

going to areas on congregation during breaks and lunch time. Consider separating PPE & clothing
that is hung up in the eating area to avoid contamination. All work spare clothing to be transported
home in a plastic bag and washed.

All lunch tables should be wiped down and disinfected daily per the Routine Cleaning Protocol.
(see Appendix

3 — Surface Cleaning for Potential Virus)
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C5.5.3.11 Toolbox Talks sessions

The Safety Representatives should ask workers if they have had any recent travel and if they are
feeling sick during the Toolbox Talks sessions.

Limit the number of persons in Toolbox Talk sessions to maintain social distancing protocol (2.0m)
this may result in the requirement to hold more Toolbox Talk sessions. Disinfect used pens, tables
and chairs after each session. A Toolbox Talk session should include hygiene expectations, social
distancing and general health of the worker (flu like symptoms).

C5.5.3.12Wearing Gloves

Provide gloves to workers who do not have gloves and enforce that they wear them on the project.
It is important to note that gloves can still carry and transfer the virus. Avoid touching others, you
face and your eyes even with gloves on. If gloves are washable, they should be washed after each
shift.

All workers must wear gloves in accordance with their SW. Wearing gloves, besides being a safety
requirement reduces the likelihood of workers touching their eyes, nose or ears reducing the
potential of transmission from contaminated surfaces.

Workers should replace their used gloves frequently with new gloves and launder used gloves, if
practicable, with their work clothes to prevent them from becoming potential sources of
transmission.

C5.5.3.13Garbage Bins

Eating areas, storage facilities and site offices cleaned daily and site garbage should be collected
and disposed of.

C5.5.3.14 Antibacterial Soap & Disinfecting Spray

Procurement of basic hygiene supplies continues to be a challenge and items being received needs
to be diligently inspected and stored.

As we are all aware, hand sanitizer has become very scarce and hard to find. We should try use it
as a last measure when hand washing is unavailable.

Please read the instructions carefully and be sure to use these products efficiently as supply is
limited during these times.

C5.5.3.15N95 and N99 Masks

All N95/99 masks should be preserved on site and not used for construction related activities. There
is a general shortage of these masks in the market.

C5.5.3.16 Site Office

Limit the number of employees and workers in site offices. Maintain social distancing protocol
(2.0m). If the role permits, rotate employees working remotely and working on site to ensure social
distancing protocol is met. Host meetings outside if meeting it too small to support proper social
distancing protocol. Do not share keyboard, mice, pens, clipboards, documents, etc. Routinely
disinfect door handles, chairs, and commonly touched items.
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The following shall apply:

. Post “Restricted Access” signage on door with contact information (phone #).

. Keep the door locked to prevent access.

. Restrict the number of people who are allowed to enter these offices to social distancing
allowances.

. Disinfect anything touched by a visitor prior to use.

. Do not share keyboard or mouse, pens, clipboards or documents.

. Disinfect commonly touched items like door handles, chairs, tables, stair handrails, etc.

C5.5.3.17 Hygiene Practices

Clean hands with soap and water for 20 seconds. Do this before and after meals, at the end of the
workday and when home. Avoid hand shaking. Do not share food, drinks, cigarettes and personal
hand tools. Do not touch face, eyes, or mouth with unwashed hands. Follow good respiratory
etiquette by covering your mouth and nose by creasing your elbow when coughing or sneezing.

Workers are required to wash or sanitize their hands:

. At the start of their shift and before they start work

. Before eating, drinking or smoking

. After using the toilet facilities

. After handling any tools or materials that may be contaminated
. At the end of the shift before they leave work

The Contractor will provide or make available hand washing and hand sanitization facilities to meet
the needs of the volume of workers at the project.

C5.5.3.18 Personal Protective Equipment for Project Safety Coordinators when with Patients

The following PPE is required when with a patient that may have a presumptive case of Coronavirus

(COVID- 19):

. FF2 mask

. Face shield/mask with visor
. Safety glasses

. Gloves

. Disinfectant products

C5.5.4. MEDICAL RESPONSE
C5.5.4.1 Employee Self Quarantine
Notify supervisor and Safety Manager. Check the Assessment Tool and follow instructions
and recommendations.
C5.5.4.2 Persons Reporting to Project First Aid
Report workplace injuries to the First Aid Attendant (FAA). As a precaution the FAA will wear
N95/99 mask or
%% mask respirator, face shield and medical gloves when treating workers.
If a worker reports to first aid feeling ill or exhibiting COVID-19 symptoms, send the worker home
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and instruct them to visit the nearest screening facility of the National Dept of Health. Ensure
communication on outcome of tests.

C5.5.4.3 Persons Observed on Site with Flu-Like Symptoms
If a worker is observed exhibiting COVID-19 symptoms or they feel ill, direct them to go home and
to visit the nearest screening facility of the National Dept of Health. Clean and disinfect any areas

where the worker was working per the Surface Cleaning for Potential Virus Contamination Safe
Work Procedures (see Appendix 4). Ensure communication on outcome of tests.

C5.5.4.4 Persons Confirmed to Having COVID-19

Prevent the spread of COVID-19 by assessing who else may have been in contact with the
individual and notifying those people in accordance with Health Authority Protocols for identification
and quarantine.

C5.5.4.5 Presumptive and Confirmed COVID-19 Case Responses

Contractor to inform Client of all cases on a daily basis.

C5.5.5. EXTERNAL COMMUNICATION

C5.5.5.1 Client

Confirm with client how and how often they would like project specific communication relating to
the coronavirus (COVID-19). Confirm who should be on this communication.

C5.5.5.2 Media

All communication related to the media needs to be directed to the Client on these communications.
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APPENDIX 1: RISK ASSESSMENT
Risk assessment COVID 19 on Construction Site

A. Risk Assessment for Coronavirus (COVID-19)

Site: Contractor Sec 16(2)

Project: Done by:

Contractor: Date:

Client:

SITUATIONS: SEVERITY / CONSEQUENCE
‘| Someone entering the workplace already infected with CV19 Risk Rating 1 2. 3. 4. 5-
2 Someone becomes ill within the workplace 1
— - Very Unlikely
3 Contaminated workplace 3,
| o ]
4 Proximity, workplace gatherings g Unlikely
= 3,
5. General Ignorance Z Possible
=
6 Self-isolation = &
Likely
7 Travel (Travelling across provincial borders) . i g
8 Symptomatic or exposed employee(s) ay be acceptable, Due care to be employed and situation reviewed to see if risk can
9 ) be reduced further.
Presenteeism 7-14 Possible Precarious situation only allowed to proceed with proper supervision. All
10. First Aid Training / CPR Manikin Medium available measures employed to reduce Raw Risk.
Situation Critical and cannot be allowed to proceed. Reassess situation continuously to
‘28| Lack of accurate information / a failure to disseminate determine bast implementable measures for Risk mitigation.
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B. Risk Assessment

HAZARD INITIAL RISK CONTROLS RESIDUAL RISK
Hazard Description Risk Health/Safety | Hazard | Likeli-  Risk | List Controls Required | Hazard Likeli - Risk
Influenced Severity hood Rating Severity hood Rating
Someone Passing the virus Health : 3 B . Symptomatic 3 1
entering the on to other Safety individuals will not be
workplace employees, allowed entry.
with CV19 causing illness . Hvai .
and possible ygiene reqwrements
death (handwashing etc.) and
symptoms of CV19
included with Induction.
e CV19 Information
posters placed in
accessible locations in
the workplace
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Someone Workers Health : 3 (BN . Worker removed to a 5 1
becomesiill contracting Safety designated area at
within the CV19 by any least 2 metres away
workplace means, causing from other people.
illness and

. The individual will be
sent home and advised
to follow Governmental

possible death

guidance.

= Workplace
decontaminated
following accepted
standards.

. Relevant PPE to be
issued

HAZARD INITIAL CONTROLS RESIDUAL RISK
RISK
Hazard Description Risk Health/Safety | Hazard Likeli - Risk | List Controls Required Hazard Likeli - Risk
Influenced Severity hood Rating Severity hood Rating
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Contaminated Workg—:-rs Health 5 2 10 . Formal cleaning 5 1
workplace catching Safety regime introduced

CV19 due to (Employees cleaning

contaminated equipment and

surfaces, facilities more often).

causing - Hand sanitisers to be

illness b laced i dil

and possible een placed in readily

death accessible locations.

-  Extra hygiene
requirements enforced.

e Multi-use handtowels
not allowed for drying

hands.
* Relevant PPE to be
issued
Physical Proximity | Workers Health 5 3 »  Social Distancing 5 1
during workplace catching CV19 Safety policy implemented. All
gatherings due to working work areas and
_closely with activities been
infected evaluated for the
colleagues, possibility of
causing illness implementing social
and possible distancing (no
death handshaking, deferring
large meetings etc.)
* Relevant PPE to be
issued
HAZARD CONTROLS RESIDUAL RISK
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Hazard Risk Health/Safety | Hazard | Likeli - Risk | List Controls Required | Hazard | Likeli -
Description Influenced Severity | hood Rating Severity | hood
General Ignorance | Workers Health 5 3 A formal training 5 1
unaware of risks Safety program implemented
from CV19 and to cover risks,
become symptoms and control
mfec_ted,_ measures. Attendance
causing |I_Iness to all sessions
and possible mandatory with
death attendance registers
kept on file as proof.
Self-isolation of Workers Health 5 3 A formal training 4 1
workers unaware of the Safety program implemented
need to (or educate workers on
_how to) self- control measures,
isolate,

including self- isolation.
Attendance to all
sessions mandatory
with attendance
registers kept on file as

causing further
spread of disease
and

possible death

proof.
Travel (Travelling Travelling Health 5 2 Adhere to general 5 1
across provincial across Safety travel ban by SA
borders) provincial Government.
borders and .
afterwards * Implement alternatives
returning to_ travel - postpor_le
trips or hold meetings
via video conferencing.
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Nr HAZARD INITIAL RISK CONTROLS RESIDUAL RISK
Hazard Risk Health/Safety | Hazard | Likeli- Risk | List Controls Required | Hazard | Likeli- Risk
Description Influenced | Severity | hood Rating Severity | hood Rating

8. | Symptomatic Workers are Health ) 3 «  If worker is unfit for 5 1

or exposed symptomatic of Safety work, they will be
employee(s) CV19 or has booked off sick as per
been in close normal policy.
contact with Symptomatic
someone with employees will be sent
CV19, causing home.
further spread of * Colleagues who came
disease and in contact with
possible death symptomatic workers
will be informed of
symptoms and advised
to contact a doctor for
guidance.
«  Working from home will
be considered.
« Relevant PPE to be
issued
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9. Presenteeism A worker Health 5 3 (B . Workers coming in S) 1
catches CV19 Safety contact with
because symptomatic ones will
acoII_eague be informed of
continues symptoms and advised
WO_rklng despite to contact a doctor for
being unwell, guidance.
causing further »  Workplace will be
spread of decontaminated
disease and following
possible death Governmental
guidance:
 Relevant PPE to be
issued
Nr HAZARD INITIAL RISK CONTROLS RESIDUAL RISK
Hazard Risk Health/Safety | Hazard | Likeli - Risk | List Controls Required | Hazard | Likeli - Risk
Description Influenced | Severity | hood Rating Severity | hood Rating
10. | First Aid Training /| workers exposed Health 5 2 10 |.  Proper training of First 5 1
CPR Manikin to CV19 due to Safety Aid staff
_providing First Aid «  Use of correct
in the workplace equipment while giving
or during CPR First Aid
Training on L
Mannequin, = Maintaining proper
causing further mannequin hygiene
spread of disease * Relevant PPE to be
and possible issued
death
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Lack of Employees Health S 3 (B . A designated person S 1
accurate unaware of Safety will be appointed to
information / a risks from CV19 monitor CV19 by
failure to get infected due signing up for
disseminate to lack of immediate news
information awareness of updates and
control measures, monitoring relevant
causing further Websites and News
spread of disease outlets.
and possible . o
death e Arisk communication
plan will be
implemented, ensuring
timely updating/
sharing of information
with all internal &
external stakeholders

C. Acknowledgement and Approval
Date Designation Name Signature
CEO

Supervisor

Risk Assessor

Client (Or representative)
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APPENDIX 2: HEALTH QUESTIONNAIRE

Health Questionnaire - COVID 19

Revision: #1: 14 April 2020
Date:

Name

ID:

Your Cell phone No

Site:

Employer

The purpose of this questionnaire is to ensure appropriate COVID-19 screening of all individuals requesting
ACCESS T0 .viiiiiiit e construction projects. These questions will help
confirm that you are healthy and fit for work.

Because your health has the potential to affect the health of other people on this site, as well as their families
and others, it is essential you answer these questions honestly.

In the event that someone on the site has been in close contact with someone probable or confirmed with
COVID-19, your contact information is necessary so we can inform you that your health and safety may be at
risk.

This questionnaire is based on the Dept of National Health COVID-19 Self-Assessment Tool.

1. Are you experiencing any of the following?

71 Severe difficulty breathing (i.e., struggling to breathe or speaking in single words)
7 Severe chest pain

1 Having a very hard time waking up

7 Feeling confused

7 Losing consciousness

0 No O Yes

2. Are you experiencing any of the following:

7 Shortness of breath at rest

T Inability to lie down because of difficulty breathing

7 Chronic health conditions that you are having difficulty managing because of
difficulty breathing

0 No O Yes

3. Are you experiencing a fever:
LI No O Yes

4. Are you experiencing any abnormal or unusual conditions (not associated
with allergies, smokers cough, other known respiratory complaints, etc.):

~ Coughing
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7 Sneezing
1 Sore throat

0 No O Yes

5. Have you travelled to any other districts or provinces outside this municipal
district within the last 14 days?

0 No O Yes

6. Did you provide care or have close contact with a person with COVID-19
(probable or confirmed) while they were ill (cough, fever, sneezing, or sore
throat)?

0 No O Yes

7. Did you have close contact with a person who to any other districts or provinces outside this
municipal district within the last 14 days who has become ill (cough, fever, sneezing, or sore
throat)?

0 No O Yes

If you have checked Yes to any of these questions, you are not permitted on this site and you should consider
seeking medical attention.

If you have checked No but you notice a change in your health within the next 14 days, we ask you to contact
your supervisor or us directly. We have a collective responsibility for the safety and health of each other.

If you are in a high-risk group for COVID-19 (i.e., over age 65, pre-existing respiratory condition)
please determine with your supervisor if working on this on this site is appropriate for you given
current COVID transmission risks.

We share a responsibility for keeping each other safe. Thank you for completing this questionnaire. If you
have any questions, please speak with your supervisor.

Signature:

Name:

Date:

Privacy: As an employer, ...........ccoooiiiiiiiiiinnnn. may have to collect, use, and disclose employee personal
information in order to prevent or manage the risk of COVID-19’s rapid spread. In doing this, we need to balance
the individual’s right to privacy with our obligation to maintain a safe workplace.

The information collected in this questionnaire will be treated confidentially and only disclosed to others when
required to meet our obligation to maintain a safe workplace
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APPENDIX 3: SAFE WORK PROCEDURES CLEANING/PROTOCOL FOR CLEANING

COVID 19 safe Work Procedures for Cleaning and Disinfecting in the workplace /
Protocols for Cleaning

Document Priority: ALL employees — Ensure all acknowledge with signed
attendance register.

Frequency: Weekly
Purpose

To set a standard to clean and disinfect all areas in order to prevent the spreading and
contamination with the
COVID virus.

The difference between disinfecting and cleaning

When it comes to preventing the spread of germs, it helps to understand the difference between
cleaning and disinfecting. Cleaning is the act of removing germs, dirt, and impurities (like when you
use a soapy sponge to wipe off a visibly dirty counter or stovetop). Disinfecting is when you use
chemicals to kill germs (like spraying with a bleach solution). By cleaning first, then disinfecting,
you can lower the risk of infection.

Follow these cleaning guidelines

Guidelines to follow when cleaning and disinfecting the work areas on a construction site.
1. Wear disposable gear while you clean. Personal protective items like gloves, gowns, and

face masks or cloth facial coverings can provide additional protection. Make sure to throw
gloves out after each cleaning and then immediately wash your hands.

2. Ventilate rooms before you clean. Allow fresh air to circulate for at least 20 minutes. If
possible, leave all windows open during the entire cleaning process.
3. Wash your hands thoroughly before and after each cleaning. Use soap and water, and

wash for at least 20 seconds. If that’s not possible, use a hand sanitizer with at least 70%
alcohol. Learn more about proper hand washing

4, Clean, then disinfect. Use detergent or soap and water to remove dirt, grease, dust, and
germs. Once the surface is clean, spray with a disinfectant. Let it stand for a few minutes,
then wipe—and if you’re not using paper towels or disposable wipes, it's best to use a new
cleaning cloth for each guest.

5. Avoid touching your face while cleaning. To prevent the spread of germs, the CDC
recommends not touching your face, nose, and eyes with unwashed hands—so pay extra
attention when cleaning.

6. Use the right disinfectant. Most common household disinfectants as well as cleaning
solutions with diluted household bleach or at least 70% alcohol, are believed to be effective
against the coronavirus. Pay special attention to frequently touched surfaces, like light
switches, doorknobs, remote controls, and faucet handles. (See our full list of surfaces to
disinfect at the bottom of the page.)

7. Don’t forget about sofas, rugs, drapes, and other soft, porous surfaces. Carefully remove
any visible dirt or grime, then clean with the appropriate cleaners indicated for use on these
surfaces. If possible, machine-wash items according to the manufacturer’s instructions.
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8. Wash all linens at the highest heat setting recommended by the manufacturer. That

includes hand and bath towels, kitchen towels, and blankets. Remember to wear gloves
when handling dirty laundry, and take care to avoid shaking laundry, which could increase
the spread of germs.

9. Clean and disinfect laundry baskets and hampers. If possible, consider using a liner that is
either disposable or that you can throw into the washing machine.

10. Empty the vacuum cleaner after every cleaning. You should wipe down the vacuum cleaner
with disinfectant, along with appliances like your dishwasher and washing machine.

11. While restocking your supplies, take a moment to check expiration dates. And remember

to never mix household bleach with ammonia or any other cleaning solution that can
release toxic gases that are dangerous to inhale.

12. Line trash cans. Placing bags into trash bins will make it easier to dispose of tissues and
other waste.

13. After use wipe off all utensils and equipment used with disinfectant including, brooms
buckets and brushes

14. Dispose of or wash your cleaning supplies. If you're using paper towels, disinfectant wipes,

and other disposable cleaning supplies, take the trash out after you're done. If you’re using
cleaning cloths and other reusable products, make sure to machine-wash them at the
highest heat setting appropriate for the material.

15. Safely remove any cleaning gear. When you’re done cleaning, immediately remove any
protective outerwear like gowns, gloves, or masks, and dispose of them or wash
accordingly. Remember to wash your hands for at least 20 seconds afterwards.

16. Wipe off all tools with disinfectant before and after use and before storage.

17. Wipe off all surfaces on plant and vehicles with disinfectant before and after operations

18. Tools, vehicle and plant users are responsible for the cleaning of the tools, plant and
vehicles they use.

19. Employees working or entering offices, kitchens, bathrooms, toilets and eating areas to

clean their hands before entering and open windows and maintain good ventilation.

Make sure you are well-stocked with the essential amenities and consider adding a few extras.

Things like:

. Antibacterial hand sanitizer

. Disposable gloves and wipes
. Hand soap

. Paper towels

. Tissues

. Toilet Paper

Checklist of items to clean and disinfect Office and General:

. Doorknobs
. Air vents Surfaces
. Light switches Remote controls
. Keyboards
. Telephones Desks/Tables Chairs
. Cabinet handles and pulls Windowsills and window handles
. Stationery and utensils (stapler, punch etc.) Keys
. Railings
. Garbage and recycling bins
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Kitchen and Eating area:

. Sinks

. Cabinet handles and pulls

. Appliances: oven, toaster, pressure cooker, coffee maker, etc.

. Condiments: oil, salt and pepper shakers, commonly used spices and containers, etc.
. Kitchenware that isn’t dishwasher safe: ceramic bowls, kids’ plasticware, etc.
. Hard-backed chairs

Bathroom:

. Sinks Toilets

. Door handles Faucet handles Showers and tubs

. Shower curtains and doors

. Shampoo, conditioner, body wash, and soap dispensers

Work Area:

. All tools including hand tools

. Control devices — Levers and switches

. All surfaces that are exposed to human contact

Vehicles and Plant:

. Door handles

. Keys

. Seats and armrests Steering wheel

. Control levers and switches

. Windows — side windows and mirrors

Additional Information

Important

Never mix household bleach with ammonia or any other cleanser.

Do not use bleach on electronics such as computer displays or keyboards. It

All disposable materials must be placed into a leak proof garbage bag and sealed for Disposal
Prepare a bleach solution (alternative disinfecting solution) by mixing:

. 5 tablespoons (75ml -1/3 cup) bleach per 4L of water. This is equal to 1 parts bleach to 49
parts water or 200 mL in a 10 L bucket.
. The solution will be required to be made daily and is not to be re-used except on the shift
that it was prepared for.
. Place the bleach solution into a spray bottle or use the solution from a bucket.
. If applying the solution using a spray bottle, apply the solution to all surfaces and allow to
remain wet for 10 minutes.
. If using the solution in a bucket, using sponges, rags or mops, apply the solution to all
surfaces and allow to remain wet for 10 minutes.
. After 10 minutes, dry surfaces using sponges, rags, mops or disposable paper towels.
. Change the sponge, rag or mop being used often
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APPENDIX 4: CHECKLISTS FOR CLEANING
Cleaning Checklist for Offices, Kitchen and Eating Areas.

Ventilate rooms before you clean.

Allow fresh air to circulate for at least 20 minutes. If possible, leave all windows open during the
entire cleaning process.

Wash your hands thoroughly before and after each cleaning.

Use soap and water, and scrub for at least 20 seconds. If that's not possible, use a hand sanitizer
with at least 60% alcohol.

Wear disposable gloves while you clean.

Gloves should be thrown out after each cleaning. And make sure to wash your hands immediately
after gloves are removed.

Stock up on paper towels, disinfectant wipes, and other disposable cleaning
supplies.

If you prefer to clean with reusable products, machine-wash them at the highest heat setting
appropriate for the material.

Clean, then disinfect.
Cleaning is when you use soap or detergent and water to remove dirt, germs and impurities.

Disinfecting refers to the use of chemicals like bleach or alcohol to kill germs. Doing both is the best
way to reduce the spread of infection

Use the right disinfectant.
Diluted household bleach solutions, cleaning products with at least 70% alcohol, and most common

disinfectants registered by the Environmental Protection Agency are believed to be effective
against the coronavirus

Focus on frequently touched surfaces.

Light switches, doorknobs, remote controls, and faucet handles are just a few of the areas you’ll
need to disinfect. (Check list of Items to clean and frequently touched surfaces attached.)

Don’t forget about sofas, rugs, drapes, and other soft, porous surfaces.

Carefully remove any visible dirt or grime, then use the appropriate cleaner for the material. If
possible, machine-wash items according to the manufacturer’s instructions.
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Wash all linens at the highest heat setting recommended by the manufacturer.

That includes bed sheets, mattress covers, hand and bath towels, kitchen towels, and blankets.
Wear gloves when handling dirty laundry.

Clean and disinfect laundry baskets and hampers.

Consider using a liner that’s either disposable or machine washable.

Empty the vacuum cleaner after every cleaning.

Disinfect the vacuum cleaner, along with other cleaning appliances like the dishwasher and
washing machine.

Clean utensils, broom, brush and buckets after use

Disinfect the broom, along with other cleaning utensils

Checklist of items to clean and disinfect Office and General:

. Doorknobs Air vents Surfaces

. Light switches Remote controls Keyboards Telephones Desks/Tables Chairs
. Cabinet handles and pulls Windowsills and window handles

. Stationery and utensils (stapler, punch etc.) Keys

. Railings

. Garbage and recycling bins

Kitchen and Eating area:

. Sinks
. Cabinet handles and pulls
. Appliances: oven, toaster, pressure cooker, coffee maker, etc.
. Condiments: oil, salt and pepper shakers, commonly used spices and containers, etc.
. Kitchenware that isn’t dishwasher safe: ceramic bowls, kids’ plasticware, etc.
. Hard-backed chairs
Bathroom:
. Sinks Toilets
. Door handles
. Faucet handles Showers and tubs
. Shower curtains and doors
. Shampoo, conditioner, body wash, and soap dispensers
Work Area:
. All tools including hand tools
. Control devices — Levers and switches
. All surfaces that are exposed to human contact
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APPENDIX 5: PRE-START-UP CHECKLIST

PRE-START-UP CHECKLIST: Revision 2.200511
PROJECT NR:

PROJECT DESCRIPTION:
CONTRACTOR:
COMPLETED BY:

DATE:

Findings:

No. Subject Y/N Comment
1. Have a Risk assessment been done
related to COVID 19 for the project

2. Have all “high contact” areas and
activities been identified
3. Is a plan developed in line with

guidelines to manage the
implementation of measures to prevent
the spread and infection of the

COVID 19 virus on this project
4, Have all offices, workshops, and

facilities been sanitized and cleaned

5. Is there a cleaning routine with
records in place

6. Is access restricted and notices
installed to this affect

7. Are wash stations provided at the

entrance to the site yard

8. Are there a sufficient supply of PPE
available specific to requirements
related to COVID 19

9. Are there adequate supplies of
cleaning materials, disinfectant,
Sanitizing decanters and consumables
available.

Contractor Witness 1 Witness 2 Employer Witness 1 Witness 2

Contract Page 203 COVID-19 OHS Specifications and Regulations
Part C5: Annexures



FREE STATE PROVINCIAL GOVERNMENT DEPARTMENT OF POLICE, ROADS AND TRANSPORT PR&T/ BID 10/2021/22
REQUEST FOR THE APPOINTMENT OF A CONSTRUCTION COMPANY OF CIDB GRADE 6CEPE/7CE OR HIGHER FOR THE REFURBISHMENT AND
ASPHALT SURFACING OF BRIDGE NR 981, STEEL BRIDGE OVER THE RIET RIVER (KOFFIEFONTEIN) ON THE (R48)

10. Have all employees been issued with 2
washable face masks

11. Have notices been installed to raise
awareness regarding COVID-19

12. | Are all employees and visitors
screened for symptoms of COVID-19
13. | Are records kept of all screening done
on site

14. | Are measures in place to accommodate
social distancing on site

15. Have a COVID Coordinator been
appointed

16. Did the COVID Coordinator receive
training regarding his responsibilities
17. Have a team been appointed to
ensure regular cleaning and disinfecting
of “high contact areas

18. Are Site Rules regarding COVID-19
communicated

19. | Are adequate arrangements in line with
regulations for transport of workers in
place

20. Is the Company Policy regarding
management of COVID-19 on display
and endorsed by the CEO

21. Are Site Rules regarding COVID-19 on
display

22. | Are there sanitizing dispensers available
at toilets

23. Are there sanitizing dispensers available
at entrance to eating areas

24, Are there sanitizing dispensers available
at entrance to offices and storage areas
25. | Arethere enough lined waste bins on

site and emptied at regular intervals

26. | Are there wvalid Medical Fitness
Certificates for all employees on site

27. | Are high risk and vulnerable people
been identified and provided for as per
guidelines issued by NDoH
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28. | Are the correct protocols available in
case of a suspected COVID infected
person on site

29. | Are there an isolation room/area
available in case someone is identified
as a possible COVID case

30. Is there a written plan for the phased
return to work for all employees

31. Have emergency plans been reviewed
to make provision for COVID related
emergency procedures and issues

32. Is there a schedule to stagger starting
times for workers and activities

33. Is 2 non-touch thermal thermometers
and extra batteries available on site

34. Is single use alcohol testing units

available — no breathalysers

35. Have any special conditions or issues
been identified that can impact on the
Risks and management of the risks
related to COVID

No work on site can commence before all the questions have been answered positively.
The questions are in line with requirements as issued under Lockdown Regulations.
Failure to comply is an offence and can lead to arrest and or a fine.

COVID-19 HOTLINE: 0800 02 99

Acknowledgement and Approval

Date Designation Name Signature
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